






























































A. Indemnity. To the fullest extent provided for by law, each Party (“Indemnifying
Party”) agrees to indemnify, defend and hold harmless the other Party, its directors, officers,
employees, and agents (each, an “Indemnified Party”) from and against any and all claims, whether
or not involving a third-party claim, including demands, actions, damages, loss, costs, expenses, and
attorney’s fees (collectively, “Indemnity Claims”), arising out of or resulting from any breach,
negligent act, error or omission or intentional misconduct by the Indemnifying Party or its trustees,
directors, officers, employees, contractors, subcontractors or agents under the terms of this
Agreement; provided, however, that the Indemnifying Party will not have any obligation to
indemnify the Indemnified Party from or against any Indemnity Claims to the extent caused by,
resulting from, relating to or arising out of the negligence or intentional misconduct of an
Indemnified Party or any of its directors, officers, employees or agents.

If an Indemnified Party determines that it is entitled to defense and indemnification under this
Section, such Indemnified Party shall promptly notify the Indemnifying Party in writing of the
Indemnity Claim and provide all reasonably necessary or useful information, and authority to settle
and/or defend Indemnity Claim. Defense and indemnification provided by the Indemnifying Party
under this Section shall be provided with legal counsel reasonably agreed to by the Identified Party.
No settlement that would impose costs or expense upon the Indemnified Party shall be made
without such Party’s written consent.

B. Insurance.

(1) Provider Insurance. At all applicable times during the term of the PPA, and any
necessary extension thereof for removal of the Solar Facility from the Site, Provider
and all sub-contractors, shall obtain, maintain and keep in full force and effect the
following insurance for coverage of all obligations and associated activities under
this Agreement, including but not limited to the use and occupancy of the Site, the
business operated by the District thereon, and the construction, installation,
operation, maintenance and repair of the Solar Facility, in the amounts, and with the
conditions required, as set forth herein. Each policy required in (b)(c)(d) below shall
include an additional insured endorsement (must be provided by actual policy
endorsement) in favor of the District with an additional insured endorsement for
both ongoing and completed operations as it pertains to (b), and shall include an
endorsement specifying that such coverage is primary and non-contributory as to
any other coverage available to the additional insured. Provider shall, within thirty
(30) days of the Effective Date of this Agreement and annually thereafter or as
requested by the District, provide certificates of insurance and endorsements
demonstrating compliance with the requirements of this Section.

a. Workers” Compensation Insurance for Provider’s employees to
the extent of statutory limits and Occupational Disease and Employer’s
Liability Insurance for not less than $1,000,000 per occurrence. The District
does not accept Self-Insured or Professional Employer Organization (PEO)
Insurance Programs.

b. Commercial General Liability Insurance with a $1,000,000 per
occurrence and $2,000,000 aggregate limit of liability for Bodily Injury,
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Personal and Advertising Injury and Property Damage Liability, including
coverage for Contractual Liability and Products and Completed
Operations Liability. The District does not accept Self-Insured Retention
in excess of $50,000.

C. Automobile Liability Insurance with limits not less than: Bodily
Injury coverage at $1,000,000 each accident, and Property Damage coverage
at $2,000,000 each accident.

d. Excess Liability Insurance in an aggregate amount of not less
than $5,000,000 providing greater limits of insurance to Provider's
Employer's Liability, Commercial General Liability and Automobile
Liability Insurance which also shall not be more restrictive than coverage
provided by these policies.

e. Builder's Risk/Installation Floater Insurance in a sufficient
amount to protect Provider's property, materials, tools and other financial
interests on the Project.

f. Professional Liability Insurance with limits not less than
$1,000,000 per claim, with a two year tail.

District Insurance. The District represents that it maintains and covenants that it
shall maintain during the Term (i) insurance sufficient to insure it against loss or
destruction of the Site, including losses occasioned by operation of the Solar
Facility, and (i1) general liability insurance including bodily injury, property damage,
contractual and personal injury. Notwithstanding the foregoing, District reserves the
right to self-insure.

Waiver of Subrogation. Provider shall cause each insurance policy obtained by
them to include a waiver of subrogation or waiver of the transfer of rights of
recovery against the District by the insurer in connection with any damage covered
by any policy of Provider. District reserves the right to request copies of any insurer
endorsements that may be necessary to affect this waiver of subrogation.

Provider shall require and verify that all of its subcontractors maintain insurance
that is commensurate with the nature and value of the particular work being
performed.

18.  License Agreement. Following the Effective Date, Provider and District shall promptly
enter into a License Agreement that is substantially in the form attached hereto as Exhibit E-1.

19. Assignment; Cooperation with Financing.

A.

Assignment by Provider. Provider may sell, transfer, or assign its rights under

this Agreement or any right, interest, or obligation therein (collectively, an “Assignment”) only
upon the prior written consent of District, which consent may not be unreasonably withheld,
conditioned or delayed, provided that any assignee possesses all required skills, knowledge,
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expertise, experience, and financial capacity and creditworthiness necessary to perform
Provider’s obligations under this Agreement, and assumes in writing the obligations of Provider
under this Agreement. Provider shall provide District with no less than sixty (60) Days’ notice of
the request to transfer ownership of the Project. Notice shall identify the party purchasing the
Project and provide sufficient detail of the proposed owner for District to evaluate the new
owner. Notice shall include, but not be limited to, the following details of the proposed owner:
Experience with PPA’s and current portfolio; Past two years of financials; Proof of insurance,
meeting District’s requirements and naming the District; Confirmation of operations and
maintenance provider and outline of operations and maintenance program if different from
existing; Details and example of annual report and invoicing; and Confirmation that all terms
under this Agreement and any related documents and agreements will be performed. Further,
Provider shall sign an agreement with Borrego Solar Systems, Inc. (or an affiliate thereof) to
perform the operation and maintenance work on the Solar Facility throughout the Initial Term.
Notwithstanding the foregoing, Provider may, without the prior written consent of District, (i)
assign, mortgage, pledge, grant security interests, sell or otherwise encumber its interests in this
Agreement to any Secured Party in connection with any financing for the ownership, acquisition,
construction, operation or use of the Solar Facility as set forth in subsection B, or (ii) assign this
Agreement to an affiliate of Provider which is controlled by Provider or under common control
with Provider. This Agreement shall be binding on and inure to the benefit of the successors and
permitted assignees.

B. Collateral Assignment by Provider for Financing Purposes. In the event Provider
assigns its rights under this Agreement as security in connection with any financing transaction
entered into by Provider, Provider may mortgage or grant a security interest in this Agreement
and the Solar Facility, and may collaterally assign, pledge or sell this Agreement and the Solar
Facility to any mortgagees or holders of security interests, including their successors or assigns
(hereinafter collectively referred to as “Secured Parties”), provided that any such collateral
assignment of this Agreement by Provider shall not release Provider from its obligations or
liabilities under this Agreement. In order to facilitate such an assignment, sale, conveyance, or
financing with respect to a Secured Party, District agrees to not unreasonably withhold, condition
or delay its compliance with any reasonable request that District execute any consent, estoppel
agreement, any opinions of counsel as may be reasonably requested by Provider or Secured Party
or other documents related to such financing transaction as may reasonably be required by such
Secured Parties (provided that Provider will reimburse the District for the reasonable legal fees
and costs incurred by such assignment, sale, conveyance, or financing), and District further
agrees as follows:

(1) Consent to Collateral Assignment. District hereby consents to both of the sale of
the Solar Facility to a Secured Party and the collateral assignment to the Secured Party of the
Provider’s right, title and interest in and to this Agreement.

(2) Rights of Secured Party. Consistent with the terms of this Agreement:

(a) Step-In Rights. The Secured Party, as owner of the Solar Facility, or as
collateral assignee of this Agreement, shall be entitled to exercise, in the place and stead
of Provider, any and all rights and remedies of Provider under this Agreement in
accordance with the terms of this Agreement. The Secured Party shall also be entitled to
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exercise all rights and remedies of owners or secured parties, respectively, generally with
respect to this Agreement and the Solar Facility;

(b)  Opportunity to Cure Default. The Secured Party shall have the right, but
not the obligation, to pay all sums due under this Agreement and to perform any
other act, duty or obligation required of Provider thereunder or cause to be cured any
default of Provider thereunder in the time and manner provided by the terms of this
Agreement. Nothing herein requires the Secured Party to cure any default of Provider
under this Agreement or to perform any act, duty or obligation of Provider under this
Agreement (unless the Secured Party has succeeded to Provider’s interests under this
Agreement), but District hereby gives it the option to do so;

(c) Exercise of Remedies. Upon the exercise of remedies, including any sale
of the Solar Facility by the Secured Party, whether by judicial proceeding or under any
power of sale contained therein, or any conveyance from Provider to the Secured Party
(or any assignee of the Secured Party as defined below) in lieu thereof, the Secured
Party shall give notice to District of the transfer or assignment of this Agreement.
Any such exercise of remedies shall not constitute a default under this Agreement;

(d)  Cure of Bankruptcy Rejection. Upon any rejection or other termination of
this Agreement pursuant to any process undertaken with respect to Provider under the
United States Bankruptcy Code, at the request of Secured Party made within ninety (90)
days of such termination or rejection, District shall enter into a new agreement with
Secured Party or its assignee having substantially the same terms and conditions as this
Agreement.

3) Right to Cure.

(a) Cure Period. District will not exercise any right to terminate or suspend
this Agreement unless it shall have given the Secured Party prior written notice of its
intent to terminate or suspend this Agreement, as required by this Agreement, specifying
the condition giving rise to such right, and the Secured Party shall not have caused to be
cured the condition giving rise to the right of termination or suspension within thirty (30)
days after such notice or (if longer) the periods provided for in this Agreement; provided
that if such Provider default reasonably cannot be cured by the Secured Party within such
period and the Secured Party commences and continuously pursues cure of such default
within such period, such period for cure will be extended for a reasonable period of time
under the circumstances, such period not to exceed an additional ninety (90) days. The
Parties’ respective obligations will otherwise remain in effect during any cure period.

(b) Continuation of Agreement. If the Secured Party or its assignee (including
any purchaser or transferee), pursuant to an exercise of remedies by the Secured Party,
shall acquire title to or control of Provider’s assets and shall, within the time periods
described in Section 19(B)(3)(a) above, cure all defaults under this Agreement existing as
of the date of such change in title or control in the manner required by this Agreement
and which are capable of cure by a third person or entity, then such person or entity shall
no longer be in default under this Agreement, and this Agreement shall continue in full
force and effect.
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(4) Secured Party a Third-Party Beneficiary. District agrees and acknowledges that
Secured Party is a third-party beneficiary of the provisions of this Section 19(B).

C. Assignment by District. Except as otherwise provided in this Agreement, District
may assign its rights under this Agreement only upon the prior written consent of Provider,
which consent may not be unreasonably withheld, conditioned or delayed; provided that any
such assignee (a) is of equal or greater creditworthiness than District and (b) assumes in writing
the obligations of District under this Agreement. Notwithstanding the foregoing, District may
assign its rights under this Agreement without Provider’s consent to any Person succeeding to all
or substantially all of the assets of District of equal or greater creditworthiness than District, and
provided, further, that any such transferee or assignee assumes in writing the obligations of
District under this Agreement.

20.  Confidentiality; Publicity.

A. Confidential Information. Any financial, statistical, personal, technical and other
data and information relating to a Party’s operations which are made available to the other Party
in order to carry out this Agreement shall be reasonably protected by such other Party from
unauthorized use, except to the extent that disclosure thereof is required to comply with
applicable law, including but not limited to the California Public Records Act and the Brown
Act. The disclosing Party shall identify all confidential data and information at the time it is
provided. Confidentiality does not apply to information, which is known to a receiving Party
from other sources, which is otherwise publicly available or which is required to be disclosed
pursuant to an order or requirements of a regulatory body or a court.

B. Disclosure. Other than under the REC Reporting Rights and except as may be
required by applicable law, including but not limited to, the California Public Records Act, the
Brown Act, or as otherwise identified above, neither Party shall make any disclosure of any
designated confidential information related to this Agreement without the specific prior written
approval from the other of the content to be disclosed and the form in which it is disclosed,
except for such disclosures to the Parties’ financing sources, creditors, beneficiaries, partners,
members, officers, employees, agents, consultants, attorneys, accountants and exchange
facilitators as may be necessary to permit each Party to perform its obligations hereunder and as
required to comply with applicable laws or rules of any exchange upon which a Party’s shares
may be traded. Notwithstanding the foregoing, nothing contained herein shall be deemed to
restrict or prohibit District from complying with applicable law regarding disclosure of
information, including but not limited to the California Public Records Act and the Brown Act.

C. Publicity. The Parties share a common desire to generate favorable publicity
regarding the Solar Facility and their association with it. The Parties agree that they may, from
time to time, issue press releases regarding the Solar Facility and that they shall reasonably
cooperate with each other in connection with the issuance of such releases. Each Party agrees
that it shall not issue any press release regarding the Solar Facility without the prior written
approval from the other of the content to be disclosed and the form in which it is disclosed, and
each Party agrees not to unduly withhold, condition or delay any such approval. In addition, the
Parties hereby agree that (i) the District may publicize that it is serving as a “solar host” for the
Solar Facility; (i1) Provider may publicize that it is serving as the developer, owner and/or
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operator of the Solar Facility; and (iii) each Party may display photographs of the Solar Facility
and disclose the nameplate capacity rating of the as-built Solar Facility in its advertising and
promotional materials, provided that any such materials identify District as the solar host and
Provider as the owner, operator and developer, of the Solar Facility and all information shall be
consistent with this Agreement. Without limitation of the foregoing, Provider agrees to share
with District, in digital format, any photographs and other schematics taken by Provider of the
Sites and the Solar Facility, and further agrees that District may use such photographs and other
schematics for the purpose of marketing and promoting District’s operations.

21.  Legal Effect and Status of Agreement.

A. District Not Operator. Neither District nor any Party related to District shall have
the right or be deemed to operate the Solar Facility for purposes of Section 7701(e)(4)(A)(i) of
the Internal Revenue Code.

B. Burdens/Benefits of Solar Facility Ownership. Notwithstanding any provision to
the contrary under this Agreement, neither District nor any Party related to District shall (a) bear
or be deemed to bear any significant financial burden if there is nonperformance by Provider
under this Agreement, as the phrase “any significant financial burden if there is nonperformance”
is used in Section 7701(e)(4)(A)(ii) of the Internal Revenue Code; or (b) be deemed to receive
any significant financial benefit if the operating costs of the Solar Facility are less than the
standard of performance and/or operation set forth in this Agreement, as the phrase “significant
financial benefit if the operating costs of such facility are less than the standards of performance
or operation” is used in Section 7701(e)(4)(A)(iii) of the Internal Revenue Code.

C. No Capital Lease; Forward Contract. The Parties acknowledge and agree that for
accounting or tax purposes, this Agreement is not and shall not be construed as a capital lease
and, pursuant to Section 7701(e)(3) of the Internal Revenue Code, this Agreement is and shall be
treated by each Party as a service contract for the sale to the District of electric energy produced
at an alternative energy Solar Facility. Each of the Parties agrees that it will not dispute that (i)
the transaction contemplated by this Agreement constitutes a “forward contract” within the
meaning of the United States Bankruptcy Code and (ii) each Party is a “forward contract
merchant” within the meaning of the United States Bankruptcy Code.

22. Miscellaneous.

A. Amendments. This Agreement may be amended only in a writing signed by both
Provider and District or their respective successors in interest.

B. Notices. Any notice required or permitted to be given in writing under this
Agreement shall be mailed by certified mail, postage prepaid, return receipt requested, or sent by
overnight courier service, or personally delivered to a representative of the receiving Party, or
sent by facsimile or email (provided an identical notice is also sent simultaneously by mail,
overnight courier, or personal delivery as otherwise provided in this Section). All such
communications shall be mailed, sent or delivered, addressed to the Party for whom it is
intended, at its address set forth below. A Party may change its address by providing written
notice to the other Party in accordance with this Section.
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If to District: If to Provider:

El Dorado Irrigation District Deer Creek Solar 1, LLC

Attention: BRIAN MUELLER Attention: General Counsel

2890 Mosquito Road, 1814 Franklin Street, Suite 700
Placerville, California, 95667 Oakland, CA 94612

Phone: Phone:

Facsimile:

Email: bmueller@eid.org Email:legalnotices@borregosolar.com
C. Non-Waiver. The failure, delay or forbearance by either Party to exercise any of

its rights or remedies under this Agreement or to provide written notice of any default to a
defaulting Party, will not constitute a waiver of such rights or remedies. No Party will be
deemed to have waived any right or remedy unless it has made such waiver specifically in
writing. The waiver by either Party of any default or breach of any term, condition or provision
herein contained shall not be deemed to be a waiver of any subsequent breach of the same term,
condition or provision, or any other term, condition or provision contained herein.

D. No Set-Off. Except as otherwise set forth herein, each Party hereby waives all
rights to set-offs of amounts due hereunder. The Parties agree that all amounts due hereunder are
independent obligations and shall be made without set-off for other amounts due or owed
hereunder.

E. Intellectual Property. Nothing in this Agreement shall be construed to convey to
District a license or other right to trademarks, copyrights, technology or other intellectual
property of Provider.

F. Severability. Should any provision of this Agreement for any reason be declared
invalid or unenforceable by final and non-appealable order of any court or regulatory body
having jurisdiction, such decision shall not affect the validity of the remaining portions, and the
remaining portions shall remain in full force and effect as if this Agreement had been executed
without the invalid portion.

G. Survival. Any provision of this Agreement that expressly or by implication comes
into or remains in full force following the termination or expiration of this Agreement shall
survive the termination or expiration of this Agreement.

H. Headings. The headings in this Agreement are solely for convenience and ease of
reference and shall have no effect in interpreting the meaning of any provision of this
Agreement.

L Choice of Law. This Agreement shall be construed in accordance with the laws of
the State of California (without regard to its conflict of laws principles). The venue for any
dispute arising out of or relating to this Agreement shall be in the California County in which the
Solar Facility is located.
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J. Binding Effect. This Agreement and its rights, privileges, duties and obligations
shall inure to the benefit of and be binding upon each of the Parties hereto, together with their
respective successors and permitted assigns.

K. No Partnership. This Agreement is not intended, and shall not be construed, to
create any association, joint venture, agency relationship or partnership between the Parties or to
impose any such obligation or liability upon either Party. Neither Party shall have any right,
power or authority to enter into any agreement or undertaking for, or act as or be an agent or
representative of, or otherwise bind, the other Party.

L. No Third-Party Beneficiaries. This Agreement is solely for the benefit of the
Parties hereto and no right or cause of action shall accrue by reason hereof for the benefit of any
third party not a party hereto, other than the Indemnitees and any Secured Parties.

M. Counterparts. This Agreement may be executed in counterparts, which shall
together constitute one and the same agreement. Electronic, facsimile or copies of signature
pages shall have the same force and effect as originals.

N. Further Assurances. Upon the receipt of a written request from a Party, each Party
shall execute such additional documents, instruments, estoppels and assurances, and take such
additional actions, as are reasonably necessary and desirable to carry out the terms and intent
hereof, including but not limited to an Interconnection Agreement. Neither Party shall
unreasonably withhold, condition or delay its compliance with any reasonable request made
pursuant to this Section.

O. Entire Agreement. This instrument and the documents referenced herein represent
the full and complete agreement between the Parties hereto with respect to the subject matter
contained herein and supersedes all prior written or oral agreements between said Parties with
respect to said subject matter.

IN WITNESS WHEREQF, the Parties have executed this Agreement on the Effective Date.

DISTRICT:
El Dorado Irrigation District

BY:
BRIAN MUELLER, P.E. DIRECTOR OF ENGINEERING

APPROVED AS TO FORM:

OFFICE OF THE GENERAL COUNSEL
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THIS AGREEMENT SHALL NOT BE VALID OR EFFECTIVE FOR ANY PURPOSE
UNLESS AND UNTIL SIGNED BY THE DISTRICT'S OFFICE OF THE GENERAL
COUNSEL.

PROVIDER:
DEER CREEK SOLAR 1, LLC

By 1115 SOLAR DEVELOPMENT, LLC
Its sole member and manager

By:
Name:
Title:
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10.

11.

12.

Exhibit A
Definitions

“Annual Production Estimate” means, for the Solar Facility, the estimated energy production
for a Contract Year as set forth in Exhibit F.

“Applicable Law” means, with respect to any person, any law, statute, rule, regulation,
ordinance, treaty, order, decree, judgment, decision, holding, injunction, registration, license,
guideline, Governmental Approval, consent or requirement of any Governmental Authority
having jurisdiction over such person or its property, as any of the foregoing may be amended
from time-to-time, and any corresponding provisions of any successor to the foregoing, together
any rules or regulations promulgated under such successor.

“Assignment” means as defined in Section 19A.

“Authorities Having Jurisdiction” shall mean the governmental organization, office or
individual responsible for approving equipment, an installation or a procedure.

“Construction Conditions Precedent” shall have that meaning as set forth in Section 6(A) of the
Agreement.

“Construction Start Deadline” shall have that meaning as set forth in Section 6(B) of the
Agreement.

“Contract Year” means a period of twelve (12) consecutive months with the first Contract Year
commencing on the Commercial Operation Date and each subsequent Contract Year
commencing on the anniversary of the first day of the first month following the Commercial
Operation Date.

“Commercial Operation” means that (a) the Project is operating and able to produce and deliver
Energy to District pursuant to the terms of this Agreement; (b) Provider has received all local,
state and federal Permits and other approvals as may be required by Law for the construction,
operation and maintenance of the Project, including approvals, if any, required under the
California Environmental Quality Act for the Project and related interconnection facilities.

“Commercial Operation Date” means the date on which Provider achieves Commercial
Operation for the Project.

“Commercial Operation Deadline” shall have that meaning as set forth in Section 6(C) of this
Agreement.

“Days” shall mean calendar days, unless otherwise specified.
“Delivery Point” means the energy delivery point within the Site’s electrical system on District's

side of the Site’s Distribution Utility meter, as designated in the applicable Distribution Utility
Interconnection Agreement.

29



13.

14.

15.

16.

17.

18.

19.

20.

“Distribution Utility” shall mean Pacific Gas and Electric.

“Distribution Utility Upgrades” shall means all applicable costs imposed by Distribution Ultility,
including upgrades, fees, and other costs, in connection with and provided for in the
Interconnection Agreement and in order for the Solar Facility to interconnect to the Distribution
Utility system.

“Energy”” means electrical energy measured in kWh.

“Energy Shortfall Amount” means an amount equal to the product of: (i) the Output Guarantee
Rate, multiplied by (ii) the difference between the delivered Output for such Measurement
Period and the Output Guarantee for such Measurement Period.

“Environmental Financial Incentives” means each of the following financial rebates and
incentives that is in effect as of the Effective Date: (1) investment tax credits associated with the
development, construction, ownership or operation of the Solar Facility, accelerated
depreciation, and other financial incentives in the form of credits, reductions or allowances
associated with the Solar Facility that may be applied to reduce any state or federal income
taxation obligation, (2) the right to claim federal income tax credits under Section48 of the
Internal Revenue Code and depreciation benefits under Section 26 of the Internal Revenue
Code, or any state tax law or income tax deductions with respect to the Solar Facility under the
Internal Revenue Code or any state tax law. Environmental Financial Incentives do not include
Green Attributes.

“Expiration Date” means the last day of the month that follows the twenty fifth (25th) annual
anniversary of the Commercial Operation Date.

“Force Majeure” shall mean any event or circumstances beyond the reasonable control of and
without the fault or negligence of the Party claiming Force Majeure. It shall include, without
limitation, failure or interruption of the construction of the Solar Facility, production, delivery
or acceptance of electricity due to: an act of god; war (declared or undeclared); sabotage; riot;
insurrection; civil unrest or disturbance; military or guerilla action; terrorism; economic
sanction or embargo; civil strike, work stoppage, slow-down, or lock-out; explosion; fire;
earthquake; abnormal weather condition or actions of the elements; hurricane; flood; lightning;
wind; drought; the binding order of any governmental authority (provided that such order has
been resisted in good faith by all reasonable legal means); the failure to act on the part of any
governmental authority (provided that such action has been timely requested and diligently
pursued); unavailability of electricity from the utility grid, equipment, supplies or products (but
not to the extent that any such unavailability of any of the foregoing results from the failure of
the Party claiming Force Majeure to have exercised reasonable diligence); and failure of
equipment not utilized by or under the control of the Party claiming Force Majeure

“Governmental Authority” shall mean the government of the United States of America, any
other nation or any political subdivision thereof, whether state or local, and any agency,
authority, instrumentality, regulatory body, court, central bank or other entity exercising
executive, legislative, judicial, taxing, regulatory or administrative powers or functions of or
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21.

22.

23.

24.

25.

26.

27.

28.

29.

30.

31

32.

pertaining to government (including any supra-national body exercising such powers or
functions, such as the European Union or the European Central Bank).

“Governmental Approvals” shall mean any notices to, reports or other filings to be made with,
or any Consents, registrations, permits or authorizations to be obtained from, any Governmental
Authority.

“Green Attributes” shall mean any and all credits, benefits, emissions reductions, offsets and
allowances, howsoever entitled, attributable to the generation of Output from the Solar Facility,
and its displacement of conventional energy generation, that is in effect as of the Effective Date
or may come into effect in the future. Green Attributes include but are not limited to Renewable
Energy Certificates, as well as: (1) any avoided emissions of pollutants to the air, soil or water
such as sulfur oxides (SOx), nitrogen oxides (NOx), carbon monoxide (CO) and other
pollutants; (2) any avoided emissions of carbon dioxide (CO2), methane (CH4), nitrous oxide,
hydrofluorocarbons, perfluorocarbons, sulfur hexafluoride and other greenhouse gases (GHGs)
that have been determined by the United Nations Intergovernmental Panel on Climate Change,
or otherwise by law, to contribute to the actual or potential threat of altering the Earth’s climate
by trapping heat in the atmosphere; and (3) the reporting rights to these avoided emissions, such
as REC Reporting Rights. Green Attributes do not include Environmental Financial Incentives

“Insolation” means the amount of solar radiation reaching a given area as measured in kWh /
m2.

“Insolation Data” shall mean the actual Insolation at the Site in kWh/m2 over a Contract Year as
measured and reported by a mutually agreed upon satellite insolation data provider.

“Interconnection Agreement” means an agreement entered into by and between District and the
Distribution Utility which agreement shall provide for (i) the Solar Facility to be interconnected
with the Distribution Utility’s electricity distribution system, (ii) for energy to flow from the
Solar Facility to such system and (iii) for energy to flow from such system to the Project Site, as
applicable, under the provisions of all applicable Distribution Utility’s tariffs.

“Internal Revenue Code” shall mean the Internal Revenue Code of 1986, as amended.

“kWac” means kilowatt alternating current.
“kWdc” means kilowatt direct current.
“kWhac” means kilowatt-hour alternating current.

“Notice to Proceed” means as defined in Section 6B.

“QOutage” means as defined in Section 4E.

“Output” means: the total quantity of all actual electrical power generated by the Solar Facility
as measured by a Meter at the Delivery Point measured in kWhac. Output does not include the
Green Attributes, Environmental Financial Incentives, RECs or REC Reporting Rights.
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33.

34.

35.

36.

37.

38.

39.

40.

41.

42.

43.

44,

45.

“Qutput Guarantee Rate” means as defined in Exhibit F.

“Parallel Energy Services” means to remain interconnected to and receive grid services from the
Distribution Utility.

“Permits” means all government permits and approvals, regulatory or otherwise required for the
construction, installation, completion and operation of the Solar Facility.

“Person” means any individual, corporation, partnership, joint venture, association, joint stock
company, trust, trustee, estate, limited liability company, unincorporated organization, real
estate investment trust, government or any agency or political subdivision thereof, or any other
form of entity.

“Power Price” shall mean the per kWhac rate(s) as set forth on Exhibit B
“Project” shall have that meaning as set forth in the Recitals of this Agreement.

“RECs” or “Renewable Energy Certificates” means renewable energy certificates related to and
representing Green Attributes (also known as green tags, renewable energy credits, or tradable
renewable certificates), which are tradable environmental commodities in the United States and
represent 1 megawatt-hour (MWh) of electricity generated from an eligible renewable energy
resource. These certificates can be sold and traded and the owner of the REC can claim to have
purchased renewable energy.

“REC Reporting Rights” shall mean the right of a REC purchaser to report the ownership of
accumulated RECs in compliance with federal or state law, if applicable, and to a federal or
state agency or any other Party at the REC purchaser’s discretion, and include without limitation
those REC Reporting Rights accruing under Section 1605(b) of the Energy Policy Act of 1992
and any present or future federal, state, or local law, regulation or bill, and international or
foreign emissions trading program.

“Reference Model” shall mean the PVsyst model set forth in Exhibit F used to generate the
estimated performance of the Solar Facility.

“Site” means the portion of District’s real property on which a Solar Facility is to be located
pursuant to this Agreement. See Exhibit E for additional details.

“Solar Facility” means the solar photovoltaic generation plant, together with all necessary
inverters, ancillary plant and equipment with a target installation size expressed in kWdc and
kWac to be installed at the Site.

“Temperature Data” shall mean the actual ambient temperature measured at the Site in degrees
Celsius over a Contract Year.

“Termination Value” shall equal the product of (i) the capacity in Watts DC of the system at the
Site and (ii) the value per Watt due in a year or, at any point within such year, as set forth in
Exhibit C.
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46. “Threshold Insolation” shall mean 96.4% of the modeled annual global horizontal insolation per
the Reference Model and is equal to 1738.1 kWh/m2. For clarity, 96.4% represents the P90 or
1.28 standard deviations below the mean value of the annual global horizontal insolation that
makes up the Clean Power Research SolarAnywhere data set for the Site.

47. “Threshold Ambient Temperature” shall mean two (2) degrees Celsius above the mean annual
ambient temperature included in the Clean Power Research SolarAnywhere data set for the Site
as used in the Reference Model and is equal to 17.55°C.
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Exhibit B

Power Price Chart

Annual

?ontract Contract Power Price Prod-uction

Period, Months Year Estimate

(kWh)

1-12 1 $0.1057 /kWhac 1,190,000
13-24 2 $0.1057 /kWhac 1,184,050
25-36 3 $0.1057 /kWhac 1,178,130
37-48 4 $0.1057 /kWhac 1,172,239
49-60 5 $0.1057 /kWhac 1,166,378
61-72 6 $0.1057 /kWhac 1,160,546
73-84 7 $0.1057 /kWhac 1,154,743
85-96 8 $0.1057 /kWhac 1,148,970
97-108 9 $0.1057 /kWhac 1,143,225
109-120 10 $0.1057 /kWhac 1,137,509
121-132 11 $0.1057 /kWhac 1,131,821
133-144 12 $0.1057 /kWhac 1,126,162
145-156 13 $0.1057 /kWhac 1,120,531
157-168 14 $0.1057 /kWhac 1,114,928
169-180 15 $0.1057 /kWhac 1,109,354
181-192 16 $0.1057 /kWhac 1,103,807
193-204 17 $0.1057 /kWhac 1,098,288
205-216 18 $0.1057 /kWhac 1,092,797
217-228 19 $0.1057 /kWhac 1,087,333
229-240 20 $0.1057 /kWhac 1,081,896
241-252 21 $0.1057 /kWhac 1,076,486
253-264 22 $0.1057 /kWhac 1,071,104
265-276 23 $0.1057 /kWhac 1,065,749
277-288 24 $0.1057 /kWhac 1,060,420
289-300 25 $0.1057 /kWhac 1,055,118
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Exhibit C

Termination Values

Contract Period,

Contract Year

Termination Value

Months per Watt

1-12 1 $3.13
13-24 2 $2.93
25-36 3 $2.73
37-48 4 $2.53
49-60 5 $2.33
61-72 6 $2.13
73-84 7 $1.88
85-96 8 $1.81
97-108 9 $1.74
109-120 10 $1.67
121-132 11 $1.59
133-144 12 $1.52
145-156 13 $1.44
157-168 14 $1.36
169-180 15 $1.28
181-192 16 $1.19
193-204 17 $1.11
205-216 18 $1.02
217-228 19 $0.93
229-240 20 $0.84
241-252 21 $0.75
253-264 22 $0.65
265-276 23 $0.56
277-288 24 $0.47
289-300 25 $0.37
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Exhibit D

Purchase Option Price

Purchase Option Price:

End of Contract Year 6: $976,500
End of Contract Year 10: $852,600
End of Contract Year 15: $675,150
End of Contract Year 20: $468,081
End of Contract Year 25: $294,444

30




Exhibit E

Description of Solar Facility

A 744.8 kW DC, 679.7 kW AC Fixed Tilt Ground Mounted Solar PV System located at 1565
Deer Creek Road, Shingle Springs CA, 95682 and as detailed in the attached Exhibit G



Exhibit E-1

License Agreement



License Agreement

This License Agreement (this “Agreement’), dated as of , 2019 (the “Effective
Date™), is by and between , a Delaware limited liability company
(“Licensee”), and El Dorado Irrigation District (“Licensor”). Capitalized terms not otherwise defined
herein shall have the definitions attributed to them in that certain Solar Power Purchase Agreement, dated
2019, between Licensee and Licensor (the “PPA”). Licensor and Licensee are
sometimes referred to individually as a “Party” and collectively as the “Parties”.

WITNESSETH

WHEREAS, Licensor owns or licenses the real property as identified in Exhibit A attached
hereto (the “Property”);

WHEREAS, Licensor wishes to license to Licensee a portion of the Property more particularly
described in Exhibit B (the “Premises’) for the purpose of constructing, installing, owning, operating and
maintaining a solar photovoltaic system (the “System”) as more particularly described in the PPA and
grant to Licensee general access rights over the Property for the purpose of accessing the Premises and
transmitting the electricity; and

WHEREAS, Licensee desires that Licensor grant a license to the Premises to Licensee as set forth
herein.

NOW, THEREFORE, for good and valuable consideration, the receipt and sufficiency of which
are hereby acknowledged, and together with the PPA and the mutual covenants and agreements herein
contained, and intending to be legally bound hereby, Licensee and Licensor hereby agree as follows:

1. License. Licensor hereby grants a license to Licensee and Licensee hereby accepts the
license from Licensor, in the Premises, in accordance with the terms and conditions hereinafter set forth,
for the purpose of Licensee constructing, installing, owning, operating, and maintaining the System (the
“License”).

2. Access Rights. Licensor hereby grants to Licensee the right of access on, over and
through the Property as necessary or convenient to gain access to the Premises and the System. In the
event that a utility provider requires an easement in connection with Licensee’s use of the Premises,
Licensor shall grant such necessary easement to the utility provider, provided that such easement is in a
commercially reasonable and recordable form.

3. Intentionally omitted.
4. System Construction, Installation, Operation, and Ownership.
(a) Consistent with the PPA, Licensor hereby consents to the design, construction,

installation, operation, maintenance, repair, and periodic alteration, replacement, and removal of the
System on the Premises, including, without limitation, solar panels, mounting substrates or supports,
wiring and connections, power inverters, service equipment, metering equipment and utility
interconnections.

(b) Licensor acknowledges and agrees that Licensee is the exclusive owner and
operator of the System and that all equipment comprising the System shall remain the personal property
of the Licensee and shall not become fixtures, notwithstanding the manner in which the System is or may
be affixed to any real property of Licensor. Licensor shall have no right, title or interest in the System or



any component thereof, notwithstanding that the System may be physically mounted or adhered to the
Premises. Licensor consents to the filing by Licensee, on behalf of Licensor, of a disclaimer of the
System as a fixture of the Property in the office where real estate records are customarily filed in the
jurisdiction of the Property. Throughout the Term, Licensor covenants that Licensee shall enjoy quiet
and peaceful use, enjoyment and possession of the rights granted under this Agreement.

5. Representations and Warranties, Covenants of Licensor.
(a) Licensor represents and warrants that Licensor has lawful title to the Property.
(b) Licensor represents and warrants that Licensor (i) has been duly authorized to

enter into this Agreement by all necessary action, and (ii) subject to the approval of the fee owner, if any,
will not be in default under any agreement to which it is a party as a result of entering into this
Agreement.

(©) Licensor represents and warrants that to its knowledge there are no Hazardous
Substances present on, in or under the Property or Premises in violation of any applicable law. For
purposes of this Agreement, “Hazardous Substances” means and includes, without limitation any
substance, chemical, material or waste: (i) the presence of which causes a nuisance or trespass of any kind
under any applicable present or future federal, state or local law, whether under common law, statute,
rule, regulation, or otherwise, requirements under permits or other authorizations issued with respect
thereto, and other orders, decrees, judgments, directives or other requirements of any governmental
authority relating to or imposing liability or standards of conduct, disclosure or notification with regard to
the protection of human health, the environment, ecological conditions or hazardous materials
(“Environmental Law”); (ii) which is regulated by any governmental authority; (iii) is likely to create
liability under any Environmental Law because of its toxic, flammable, corrosive, reactive, carcinogenic,
mutagenic, infectious, radioactive, or other hazardous property or because of its effect on the
environment, natural resources or human health and safety, including but not limited to, flammables and
explosives, gasoline, petroleum and petroleum products, asbestos containing materials, polychlorinated
biphenyls, lead and lead-based paint, radon, radioactive materials, microbial matter, biological toxins,
mycotoxins, mold or mold spores or any hazardous or toxic material, substance or waste which is defined
by those or similar terms or is regulated as such by any governmental authority; or (iv) which is
designated, classified, or regulated as being a hazardous or toxic substance, material, pollutant, waste (or
a similar such designation) under any federal, state or local law, regulation or ordinance, including under
any Environmental Law.

(©) Licensor represents, warrants and covenants that it shall not permit any lien,
claim, right or other encumbrance to attach to the System and agrees to discharge any lien, claim,
encumbrance or interest that attaches to the System (other than liens, claims, encumbrances or interest
placed on the System by Licensee or Licensee’s creditors).

6. Term. The term of this Agreement shall commence on the Effective Date and terminate
on the date that is the last day of the month that follows the twenty-fifth (25th) anniversary of the
Commercial Operation Date, as defined in the PPA (the “Term”); provided that any renewal of the PPA
pursuant to Section 2 of the PPA shall extend the Term until the expiration of the final Renewal Term, as
defined in Section 2 of the PPA. Upon extension of the Agreement pursuant to this Section 6, the
Agreement shall terminate upon the earlier of the expiration of the PPA and the date that is thirty-five
(35) years after the Effective Date of this Agreement. After termination of this Agreement, Licensor
grants Licensee a license to enter the Premises for sixty (60) days to remove the System. Notwithstanding



the foregoing, if the PPA has terminated for any reason, this Agreement shall terminate on the date on
which the PPA terminates. Under no circumstances shall the Term exceed an aggregate of 35 years.

7. Cooperation. Licensor shall cooperate with Licensee’s requests to assist Licensee in
obtaining any necessary agreements, permits, approvals, including any zoning, land use, environmental,
building and other permits required to construct, install, operate and maintain the System and any
Licenses and approvals from the utility necessary in order to interconnect the System to the electrical
system and/or the utility’s electric distribution system. Licensor shall obtain a non-disturbance agreement
(“NDA”) in favor of Licensee from any third party who now has or may in the future obtain an interest in
the Property or Premises, including, without limitation, lenders to Licensor, in a form reasonably
acceptable to Licensee.

8. Maintenance. In the case of ground mount Systems, Licensee shall, at all times at
Licensee’s sole cost and expense, maintain that portion of the Premises where the solar panels are located,
in a manner sufficient to operate the System. All maintenance and repairs shall be carried out in a manner
that minimizes the impact on the System.

9. Hazardous Substances. Neither Party shall introduce or use any Hazardous Substances
on, in or under the Premises or Property in violation of any applicable law. If a Party becomes aware of
any Hazardous Substances on, in, or under the Premises or Property, it shall promptly notify the other
Party of the type and location of such Hazardous Substances in writing. Each Party agrees to indemnify,
defend and hold harmless the other Party and its Affiliates and their employees and agents from and
against any and all administrative and judicial actions and rulings, claims, causes of action, demands and
liability, including, but not limited to, damages, costs, expenses, assessments, penalties, fines, losses,
judgments, and reasonable attorney fees that any Party may suffer or incur due to the existence of any
Hazardous Substances on the Property or the migration of any Hazardous Substance to other properties or
the release of any Hazardous Substance into the environment (“Environmental Claims”), that relate to or
arise from such Party’s activities on the Property or Premises, except to the extent directly attributable to
the negligent acts or omissions or willful misconduct of the other Party. Licensor shall further indemnify,
defend and hold harmless Licensee and its Affiliates and their employees and agents from and against any
and all Environmental Claims due to the presence of any Hazardous Substances in, on or under the
Premises as of the Effective Date. The indemnifications in this Section 9 specifically include, without
limitation, costs incurred in connection with any investigation of site conditions or any cleanup, remedial,
removal or restoration work required by any governmental authority. Licensor shall be responsible for,
and shall promptly conduct any investigation and remediation as required by any applicable
Environmental Law or other law relating to, all spills or other releases of any Hazardous Substances to the
extent not caused by Licensee, that have occurred or which may occur on the Property. This Section 9
shall survive the termination or expiration of this Agreement.

10. Events of Default, Remedies.

(a) The following events shall be defaults with respect to Licensor (each, a
“Licensor Event of Default”):

1) Licensor breaches any material term of this Agreement if (A) such
breach can be cured within thirty (30) days after Licensee’s written notice of such breach and Licensor
fails to so cure, or (B) Licensor otherwise fails to commence within such thirty (30) day period and
diligently pursue and complete within ninety (90) days said cure, if a longer cure period is needed; and



(i1) Licensor fails to pay Licensee any undisputed amount due Licensee
under this Agreement within thirty (30) days from receipt of written notice from Licensee of such past
due amount; and

(iii) A condemning authority takes all, or a portion, of the Premises which in
Licensee’s opinion is sufficient to render the Premises unsuitable for Licensee’s use.

If a Licensor Event of Default has occurred and is continuing, in addition to other remedies that may be
expressly provided herein, Licensee may terminate this Agreement, and pursue any and all remedies
provided to Licensee under the PPA.

(b) The following events shall be defaults with respect to Licensee (each, a
“Licensee Event of Default”):

(1) Licensee breaches any material term of this Agreement if (A) such
breach can be cured within thirty (30) days after Licensee’s written notice of such breach and Licensor
fails to so cure, or (B) Licensor otherwise fails to commence within such thirty (30) day period and
diligently pursue and complete within ninety (90) days said cure, if a longer cure period is needed; and

(i1) Licensee fails to pay Licensor any undisputed amount due Licensor
under this Agreement within thirty (30) days from receipt of written notice from Licensor of such past
due amount.

If a Licensee Event of Default has occurred and is continuing, in addition to other remedies that may be
expressly provided herein, Licensor may terminate this Agreement, and pursue any and all remedies
provided to Licensor under the PPA.

11. Assignment. Neither Party shall have the right to assign any of its rights, duties or
obligations under this Agreement without the prior written consent of the other Party, which consent may
not be unreasonably withheld, conditioned or delayed; provided, however, that Licensee may, consistent
with the terms of the PPA, in its sole discretion and without the consent of Licensor assign any of its
rights, duties or obligations under this Agreement to (i) one or more of its Affiliates, (ii) to a Secured
Party, (iii) collaterally assign or pledge its interest hereunder in connection with any financing of the
System, or (iv) any person succeeding to all or substantially all of the assets of Licensee, (any of the
foregoing being a “Permitted Transfer”’). An assignment by either Party in accordance with this Section
11 shall, provided that assignee assumes the assignor’s obligations under this Agreement, relieve the
assignor of its obligations hereunder, except with respect to undisputed payments due by the assignor as
of the effective date of the assignment, which obligations shall be performed by assignor or assignee as a
condition precedent to such assignment. This Agreement shall be binding on and inure to the benefit of
the successors and permitted assigns.

12. Incorporation of PPA Terms. Licensor and Licensee acknowledge the terms of the PPA
Sections 3 (Removal of Solar Facilities), 5 (Construction, Operation & Maintenance), 7 (Ownership of
Solar Facility, Output, Green Attributes and Environmental Financial Incentives), 11(C) (Relocation),
Section 12 (Metering), 13(B) (Insolation), 14(E) (Limitation on Liability), 15 (Dispute Resolution), 16
(Taxes; Liens), 17 (Liability and Indemnity; Insurance), 19(B) (Collateral Assignment by Provider for
Financing Purposes), and 20 (Confidentiality; Publicity) are hereby incorporated by reference and are
made a part hereof as if set forth herein at length, Licensor being substituted for “District” under the PPA
and Licensee being substituted for “Provider” under the PPA and with respect to Section 19(B), this
Agreement being substituted for “this Agreement”.




13. Amendments. This Agreement may be amended only in writing signed by Licensee and
Licensor or their respective successors in interest or permitted assigns.

14. Notices. All notices and communications concerning this Agreement shall be in writing
and shall be delivered as provided in the PPA Section 22(B).

15. Waiver. The waiver by either Party of any breach of any term, condition, or provision
herein contained shall not be deemed to be a waiver of such term, condition, or provision, or any
subsequent breach of the same, or any other term, condition, or provision contained herein.

16. Headings. The headings in this Agreement are solely for convenience and ease of
reference and shall have no effect in interpreting the meaning of any provision of this Agreement.

17. Choice of Law. This Agreement shall be governed by and construed in accordance with
the domestic laws of the State of California without reference to any choice of law principles.

18. Binding Effect. This Agreement and its rights, privileges, duties and obligations shall
inure to the benefit of and be binding upon each of the Parties hereto, together with their respective
successors and permitted assigns.

19. Counterparts. This Agreement may be executed in counterparts, which shall together
constitute one and the same agreement. Facsimile or .pdf signatures shall have the same effect as original
signatures and each Party consents to the admission in evidence of a facsimile or photocopy of this
Agreement in any court or arbitration proceedings between the Parties.

20. Further Assurances. Upon the receipt of a written request from the other Party, each
Party shall execute such additional documents, instruments and assurances and take such additional
actions as are reasonably necessary to carry out the terms and intent hereof. Neither Party shall
unreasonably withhold, condition or delay its compliance with any reasonable request made pursuant to
this Agreement.

21. Waiver of Jury Trial. TO THE EXTENT PERMITTED BY LAW, EACH PARTY
HEREBY IRREVOCABLY WAIVES ITS RESPECTIVE RIGHTS TO A JURY TRIAL OF ANY
CLAIM OR CAUSE OF ACTION IN ANY COURT IN ANY JURISDICTION BASED UPON OR
ARISING OUT OF OR RELATING TO THIS AGREEMENT.

22. Compliance With Laws. Licensee shall not use the Premises or any part thereof or suffer
or permit Licensee’s agents or contractors to do anything in or about the Premises in conflict with any
applicable law, statute, zoning restriction, ordinance, or governmental law, code, rule or regulation
affecting (a) the condition, use or occupancy of the Premises or (b) the construction, installation,
ownership, operation or maintenance of the System. Licensee shall not commit any public or private
nuisance or any other act or practice which would materially disturb the quiet enjoyment of any occupant
of nearby properties.

23. Conlflicts. To the extent any conflicts exist between this Agreement and the PPA, the
terms of the PPA shall control.

24, Recording. Licensor hereby consents to the recording of a Memorandum of License, at
Licensee’s sole cost, in substantially the form of Exhibit C attached hereto.

[remainder of page intentionally left blank]
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IN WITNESS WHEREOF intending to be legally bound hereby, the Parties have executed this
Agreement as of the Effective Date.

LICENSOR:

El Dorado Irrigation District

By:
Name:
Title:

LICENSEE:

By:
Name:
Title:




EXHIBIT A

PROPERTY LEGAL DESCRIPTION



EXHIBIT B

PREMISES LEGAL DESCRIPTION



EXHIBIT C
FORM OF MEMORANDUM OF LICENSE

[See attached]



Recording Requested by and
after recording return to:

c/o Borrego Solar Systems, Inc.
1814 Franklin Street, Suite 700
Oakland, CA 96412

Attn: Legal Department

No transfer tax due. Term of License is less than 35 years.

MEMORANDUM OF LICENSE AGREEMENT

THIS MEMORANDUM OF LICENSE AGREEMENT (the “Memorandum”), is made as of

, 2019, by and between El Dorado Irrigation District, with a principal place of business

located at , California (“Licensor”) and , a

Delaware limited liability company with its principal place of business located at 1814 Franklin Street,
Suite 700, Oakland, California 94612 (“Licensee”).

RECITALS

A. Licensor is the owner of the real property located in [ ] County, California, more
particularly described in Exhibit A attached hereto (the “Property”).

B. Licensor and Licensee are parties to that certain License Agreement (the “License’)
dated as of , 2019 (the “Effective Date”). Pursuant to the License, Licensor has
licensed a portion of the Property (the “Premises”) to Licensee as more particularly described in Exhibit
B attached hereto.

AGREEMENT

1. Licensor licenses to Licensee, for the Term (as defined below), the Premises in
accordance with the terms and provisions of the License.

2. Licensor grants to Licensee for the Term, the right of access on, over, and through the
Property as necessary and convenient to gain access to the Premises and the System (as defined in the
License) in accordance with the terms and provisions of the License.

3. The term of the License (the “Term”) commenced on the Effective Date and terminates
on the date that is the last day of the month that follows the twenty-fifth anniversary of the Commercial
Operation Date, unless otherwise terminated by the Parties. The Term can be extended for up to two (2)
successive terms of five (5) years each, but in no event shall the Term exceed thirty-five (35) years.

4. All of the terms, covenants and conditions of the License are incorporated herein and
made a part hereof. The purpose of this Memorandum is to give notice of the existence of the rights
created by the License.

5. As set forth more fully in the License, (a) Licensor shall not interfere with the insolation
of solar energy over the System, and (b) the System shall remain the personal property of Licensee and

shall not attach to, or be deemed a part of, or fixture to, the Property.

6. This Memorandum shall be governed by the laws of the State of California.



7. The parties agree that this Memorandum may be executed in multiple counterparts
which, when signed by all parties, shall constitute a binding agreement.

[remainder of page intentionally left blank]



IN WITNESS WHEREOF, the parties have duly executed this Memorandum as of the date first above
written.

LICENSOR:
El Dorado Irrigation District
By:

Name:
Title:

LICENSEE:

By:

By:
Name:
Title:




A notary public or other officer completing this certificate verifies only the identity of the
individual who signed the document to which this certificate is attached, and not the truthfulness,
accuracy, or validity of that document.

State of

County of
On , before me , Notary
Public personally appeared

, who proved to me on the basis of
satisfactory evidence to be the person(s), whose name(s) is/are subscribed to the within instrument and
acknowledged to me that he/she/they executed the same in his/her/their authorized capacity(ies), and
that by his/her/their signature(s) on the instrument the person(s) or the entity upon behalf of which the
person(s) acted, executed the instrument.

I certify under PENALTY OF PERJURY under the laws of the State of that the
foregoing paragraph is true and correct.

WITNESS my hand and official seal.

Notary Public
(seal)

A notary public or other officer completing this certificate verifies only the identity of the
individual who signed the document to which this certificate is attached, and not the truthfulness,
accuracy, or validity of that document.

State of

County of
On , before me , Notary
Public personally appeared

, who proved to me on the basis of
satisfactory evidence to be the person(s), whose name(s) is/are subscribed to the within instrument and
acknowledged to me that he/she/they executed the same in his/her/their authorized capacity(ies), and
that by his/her/their signature(s) on the instrument the person(s) or the entity upon behalf of which the
person(s) acted, executed the instrument.

I certify under PENALTY OF PERJURY under the laws of the State of that the
foregoing paragraph is true and correct.

WITNESS my hand and official seal.

Notary Public
(seal)



EXHIBIT A

PROPERTY LEGAL DESCRIPTION



EXHIBIT B

PREMISES LEGAL DESCRIPTION



Exhibit F

Qutput Guarantee Rate

Measurement Period QOutput Guarantee Rate
Contract Years 1-4 $0.049
Contract Years 5-8 $0.068
Contract Years 9-12 $0.090
Contract Years 13-16 $0.114
Contract Years 16-20 $0.142
Contract Years 21-25 $0.177
Reference Model:

[ATTACHED BEHIND THIS COVER PAGE]




PVSYST V6.66

15/07/19

Page 1/6

Project :
Geographical Site

El Dorado irrigation

El Dorado Hills WWTP

Grid-Connected System: Simulation parameters

Country United States

Situation Latitude 38.64° N Longitude -121.06°W

Time defined as Legal Time Time zone UT-8 Altitude 169 m

Albedo 0.20
Meteo data: ElDoradoHills WWTP NREL NSRD : TMY3 - TMY
Simulation variant : Deer Creek WWTP 1 50% Design
Simulation date  15/07/19 11h13
Simulation parameters
Collector Plane Orientation Tit 25° Azimuth 49°
Models used Transposition Perez Diffuse Imported
Horizon Average Height 6.1°
Near Shadings According to strings Electrical effect 80 %
PV Array Characteristics
PV module Si-mono Model JAM72S01-380/PR BSS01
Custom parameters definition Manufacturer JA Solar
Number of PV modules In series 28 modules In parallel 70 strings
Total number of PV modules Nb. modules 1960 Unit Nom. Power 380 Wp
Array global power Nominal (STC) 745 kWp At operating cond. 676 kWp (50°C)
Array operating characteristics (50°C) Umpp 1010V Impp 670A
Total area Module area 3807 m? Cellarea 3473 m?
Inverter Model CPS SCA125KTL-DO/US-600 BSS01
Custom parameters definition Manufacturer Chint Power Systems
Characteristics Operating Voltage 870-1300 V Unit Nom. Power 125 kWac
Inverter pack Nb. of inverters 5 units Total Power 625 kWac
PV Array loss factors
Array Soiling Losses Jan. Feb. Mar. Apr. May June July Aug. Sep. Oct. Nov. Dec.
1.0% | 1.0% | 1.0% | 1.0% [ 26% | 16% | 46% | 1.6% | 47% | 1.0% | 1.0% [ 1.0%
Thermal Loss factor Uc (const) 25.0 W/m?K Uv (wind) 1.2 W/m?K/m/s
Wiring Ohmic Loss Global array res. 17 mOhm Loss Fraction 1.0 % at STC
LID - Light Induced Degradation Loss Fraction 1.1 %
Module Quality Loss Loss Fraction -0.3 %
Module Mismatch Losses Loss Fraction 1.0 % at MPP
Strings Mismatch loss Loss Fraction 0.10 %
Incidence effect (IAM): User defined IAM profile
0° 30° 50° 60° 70° 75° 80° 85° 90°
1.000 1.000 0.994 0.975 0.930 0.873 0.777 0.591 0.000

PVsyst Licensed to Borrego Solar (USA)




PVSYST V6.66
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Page 2/6

System loss factors

AC wire loss inverter to transfo Inverter voltage
Wires: 3x1200.0 mm?
External transformer Iron loss (24H connexion)

Resistive/Inductive losses

User's needs : Unlimited load (grid)

Grid-Connected System: Simulation parameters (continued)

600 Vac tri

631 m Loss Fraction 2.0 % at STC
1456 W Loss Fraction 0.2 % at STC
7.9 mOhm Loss Fraction 1.6 % at STC

PVsyst Licensed to Borrego Solar (USA)



PVSYST V6.66 15/07/19 | Page 3/6
Grid-Connected System: Horizon definition
Project : El Dorado irrigation
Simulation variant : Deer Creek WWTP 1 50% Design
Main system parameters System type Grid-Connected
Horizon Average Height 6.1°
Near Shadings According to strings Electrical effect 80 %
PV Field Orientation tit 25° azimuth 49°
PV modules Model JAM72S01-380/PR BSS01 Pnom 380 Wp
PV Array Nb. of modules 1960 Pnom total 745 kWp
Inverter CPS SCA125KTL-DO/US-600 BSS01 Pnom 125 kW ac
Inverter pack Nb. of units 5.0 Pnom total 625 kW ac
User's needs Unlimited load (grid)
Horizon Average Height 6.1° Diffuse Factor 0.98
Albedo Factor 100 % Albedo Fraction 0.80
Height [°] 6.0 6.0 7.0 7.0 8.0 9.0 9.0 100 | 100 | 11.0 | 120 | 120 | 11.0 [ 11.0
Azimuth [°]| -180 | -171 | -170 | -168 | -166 | -165 | -163 | -162 | -152 | -147 | -146 | -121 | -120 | -105
Height[°] | 10.0 9.0 9.0 8.0 8.0 7.0 7.0 6.0 6.0 5.0 5.0 4.0 4.0 5.0
Azimuth [°]| -78 =77 -73 -72 -63 -62 -58 -57 -49 -48 -42 -41 -31 -30
Height [°] 5.0 6.0 6.0 5.0 5.0 4.0 4.0 3.0 3.0 2.0 2.0 1.0 1.0 2.0
Azimuth [°][ -10 -9 38 39 49 50 54 55 63 64 65 66 77 92
Height [°] 3.0 3.0 4.0 4.0 3.0 2.0 2.0 3.0 3.0 4.0 5.0 5.0 6.0 6.0
Azimuth [°]] 93 97 98 115 147 148 149 150 162 167 168 170 171 180
Meteonorm horizon for, Lat. = 38.628°, Long. = -120.982°
% P‘Iane:‘ tilt 25", a‘zimth 49‘° ‘ ‘
1: 22 june i
2:22 may - 23 july
3: 20 apr - 23 aug |
4: 20 mar - 23 sep
75 12h 5:21feb-23 oct |
6: 19 jan - 22 nov
7: 22 december |
60
30
15
1 Behind
a 0 the plane
—\420 -90 -60 -30 0 30 60 90 120

Azimuth [°]]
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Grid-Connected System: Near shading definition
Project : El Dorado irrigation
Simulation variant : Deer Creek WWTP 1 50% Design
Main system parameters System type Grid-Connected
Horizon Average Height 6.1°
Near Shadings According to strings Electrical effect 80 %
PV Field Orientation tilt  25° azimuth 49°
PV modules Model JAM72S01-380/PR BSS01 Pnom 380 Wp
PV Array Nb. of modules 1960 Pnom total 745 kWp
Inverter CPS SCA125KTL-DO/US-600 BSS01 Pnom 125 kW ac
Inverter pack Nb. of units 5.0 Pnom total 625 kW ac
User's needs Unlimited load (grid)

Perspective of the PV-field and surrounding shading scene

Nojftte ] §7pnith East
e . )
West .,
South

Sun height [[°]]

Attenuation for diffuse: 0.040
and albedo: 0.704

Iso-shadings diagram

El Dorado irrigation

Beam shading factor (according to strings) : Iso-shadings curves
7

Behind
the plane

PVsyst Licensed to Borrego Solar (USA)




User's needs

Unlimited load (grid)
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Grid-Connected System: Main results

Project : El Dorado irrigation

Simulation variant : Deer Creek WWTP 1 50% Design

Main system parameters System type Grid-Connected

Horizon Average Height 6.1°

Near Shadings According to strings Electrical effect 80 %

PV Field Orientation tilt  25° azimuth 49°

PV modules Model JAM72S01-380/PR BSS01 Pnom 380 Wp

PV Array Nb. of modules 1960 Pnom total 745 kWp

Inverter CPS SCA125KTL-DO/US-600 BSS01 Pnom 125 kW ac

Inverter pack Nb. of units 5.0 Pnom total 625 kW ac

Main simulation results
System Production

Produced Energy

1190 MWhlyear Specific prod.

Performance Ratio PR  80.58 %

1598 kWh/kWplyear

10

Normalized productions (per installed kWp): Nominal power 745 kWp

T T T T T
Lc : Collection Loss (PV-array losses)
| Ls: System Loss (inverter, ...)

Normalized Energy [kWh/kWp/day]

T T
0.82 KWh/kWplday
0.23 KWh/kWp/day

Yf : Produced useful energy (inverter output) 4.38 kWh/kWp/day

Performance Ratio PR

[ PR : Performanct Ratio (Y1 / Yr) : '0.806 |

Performance Ratio PR

Deer Creek WWTP 1 50% Design
Balances and main results

GlobHor DiffHor T Amb Globinc GlobEff EArray E_Grid PR
kWh/m? kWh/m? °C kWh/m? kWh/m? MWh MWh
January 62.8 30.02 5.97 81.9 75.0 53.0 50.0 0.820
February 82.0 34.98 11.05 99.7 93.0 65.0 61.6 0.829
March 139.9 54.97 10.60 158.7 149.7 104.2 98.9 0.837
April 180.9 59.47 13.79 190.2 180.5 123.4 1171 0.827
May 224.0 68.36 16.63 2249 210.7 142.9 135.9 0.811
June 240.9 60.74 22.44 233.1 221.3 146.8 139.7 0.805
July 247.4 57.78 26.91 2434 2245 146.4 139.6 0.770
August 221.6 52.43 22.69 229.2 217.3 143.5 136.6 0.800
September 173.6 42.17 20.87 193.6 1771 1171 111.4 0.773
October 126.2 39.38 16.48 152.4 143.4 96.9 92.1 0.811
November 76.3 32.87 11.78 97.9 90.7 63.0 59.7 0.819
December 58.8 28.45 5.64 77.9 71.4 50.3 47.5 0.819
Year 1834.4 561.60 15.42 1982.9 1854.7 1252.7 1190.0 0.806
Legends: GlobHor Horizontal global irradiation GlobEff Effective Global, corr. for IAM and shadings
DiffHor Horizontal diffuse irradiation EArray Effective energy at the output of the array
T Amb Ambient Temperature E_Grid Energy injected into grid
Globinc Global incident in coll. plane PR Performance Ratio

PVsyst Licensed to Borrego Solar (USA)
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Grid-Connected System: Loss diagram

Project : El Dorado irrigation

Simulation variant : Deer Creek WWTP 1 50% Design

Main system parameters System type Grid-Connected

Horizon Average Height 6.1°

Near Shadings According to strings Electrical effect 80 %

PV Field Orientation tilt  25° azimuth 49°

PV modules Model JAM72S01-380/PR BSS01 Pnom 380 Wp

PV Array Nb. of modules 1960 Pnom total 745 kWp

Inverter CPS SCA125KTL-DO/US-600 BSS01 Pnom 125 kW ac

Inverter pack Nb. of units 5.0 Pnom total 625 kW ac

User's needs

Unlimited load (grid)

Loss diagram over the whole year

1834 kWh/m?

+8.1%

-1.0%
-2.1%
-1.4%
-2.1%

1855 kWh/m? * 3807 m? coll.

efficiency at STC = 19.58%

1382 MWh
0.0%

-5.8%
-1.1%
+0.3%
-1.1%

-1.1%

-0.7%
1255 MWh

1.9%
NS -0.2%
NS 0.0%
NS 0.0%
NS 0.0%
0.0%

k) 0.0%

1229 MWh

-1.2%
-2.0%

1190 MWh

Horizontal global irradiation
Global incident in coll. plane

Far Shadings / Horizon
Near Shadings: irradiance loss
IAM factor on global

Soiling loss factor

Effective irradiance on collectors

PV conversion

Array nominal energy (at STC effic.)
PV loss due to irradiance level

PV loss due to temperature

Shadings: Electrical Loss acc. to strings
Module quality loss

LID - Light induced degradation
Mismatch loss, modules and strings
Ohmic wiring loss

Array virtual energy at MPP

Inverter Loss during operation (efficiency)
Inverter Loss over nominal inv. power
Inverter Loss due to max. input current
Inverter Loss over nominal inv. voltage
Inverter Loss due to power threshold
Inverter Loss due to voltage threshold
Night consumption

Available Energy at Inverter Output

AC ohmic loss
External transfo loss

Energy injected into grid
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EXHIBIT G
GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

This EXHIBIT G is a summary of the Scope of Work and is not all inclusive of terms and conditions of the
Agreement.

Attachment A — Preliminary Drawings

Attachment B — Site Assessment Table

Attachment C — Preliminary Project Schedule

Attachment D — Construction Meeting Minutes Template

Attachment E — Change Form Template

Attachment F — Commissioning Schedule

Attachment G — Notice to Proceed for Pre-Construction Template
Attachment H — Notice to Proceed to Procurement & Construction Template
Attachment I- Manufacturers’ Warranties



1. PROJECT OVERVIEW

As set forth in detail below, Provider shall be responsible for supplying, at Provider’s sole cost, all expertise,
labor and materials necessary to construct, install and commission and operate the Solar Facilities, including
but not limited to: planning, permitting, designing, engineering, procuring, delivering, installing,
constructing, interconnecting, commissioning and operating as well as providing warranties and
maintenance. Access to the Project Sites of the Solar Facilities shall be subject to the terms of the License
and approval of the District.

Provider is generally responsible for the following activities: (a) project management including design,
engineering, submittals, construction, interconnection, commissioning and Distribution Utility sign off; (b)
procurement of all materials and equipment; (c) design and engineering including civil, structural,
electrical, seismic and wind loading requirements and fire protection requirements; (d) permitting and
environmental compliance with the current version of all applicable codes and standards; (e) Distribution
Utility interconnection requirements compliance; (f) site preparations including but not limited to grubbing,
clearing, grading, roads, dust control, drainage requirements, construction wastewater and storm water
disposal, removing excess debris, and all final site preparation; (g) meters, monitoring, Data Acquisition
System (“DAS”), and weather station; (h) production analysis and performance guarantee; (i) conformance
to manufacturers’ installation requirements and warranty terms; (j) acceptance testing, commissioning,
interconnection signoff and Permission to Operate (“PTO”) by the Distribution Utility; (k) construction
closeout including punch list, as-built drawings / documents package, PV module washing, and site cleanup;
(1) operation and maintenance for the term of the PPA; (m) Site security requirements; (n) safety plans and
measures per District approval. In addition to these general responsibilities, the Provider shall be
responsible for all additional requirements as set forth in the PPA and all Exhibits, including but not limited
to this Exhibit G — General Conditions and Technical Specifications.

Provider shall also be responsible for providing District with copies of Provider’s Operations and
Maintenance (“O&M”) manuals, testing reports, start-up procedures, warranties, guarantees, and
commissioning reports. Provider shall execute all of its obligations in a manner which reasonably minimizes
interference and inconvenience to the District. Provider shall regularly report status of Provider’s execution
of its obligations under this Agreement to the District.

2. GENERAL REQUIREMENTS

2.1 Project Management Provider shall own and operate the Project and is responsible for
overall safety on each Project Site. Provider shall conduct all project management activities required to
complete the Project, including coordination efforts with District’s representative, the Distribution Utility,
inspectors, permitting agencies, suppliers, sub-contractors, Provider’s office and field Project staff and any
other third parties that are involved in or impacted by the Project. The installation must be “turn-key”,
requiring a minimum level of supervision and project management by the District, including all materials,
equipment and labor, completed and commissioned per the specifications and general conditions contained
herein. All Distribution Utility related interconnection work, fees, and installations necessary to make the
Solar Facilities operational will be the sole responsibility of the Provider in accordance with any
requirements of the Distribution Utility.

2.2 District’s Project Objectives The District requires that the Provider perform each of the
following in accordance with the Agreement:

A. Ensure that construction activities and Project installation and operation are performed safely,
comply with all applicable law, and do not result in any adverse effect on District staff,
surrounding persons and property, existing facilities, local power quality, local data systems or
daily operations at any Project Site throughout the life cycle of the installation. Manage



construction and operation activities so that they minimally disrupt the operations at each
Project Site.

B. Create a definitive scope of work and project schedule for the project, and manage the entire
project including but not limited to contracts, design, engineering, permitting, approvals,
procurement, pre-construction, Distribution Utility interconnection, installation, testing,
commissioning, performance validation, and on-going maintenance and operation per the
scope of work and project schedule.

C. Design Solar Facilities to obtain maximum projected net savings and cash flow over the term
of the PPA using proven technology that complies with the terms and conditions of the PPA as
well as compliance to all relevant codes and regulations.

D. Implement Solar Facilities sized in compliance with the Distribution Utility’s applicable rate
structure for each Project Site and in compliance with all Distribution Utility requirements
applicable to the Project.

E. Meet Project and financial incentive submittals and completion deadlines. Effectively manage
the schedule and coordinate construction activities around District’s other construction projects
where applicable.

F. Ensure that all Project design and construction activities are coordinated with existing District
facility operations and / or construction activities and are in compliance with District’s work
rules, safety requirements, and specifications at all times.

2.3 Communication Protocol Throughout the entire Project timeline, the representative
selected by District will be Provider’s source of contact regarding any and all Project related issues. At no
time between the release date of the RFP and the Solar Facility commissioning date, shall Provider contact
District directly without the stated permission of District’s representative. Unless otherwise stated,
District’s representative will act as a liaison, facilitator and intermediary between Provider and District.

Unless otherwise stated in the Agreement Documents and subject to change by District, the Parties shall
meet bi-weekly during the design phase of the Project and weekly during the construction phase of the
Project to, among other things, review work performed to date and to be performed. At the request of the
District, Provider shall ensure that SCE attends meetings as required to provide updates. Provider shall
organize the meeting, prepare, and distribute meeting notes. Meeting minutes shall be based on the template
in Attachment D, and shall include a 3 week look-ahead schedule, RFI log, Change Order log and Submittal
Log with 2 week look-ahead priority list(s). Meeting notes shall be updated during the meeting and
distributed at the end of the meeting and District shall have five business days after District’s receipt of
such minutes to object to them in writing and provide corrections in writing. A quorum of meeting attendees
will be named at the first meeting. The named quorum shall be in attendance in all Project meetings. A
pre-construction meeting shall be held prior to any work being performed on the site with all required
parties.

2.4 Solar Facility Sizing It is the sole responsibility of the Provider to ensure that the sizing
of the total installed system capacity per Project Site (kW DC / kW AC) achieves the Annual Production
Estimate per Solar Facility. The total installed system capacity per Project Site shall not increase or
decrease the Annual Production Estimate without prior written approval of the District.

2.5 Incentives Unless specifically stated otherwise in other Agreement Documents, Provider
shall prepare and submit to all applicable agencies, on behalf of District, or assist District in doing so



directly, all applications, proof of progress submittals, and claim forms and documentation necessary for
any environmental or financial incentives and rebates; provided that District shall have the opportunity to
review, comment on, and approve all such applications and documentation prior to submission by Provider.
If District shall decide to prepare and submit such documents, Provider will coordinate and provide District
promptly upon District’s written request all documents reasonably necessary for District to do so, including
any application submitted by District to qualify the Project as a “Qualified Facility” under pertinent rules
and regulations of the Federal Energy Regulatory Commission or any other governmental authority.
Provider shall not charge any additional fee for its services. Unless stated otherwise in other Agreement
Documents, District shall pay for all fees required to file the applications.

2.6 Physical Site Investigation & Project Feasibility Assessment Provider shall read and
become knowledgeable with all documentation concerning the Project Sites included in the RFP package,
and visit the Project Sites to assess its conditions and logistics, including but not limited to all Distribution
Utility interconnection related requirements. Provider shall conduct feasibility and configuration
assessments, environmental assessments, and all other inspections of the Project Site(s) to determine that
the Project Sites can support the installation and interconnection of the Solar Facilities. Provider must visit
the Project Sites to ascertain site conditions, accuracy of provided drawings and feasibility of design.

The District makes no representations as to the accuracy of any information, drawings or data provided to
the Provider for the Project. It is the Provider’s responsibility to perform all necessary due diligence and
discovery to confirm existing site conditions and any modification required for the successful
implementation of this Project. Provider shall ensure the existing Project Sites’ electrical distribution
equipment including the main switchboard and Distribution Utility transformer will support the
interconnection of each Solar Facility.

Provider is responsible for the upgrades to the existing District electrical system required to accommodate
the System installation and interconnection and has included those upgrades in their scope, price and design
drawings. An amount has been included in the Power Price for all scope, associated costs, and design of
Distribution Utility Upgrades at each Site as follows:
Deer Creeck WWTP 1: $0.00

If the actual cost reasonably incurred by Provider for this scope of work exceeds the amount above by more
than five percent (5%) then Provider shall be entitled to a proportionate increase of the Power Price in an
amount of $0.0031/kWh per $50,000 increase in cost. If the actual cost reasonably incurred by Provider for
this scope of work is less than the amount allowed the District shall be entitled to a proportionate decrease
of the PPA rates in an amount of $0.0031/kWh per $50,000 decrease in cost.

Provider shall confirm that each Solar Facility is interconnected to the correct meter at each Project Site by
validating the meter and service account identification numbers (SAID) with the Distribution Utility.

The District operates under a number of environmental permits issued by various agencies. If due to an
action, inaction or negligence by the Provider the District becomes subject to non- compliance penalties,
the cost of such penalties shall be borne by the Provider.

Provider shall identify if any third party site assessments are required and be responsible for obtaining all
required studies at their sole cost and expense. Provider shall assume any and all costs and risks associated
with physical Project Site conditions and real estate constraints. Reports which may be required to be
obtained by Provider at the Provider’s sole cost include, but are not limited to:

e Structural Report
e Soils/Geotechnical Report



Environmental Study

Title Reports / ALTA Surveys
Topographic Surveys
Underground Utility Survey
Glint and Glare Study

Arc Flash Study

These reports must be obtained when requested by the District or any other Governmental Authority having
jurisdiction. Although the District may provide historical information regarding the Sites, the District makes
no representation as to the accuracy of the information about the Project Sites provided in the RFP package
or otherwise, including data, drawings and reports developed by third parties. Provider shall rely solely on
its own due diligence to discover and confirm existing conditions at the Project Sites. Provider shall report
any discovered and previously unknown site conditions of a substantial nature to the District as soon as
such conditions are discovered or revealed. If, despite Provider’s due diligence efforts in accordance with
prudent industry standards and the terms of the Agreement, Provider discovers unforeseen site conditions
that differ materially from the site information available to, or accumulated by, Provider prior to the
Construction Start Deadline, and if such unforeseen site conditions will substantively and materially affect
the cost and/or the schedule to construct the Solar Facility at such site, then District and Provider shall
promptly meet and confer to discuss such unforeseen site conditions and, if applicable, mutually agree upon
an equitable adjustment to the Power Price and/or to the construction schedule, as the case may be. For the
avoidance of doubt, Provider shall have the burden to demonstrate that such site conditions were, in fact,
unforeseen as set forth herein.

2.7 Permitting, Codes, Regulatory Compliance Provider shall obtain, oversee and adhere to
all required permissions for Project construction and operation by obtaining approvals from all
Governmental Authorities having jurisdiction over the Project, including, but not limited to: the permitting
agency, the Distribution Utility, incentive authorities, the California Energy Commission, fire safety,
California Occupational Safety and Health Administration (“OSHA”), right-of-way permits, easement
agreements and other codes and best practices. Specifically, the Provider shall obtain and submit all
documents to achieve and maintain permission to operate with all required Governmental Authorities. In
addition to stamped and approved plans, Provider shall provide the District installation compliance
confirmation letters from all authorities having jurisdiction within 5 days of receipt.

2.8 Procurement Provider shall procure all equipment and services required for Project
design, construction, commissioning, system monitoring, warranties and operation and maintenance and as
described in this Agreement and as shown in the District-approved final design engineering drawings,
specifications and data sheets. Any proposed changes or substitutions must be presented to the District in
standard submittal format with detailed explanations and instructions for review, comment and approval.
District approval of any of the submittals provided by Provider, including drawings, does not excuse the
Provider from their responsibility to meet all safety requirements, applicable codes and standards
requirements, requirements of all Governmental Authorities and the requirements of the Agreement
including this Exhibit G.

2.9 Construction Provider shall conduct all construction and construction management work
per the Project scope, schedule and per the requirements of this Agreement. Any proposed changes that
represent a deviation from scope or schedule must immediately be brought to the District’s attention for
review. All work must be performed and supervised by skilled workers trained and experienced in the
installation of photovoltaic solar systems in accordance with equipment manufacturers’ installation
requirements. Provider shall effectively manage the schedule and coordinate construction activities around
District’s other construction projects where applicable.



2.10 Commissioning Provider shall conduct all activities required for proper testing and
commissioning of the Solar Facilities and any related installations / systems. Commissioning will include
testing for all systems to ensure proper operations per the design standards and testing parameters and
required to verify that the system is functioning as expected within acceptable parameters and as designed
at a nameplate capacity and first year of operation production capacity adjusted for actual weather
conditions consistent with the requirements of the Agreement. Provider shall manage all necessary final
inspections with all Governmental Authorities having jurisdiction over the Project, the Distribution Utility,
District representatives, and any other required inspectors. Provider shall also be responsible for completing
the Commissioning Schedule template in Attachment F and submitting it to the District’s representative for
review and approval. Provider will notify District no less than five (5) days prior to the commencement of
testing and District and / or its representative will have the right to observe all such tests. As part of the
commissioning activities, Provider must confirm that no negative impacts are experienced by existing
facilities that connect or interface with the new installations and systems.

2.11  Distribution Utility Interconnection Provider is responsible for coordinating and
implementing all requirements related to the interconnection of the Solar Facilities with the Distribution
Utility, which shall include Distribution Utility provided and installed facilities and District provided and
installed facilities, at Provider’s sole cost and expense. Provider will coordinate with the Distribution Utility
and the District to meet all of the milestones for the Project required by any Interconnection Agreement.
Provider is responsible for compliance with all milestones, including payment milestones to the Distribution
Utility for design and installation services provided by the Distribution Utility. Provider shall be responsible
for obtaining written Permission to Operate for the Solar Facilities from the Distribution Utility, and
activate the system to begin generating power in compliance with this Agreement. In addition, Provider
shall be responsible for all on-going terms, obligations and costs described in the Interconnection
Agreement, and any other necessary permit signoffs from any Governmental Authorities having jurisdiction
over the Project, to operate the Solar Facility in parallel with the Distribution Utility grid. For the purposes
hereof, “Interconnection Agreement” means an agreement entered into by and between City and the
Distribution Utility which agreement shall provide for (i) each Solar Facility to be interconnected with the
Distribution Utility’s electricity distribution system, (ii) for energy to flow from each Solar Facility to such
system and (iii) for energy to flow from such system to the Project Sites, as applicable, under the provisions
of the Distribution Utility’s tariff.

Provider shall also be responsible for coordinating the desired rate tariff changes with the Distribution
Utility for each Solar Facility. Desired rate tariffs for each Distribution Utility meter are defined in the Site
Assessment Table. Provider will be responsible for ensuring that each Solar Facility meets the requirements
for inclusion in the desired rate tariffs and will promptly inform the District if there is any discrepancy
between such requirements and the specifications for each Solar Facility set forth in this Agreement. Rate
changes shall occur as soon as possible following Permission to Operate. Provider shall be responsible for
ensuring that the rate tariff change has taken place for each Distribution Utility meter and providing
confirmation of the rate tariff change to the District.

3. ENGINEERING AND DESIGN REQUIREMENTS Provider shall, at its own cost and expense,
(i) design, prepare and cause to be sealed all Drawings and Engineering Documents, and perform
engineering studies and estimates and attend meetings as may be required (or arrange for design
and engineering pursuant to a subcontract executed in accordance with this Agreement), for the
construction of the Project and interfaces required by the Distribution Utility including, without
limitation, sizing of equipment, communication systems and components, preparing specifications
and calculations for equipment and material to be included in the Project, completing the Work in
accordance with the this Agreement, providing administration and other services and items required
to complete and deliver to District and Distribution Utility the design and Engineering Design
Packages, calculations, studies, and Drawings necessary to construct a fully integrated and




operational Project, and (ii) provide services, attend meetings and prepare all necessary documents
and permit applications required to obtain all Governmental Approvals, including, without
limitation, coordinating with the Governmental Authorities, the Distribution Utility and other
agencies regarding Governmental Approvals necessary for the completion of the Project,
completing the permitting process beginning from the permit application through to final approval
and receipt of all Applicable Permits, all in accordance with this Agreement and it’s Exhibits,
Applicable Law, Governmental Approvals, District Requirements, Distribution Utility
requirements, Engineering Design Packages, Industry Standards, the actual condition of the Project
Site(s) and all requirements to be sufficient, complete and adequate in all aspects to enable the
Project to achieve the Annual Production Estimate and a minimum 25 year design life.

3.1 Design Codes In addition to the codes cited in Section 16010 of the Construction
Specification Institution, the Project shall be designed and installed in accordance with the latest edition of
all applicable codes, standards, and recommendations of the following agencies:

ACI — American Concrete Institute

AISC — American Institute of Steel Construction

ANSI-American National Standards Institute.

ASCE-American Society of Civil Engineers

ASME-American Society of Mechanical Engineers

ASTM — American Society for Testing and Materials

CAL OSHA-California /Occupational Safety and Health Administration
Caltrans — California Department of Transportation

CBC-California Building Code

ETL-Electrical Testing Laboratories.

IEEE-Institute of Electrical and Electronic Engineers
ICEA-Insulated Cable Engineer’s Association.

IAEI-International Association of Electrical Inspectors.

IPMVP- International Performance Measurements and Verification Protocol.
NFPA-101-National Fire Protection Association. (Life Safety Code)
NEMA-National Electrical Manufacturers Association.
NESC-National Electrical Safety Code.

NETA-National Electrical Testing Association.

NEC -National Electrical Code

UL-Underwriters Laboratories

CEC-California Electrical Code

Distribution Utility Manuals and Standards

3.2 General Requirements

3.2.1 Licensing
(a) In all cases, engineers are to be properly licensed by the State of California.

(b) Electrical, civil, geotechnical, structural and other engineering designs and reports
are to be stamped and signed by a licensed engineer.

3.2.2  Orientation and Shading
(a) Project will have a minimum shade free window between the hours of 10am and
4pm (solar time) on the winter solstice.




(b) Orientation of the array shall be optimized for maximum financial benefit but in
all cases with an azimuth between 180 and 270 degrees unless otherwise explicitly approved by District in
writing.

(©) The Provider shall provide a PVSyst report at every stage of the design that shows
that the System design and installation will meet the Annual Production Estimate.

(d) Inverters shall not be placed in locations subject to exposure to direct sunlight
between the hours of 10am to 4pm. Where inverters must be placed in locations that would otherwise be
subject to direct exposure to sunlight during this window of time, they shall be provided with shade
coverings or otherwise protected from continuous exposure to the sun.

3.2.3 Site and General System Requirements

(a) PV arrays shall require a study, recommendations and stamp and sign off from a
licensed structural and geotechnical engineer.

(b) Ground mounted PV arrays shall be designed to allow for adequate access for
operations and maintenance of the arrays.

(©) All roads shall be designed and installed for all weather access.

(d) All conductors shall be in conduit. Provider shall not direct bury conductors unless

explicitly approved by District in writing. All conduits shall be installed according to the requirement of
the NEC and all Governmental Authorities.

(e) Where Schedule 40 or Schedule 80 PVC conduit is permitted, all horizontal and
vertical bends, and vertical risers shall be PVC-RGS or PVC-RA. All below grade horizontal bends and
vertical bends shall be long radius elbows. Bending of straight PVC conduit to avoid installation of the
specified PVC-RGS or PVC-RA long radius elbows will not be allowed.

) Equipment pads shall be protected by bollards where they are at risk for collision
damage in the judgment of District. Bollards shall be permanent unless removable bollards are required to
facilitate access to equipment.

(2) Provider shall provide erosion control, weed abatement, and security for the Site
throughout construction.
(h) Provider shall be responsible for creating and performing all requirements of a

Storm Water Pollution Prevention Plan (“SWPPP”), dust control plan, pollution mitigation plan, and all
other plans required by all Governmental Authorities. At a minimum, any earthwork-related or fine grading
activities are to be conducted in the morning to avoid potential impact of the afternoon winds with
construction-related fugitive dust.

(1) Ground mounted PV arrays shall be fenced in accordance with the NEC, NESC
and requirements of the Governmental Authority and shall include provisions for at least one locking gate.
Fencing around ground mount installations shall provide for a sixteen (16”) foot wide clearance to the PV
modules to allow for vehicular access and limit shading impact on the system.

) If adequate site fencing or equivalent is not in place, inverter pads, battery
equipment pads, disconnect switches and all other equipment determined by Owner to require limited
access shall be fenced. Fencing shall be eight (8) foot high and two (2) inch mesh chain link galvanized
steel fence where in accordance with all local requirements.

(k) Locks for all gates and combiner boxes to be provided by Provider but must be
approved by District prior to procurement. All gates shall include provision for both District and Provider
locks to allow for either entity to access the Site during construction.

Q) The height of ground mounted arrays shall be a minimum of two (2) feet above
grade.

(m) The Provider will evaluate whether the Site is in a floodplain and take appropriate
precautions to prevent water damage to the Project, including determining and installing the PV arrays,
inverters, combiner boxes and all other materials to be used in the ground mounted infrastructure at the
appropriate height above grade to be above the 1-percent-annual-chance flood elevation.



(n) Lighting requirements for array locations shall be determined by the Provider but
must be approved by the District during design. Any lighting locations and fixture specifications shall be
mutually agreed to.

(o) An arc flash study shall be performed by Provider and all required equipment
labeling, fault current and coordination analysis, and recommendations for proper personal protective
equipment (PPE) shall be followed in accordance with the results of the arc flash study.

3.2.4 Wiring
(a) All conductors #8 AWG or smaller shall be copper. Code compliant aluminum

conductors may be used for conductors larger than #8 AWG. All wiring that interfaces with any District
equipment must be copper.

(b) All wiring used for grounding shall be copper.

(©) Ground lugs shall be mechanical or irreversible crimp and acceptable for copper
conductor termination.

(d) All wiring shall be minimally rated to handle the voltage and current of the
designed system.

(e) All termination equipment shall be rated for the conductor type, temperature,
current and voltage of the conductor being terminated.

€3] PV module string wire shall be PV Wire and be appropriately rated for UV
exposure where required.

(g) Wiring in conduit or below ground shall be listed and labeled by a nationally
recognized testing laboratory (NRTL) in accordance with Underwriters Laboratories standards for its
purpose and location.

(h) Where exiting from the ground, all conduits shall enter enclosures from below and
be made watertight by sealing with silicone sealing compound.

(1) All above ground conduit within the District’s facilities shall be OCAL or
equivalent PVC coated rigid steel. All other above ground conduit shall be Intermediate Metallic Conduit
(IMC), Schedule 80 PVC or approved equal shall be used on all above ground installation locations
susceptible to risk of damage or vandalism during construction or in operation.

)] All DC wire, other than panel-to-panel wire in a string that is not spanning a gap
more than 3 inches wide, shall be located in conduit.

(k) All conductors used for communication will be shielded cable with a drain.

D Communications wiring shall be located in separate conduits from the high voltage

DC and AC wiring with sufficient separation to prevent interference.

(m) Unless otherwise approved by the District in advance, modules shall be grounded
with hardware. Module grounding shall be in accordance with all requirements of the NEC and
Governmental Authority.

(n) Locking connectors shall mate with PV module terminations and shall be certified
compatible with the PV module manufacturer provided locking connector by the chosen connector
manufacturer.

(o) The PV System shall be equipped with DC arc-fault protection in accordance with
the NEC.

(p) PV System DC wiring shall be protected by overcurrent protection rated for DC
circuits and marked by the manufacturer for use in PV systems. Fuses shall be listed and labeled by a
nationally recognized testing laboratory (NRTL) in accordance with Underwriters Laboratories standard
UL 2579.

(@) Total DC voltage drop shall be limited to 2% unless otherwise explicitly approved
by District in writing. The circuit shall be defined as all wiring from the module junction box to the DC
input terminals at the inverter. Provider shall account for all horizontal and vertical distances and all wire
gauge/raceway transitions.



(r) Total AC voltage drop shall be limited to 2% unless otherwise explicitly approved
by District in writing. The circuit shall be defined as all wiring from the inverter output to the Delivery
Point. Provider shall account for all horizontal and vertical distances and all wire gauge/raceway transitions.

(s) Geotechnical studies must include soil corrosivity and thermal resistivity testing
and evaluation. All work must include consideration for the results of the testing and evaluation.

3.2.5 Electrical Tie-In

(a) The Generation Meter shall be identified on the preliminary and final drawings and
shall be located within ten (10) feet of the Delivery Point unless an alternative location is approved in
writing by the District.

(b) A Net Generation Output Meter (NGOM) shall be provided for each new Solar
Facility.

3.2.6  Structural

(a) Equipment pads shall be a minimum of 6” of concrete reinforced at 12” intervals
with #5 rebar unless otherwise directed by the structural engineer. Equipment pad layouts shall include
adequate spacing to accommodate maintenance activities for all equipment..

(b) Structural engineers are to specify grade of steel used in all support structures. Mill
certifications showing the identification of the steel to be used on the Project and the quality thereof shall
be provided to District. Mill certifications shall be checked by Provider prior to accepting delivery of any
steel.

(©) Where enclosures will be mounted vertically to array structural posts or other
supports, two (2) feet minimum ground clearance and appropriate working clearances as required per NEC
shall be maintained. In no case shall equipment locations create shade on the array between the hours of
10am-3pm on December 21.

(d) Structural engineers shall determine code requirements for seismic, wind and snow
design loads and the Project shall be designed and installed in accordance with the latest edition of all
applicable codes and standards.

33 Engineering Design Packages Provider and its subcontractors (as applicable) shall
prepare and submit to District for their review and approval all drawings, assessments, reports,
specifications and all other necessary documents setting forth in detail all requirements for the construction
of the Project. Provider shall prepare preliminary, 50%, 90% and 100% Engineering Design Packages as
described herein. All engineering and installation drawings shall comply with current construction
standards, codes and regulations, and adhere to all requirements of this Agreement. The system design will
comply with all applicable laws and regulations. District approval of any of the submittals provided by
Provider, including drawings, does not excuse the Provider from their responsibility to meet all safety
requirements, applicable codes and standards requirements, requirements of all Governmental Authorities
and the requirements of the Agreement including this Exhibit G.

Preliminary and 50% Engineering Design Packages shall at a minimum contain the following information:
e Drawings depicting at a minimum:
= overall system layout
= the tilt and azimuth for all arrays
= the location and sizing of all PV arrays
» the location of all major equipment including but not limited to inverters,
transformers, disconnects, batteries, meters.
e Product data sheets and copies of manufacturers’ warranties for all major pieces of equipment.
e Completed Site Assessment Table in native and PDF formats.



e PVSyst production modeling report in PDF format and 8760 output file in MS Excel format. The
production model report and 8760 output files must be in the same format and use the same
assumptions as those used to finance the project.

All other Engineering Design Package submittals shall at a minimum contain the following information:

o A full set of drawings

e All required drawings, assessments, and reports, signed and stamped by the Engineer of
Record.

e Full details of the mounting system design including snow, wind and seismic considerations
and calculations as required.

e Production models for each Site in both PDF and Microsoft Excel 8760 formats. The
production model shall use the same assumptions, be in the same format and use the same
modeling software for each revision unless otherwise agreed to by the District.

e Product data sheets and copies of manufacturers’ warranties for all major pieces of equipment.
Completed Site Assessment Table in native and PDF formats.

e Primavera P6 or equivalent construction schedule (providing Gantt chart output) showing
milestones, equipment order and delivery dates, and staffing requirements. Specific milestones
such as conduit installation completion, material arrival dates, Interconnection date, and
commissioning timeline, shall be highlighted.

e A list of those changes made from the original proposal with the reasons therefor.

In addition, a complete Project Execution Plan for each Site shall be provided to the District for review
which shall at a minimum address the following:
. Material storage location
Lay-down and layout yard location
Site office location
Access and mobilization
Crane locations and traffic control
Method of installation
Human resources and staffing
Communications
. Anticipated project risks
This plan shall be reviewed and approved by the District prior to any work being performed on the Site(s).

The Engineering Design Packages will be reviewed by the District. Comments shall be delivered to
Provider within 10 business days of submission for review. Ensuring the Project is in compliance with all
requirements and will be installed to meet all requirements of this Agreement remains the sole responsibility
of the Provider.

3.4 Design Drawings A drawing summary list shall be maintained by the Engineer of Record for
tracking drawings and revisions thereof over the design/construction period and the list shall be provided
to District on a bi-weekly basis or as requested. All drawing submittals shall be according to the following:

34.1 Format

(a) Any changes in the Engineering Design Packages from one District submittal to
the next shall be clouded.

(b) Redlines shall be maintained on a not more-than-weekly basis. As-built drawings

shall be completed in a reasonable amount of time following the Governmental Authority final inspection
and sign off.



following:

34.2

(a)

(b)

Content All drawings shall at a minimum include the site address, District logo
and project name in the title block. At a minimum all Drawing submittals shall
include the following:

Title Page. Information on the title page shall include, but not be limited to the

e Location of the Site.

System size: This shall include kWdc and kWac.

Area of installation: Area, in square feet or acres as appropriate, of area that
the installation encompasses.

PV module part numbers and quantities.

Inverter part numbers and quantities.

Engineer of Record block.

Index of drawings.

Benchmarking / survey control data

Single Line Diagrams/layout page. The single line diagrams shall accurately

depict the physical electrical connections (i.e. quantity, type, and size of conductors, quantity, size, and type
of conduit) between all electrical equipment used in the system. Information on the single line diagrams
shall include, but not be limited to the following items:

(©)

e Location of Generation Meter.

Location of Distribution Utility Meter.

Location of Net Generation Output Meter.

PV Modules per string.

Number of strings for each combiner box.

String map per array or subarray.

Depiction of the wiring and fusing in all disconnects.

Wire type, size and quantity used for each run.

Total wire length for each run and associated voltage drop calculations.
Conduit size and quantity of wires in each conduit for each run.
All overcurrent protection sizing.

Monitoring Data communications and power wiring.

Lighting wiring.

Interconnection tie-in scheme.

Distribution Utility meter number and SAID.

Switchgear and transformer sizing.

Complete electrical calculations.

Make and model of all equipment.

Electrical Site Plan and details. Information on the electrical layout shall include,

but not be limited to the following items:

(d)

e Plan view of locations of all electrical equipment
e Elevation views of all electrical equipment
e Locations of conduit runs

Grounding system design including connection points and conductor size. All

electrical equipment shall be depicted, including their capacity/rating, manufacturer, part number, quantity
and reference designator where applicable. Examples of equipment shall include but not be limited to the

following:



PV Modules

Inverters

Combiner Boxes

Wire (gauges and quantity)
Transformers

Switchgear

DC & AC Disconnects
Overcurrent protection

Data Acquisition System (DAS)
Main Switchboard

Meters

Distribution Panels

MET (Meteorological) Stations

(e) Site Layout Page(s). Information on the site plans shall include, but not be limited
to the following items:
Detailed solar array layout
Equipment pad designs
Locations of all equipment
Locations of monitoring and security equipment
Location of the point of interconnection
Fire access requirements
American’s with Disabilities requirements
Location of project lighting additions
Locations and sizing of spare conduits
Safety label details (including, but not limited to, arc flash)
All civil work details

4. EQUIPMENT The Solar Facilities are intended to be in operation for a minimum of 25
years, therefore, the life cycle costs (capital expenditures and operating and maintenance expenses) for all
installations and systems must be considered in selection criteria for all materials and equipment. Provider
shall purchase and cause to be delivered to each Project Site all equipment and materials required for the
Project and as described in the District-approved final design engineering drawings, specifications and data
sheets and as required to construct a fully functioning Project. Any proposed changes or substitutions must
be presented to the District in standard submittal format with detailed explanations and instructions for
review, comment and approval. Minimum requirements for equipment are described below. District
approval of any of the submittals provided by Provider, including drawings, does not excuse the Provider
from their responsibility to meet all safety requirements, applicable codes and standards requirements,
requirements of all Governmental Authorities and the requirements of the Agreement including this Exhibit
G.

4.1 Standards All components shall be designed, manufactured, tested and listed in
accordance with the latest applicable standards of NEMA, ANSI, NEC, IEC and UL. Provider shall verify
listing and labeling of equipment by a Nationally Recognized Testing Laboratory (NRTL) prior to
installation. In all cases NEC and Governmental Authority rules shall apply.

4.2 Factory Testing Any equipment that is required to be factory tested by an applicable
standard shall be accompanied by the results of those factory tests, and further those results will be
submitted to the District as part of the Final Binder.




4.3 Acceptance and Care Equipment shall be stored, handled and installed in accordance with
manufacturer’s requirements. Material received shall be identified by serial number, a report prepared and
that report including make, model and serial numbers of the material and equipment received (if applicable)
shall be forwarded to District within ten (10) days of the equipment being received.

4.4 NEMA Rating If any Project Site is within two (2) miles of any body of water or one (1)
mile from any body of salt water, inverters and combiner enclosures shall be NEMA 4X in stainless steel
and all enclosures exposed to the elements shall be NEMA 4X.

4.5 Nameplates and Labeling All equipment, panels, boxes and associated equipment shall
be clearly labeled with engraved phenolic nameplates. Unless otherwise explicitly approved by District in
writing, nameplates shall be red background with 3/8” or greater white letters. Provider shall submit the
proposed nameplates with desired labeling for approval prior to installation. The following minimum
labeling shall be installed:

(a) Install engraved signs for instruction and warning identifying that a solar PV
system is operational on the premises at appropriate locations and that there is potentially multiple power
sources on the premises — submit wording and location to District for approval. In all cases NEC
requirements shall dictate.

(b) Provide identification of all DC power circuits on switches and clearly identify
individual PV module strings in DC combiner boxes. Use appropriate wire color codes (i.e. Red & Black)
for negative and positive circuits.

(©) PV modules must include serial numbers in such a position as to be easily visible
when installed.

(d) Install all signage required by NEC Article 690 of the most recently adopted
version of the NEC and per the requirements of the CA Fire Marshall PV Specifications.

(e) Install all other required signage per NEC (including arc flash requirements per
NEC Article 110).
) Inverters shall have engraved phenolic labels with shutdown and restart

instructions. These labels shall be on the outside of the inverter.

4.6 Products — Approved Manufacturers and General Product Requirements Only
products that meet the requirements below shall be used in the construction of the Project, unless otherwise
explicitly approved in writing by District.

Approved PV Modules.
JA Solar JAM72S09 375-395/PR

Approved PV Module Manufacturer
JA Solar

District’s General Guidelines for PV modules

. Thin-film, concentrating PV, etc. PV technologies are not accepted by District.

. All PV modules must be included on any required rebate-related approved module list as
well as on the California Energy Commission’s (CEC’s) List of Eligible Photovoltaic
Modules.

. All PV modules must have anti-reflective (AR) glass surfaces.

. All PV modules used on the Project shall include a minimum 25-year linear power output

warranty and a minimum 10 year product warranty.



. All array layouts, PV module related submittals, and PV module data sheets must include
cell and module efficiency ratings, and define the guaranteed production degradation over
the warranted life of the module.

. Provider will provide flash test data for all PV modules to District in MS Excel format
upon procurement of PV modules. District, at its sole discretion, may randomly select up
to fifty (50) PV modules for delivery to a third-party for quality verification testing. The
costs of such verification testing shall be the responsibility of District.

Approved Inverter Hardware. Central and string level inverters up to 1500VDC are allowed where
in compliance with the National Electrical Code. All inverters must be included on any required
rebate-related approved inverter list as well as on the California Energy Commission’s List of
Eligible Inverters. Inverters must meet all Distribution Utility requirements. All inverters must have
a minimum 10 year warranty.

Approved Inverter Manufacturer
Chint Power Systems

Inverter Manufacturer Preventative Maintenance and Support Services. District requires
preventative maintenance support services which may be provided by the Provider or the inverter
manufacturer, as well as comprehensive and highly responsive repair service offerings. In addition,
District will be monitoring the inverters’ performance remotely, and require that the inverters
utilize an open interface and documented protocols for third party monitoring software.

Approved Mounting Hardware

Mounting or tracking solutions or systems not listed by a nationally recognized testing laboratory
(NRTL) may be submitted to District for review and approval. District requires that all mounting
solution descriptions clearly identify the mounting hardware and any engineering services related
to the mounting solution. Proposed mounting systems or tracking solutions should be supplied with
full specifications, warranty details, etc.

Approved Mounting Hardware Manufacturer.
Terrasmart

Approved Data Acquisition System (“DAS”)
Also Energy

Performance Monitoring and Reporting Service Provider
Also Energy

Inverter Monitoring Provider
Also Energy, Chint Power Systems

Weather Station Requirements
. Module temperature sensor
Provider will be selecting equipment that meets the requirements herein.

. Irradiance sensors (one horizontal and one installed at each unique azimuth and tilt
of the arrays)
Provider will be selecting equipment that meets the requirements herein



. Ambient temp sensor
Provider will be selecting equipment that meets the requirements herein

. Wind speed and direction sensor
Provider will be selecting equipment that meets the requirements herein

Load Side Interval Meter
Provider will be selecting equipment that meets the requirements herein

Generation Meter
Provider will be selecting equipment that meets the requirements herein

Approved DC Safety Switches
The inverters will have integrated DC Safety Switches.

Approved Grounding Lugs

Direct Burial Ilsco GBL-4DBT or approved equal. Module grounding will be achieved using a UL 2703
listed racking system and modules that are compatible with grounding using a UL 2703 listed racking system.
Otherwise module grounding will be in accordance with the requirements in this Exhibit G.

5. COMMUNICATIONS AND MONITORING SYSTEMS Provider is responsible for the
complete and fully functional installation and operation of the Supervisory Control and Data Acquisition
(“SCADA”) System. Any labor, communications devices, wiring and or other materials shall be included
in Provider’s cost and scope. The SCADA system shall meet all the requirements outlined in this
Agreement.

5.1 Performance Monitoring & Reporting Service. Provider shall provide a Performance
Monitoring and Reporting Service (“PMRS”) contract for the term of the PPA to monitor and collect data
for load side interval meters, Generation Meter, inverters, meteorological stations and all other data points
applicable to the Solar Facility operation. Provider shall be responsible for procuring, installing, and
commissioning the PMRS equipment, and for entering into a contract with a third party Performance Data
Provider (“PDP”). The monitoring service requirements are as follows:

(a) Provider shall provide operator and administrator level training to District for using
the PMRS software interface as part of commissioning activities.
(b) The PMRS software interface must allow for access via a link from the District’s

website and must allow the users to view and download real-time and historical electricity usage and
production data at each Project Site over a variety of timescales. Provider shall coordinate and obtain
approval of all data points to be displayed on the public webpage with the District prior to implementation.

(©) The PMRS software interface must allow the District to programmatically
download via Application Program Interface (“API”) the real-time and historical electricity usage and
production data at each Project Site over a variety of timescales, including a minimum of one (1) year of
15-minute interval data.

5.2 Equipment / Components Below is a list of the minimum equipment / components that
must be included as part of the PMRS. All equipment shall be installed to equipment manufacturer’s
recommendations and best practices for solar power systems.

o Load Side Interval Meters. Provider is required to install load side revenue grade interval meters
to measure the total (not net) electricity usage, instantaneous demand, power factor, etc. at each
main switchboard where the PV Systems are interconnected. The load side revenue grade interval




meters shall be installed as part of the PMRS system and send data through the PDP and be
displayed on the PMRS software interface.
Data [ ogger/Internet Gateway

e Generation Meter Revenue Grade energy meters shall be installed to monitor the generation of the
Project at each Site. The Generation Meter shall be located on the interconnection side of all major
electrical losses, including but not limited to, all transformers, unless an alternative location is
agreed to in writing by the District. The Generation Meter shall be installed as part of the PMRS
system and send data through the PDP and be displayed on the PMRS software interface.

o External Device Communication Provider must arrange for and provide District a secure and
reliable internet connection adequate to provide a minimum of 15 min data uploads for all of the
data points from the PMRS. Provider shall provide a high speed cellular data service during the
entire term of the PPA to record the electric energy generated by the System and all other PMRS
data as required by this Exhibit and shall make this information available to the District through
the PMRS system.

e Inverter Monitoring If inverters are not provided with communications as part of the standard
package, then the communications option shall be ordered. Where various communication package
options exist those options shall be discussed with the District prior to ordering.

o Protective Relays, Medium Voltage Circuit Breakers and Transformers All available data points
shall be provided through the PMRS system.

e Meteorological Stations. The Project will require installation of one meteorological station at each
Project Site in a location determined by the District and to include at least the following:

o one (1) ISO 9060 first class pyranometer installed at 0° tilt to measure ground
horizontal irradiance (GHI)

one (1) ISO 9060 first class pyranometer installed at each unique azimuth and tilt of

the arrays installed

two (2) PV module temperature sensors,

one (1) ambient temperature sensor,

one (1) wind speed and direction sensor and,

one (1) rain gauge.

o

O O O O

Sensors shall be mounted away from shadows, reflective surfaces, and sources of artificial
irradiation or any other factor that may influence measurement accuracy of the sensors. Irradiation
sensors will be installed in the middle of the array.

The PV module temperature sensor data shall be linked to the predicted power calculation formula
in the PMRS software interface along with the applicable plane of array irradiance data supplied
by the pyranometer for each array.

The meteorological station must be connected to the PMRS so that weather data can be collected
and downloaded along with the Solar Facilities production data.

All meteorological station equipment shall be calibrated and tested by the original equipment
manufacturer or vendor prior to delivery to the Site and maintained through the Term of the PPA
per the manufacturer’s requirements. All pyranometers shall be cleaned in the same manner and at
the same time as a module washing is performed.

5.3 Analytics Pages FEach Site PMRS should have the following tabs configured in the
monitoring analytics page. They should be labeled uniformly at each site. The tabs should be labeled as
follows:

5.3.1 Load Profile




(a) Generation Meter Power (kW)
(b) Demand (kW)
(©) Net Consumption (kW)

5.3.2 Inverter Output kWh per inverter (each inverter shall have a unique name matching the
naming convention in the As-Builts)

5.3.3 Predicted kW
(a) Generation Meter Power (kW)
(b) Predicted Power (kW)

5.3.4 Inverter vs GenMeter kW
(a) Each inverter as: Inverter A — Manufacturer kW Capacity Power (kW)
(b) Generation Meter Power (kW)

54 Other Data Each Site PMRS should have the following minimum additional information
available:
5.4.1 Alarms Each site should have at least the following custom alarms:
(a) Inverter produces less than 10% of the inverter capacity over the course of an hour
between 10am and 3pm. The upper limit of the alarm should be set to twice the inverter capacity.
(b) Generation Meter reports less than 0.1 kW for one hour between 10am and 3pm.
The upper limit of the alarm should be set to twice the site capacity.

54.2 Settings All System information should be filled out completely and correctly on the
monitoring platform to match the As-Built drawings and allow for easy identification of equipment and
other System information.

6. CONSTRUCTION Provider is required to conduct all construction and construction management
work for completion of the Project. Provider shall perform all work in accordance with generally accepted
industry practices, all applicable laws, regulations, codes, rules, ordinances, government approvals and
permitting requirements, equipment manufacturer’s requirements, and quality control inspection protocols
so that each Solar Facility meets or exceeds (i) all requirements of applicable laws, government approvals
and licenses; (ii) equipment manufacturer’s installation specifications, and compliance with the terms and
conditions of all applicable warranties and guarantees; (iii) complies with all requirements of the
Interconnection Agreement; (iv) all established safety protocols for operation and maintenance, and
labeling / placarding requirements; (v) all requirements of the commissioning procedures and performance
validation herein; (vii) all requirements for any applicable federal, state or other environmental or financial
rebates and incentives. All Work must be performed and supervised by skilled workers trained and
experienced in the installation of photovoltaic solar systems in accordance with equipment manufacturers’
installation requirements. Provider is encouraged to utilize local sub-contractors and source materials and
resources locally should they provide requisite qualifications and competitive advantages.

6.1 Site Safety and Security The Provider shall be solely responsible for compliance with all
applicable occupational safety and health standards, rules, regulations and orders established by local
agencies, the State of California, and California Division of Occupational Safety and Health Construction
Safety Regulations (Cal OSHA), including obtaining permits required by California Code of Regulations,
Title 8, Section 341 and 341 (a). In addition, Provider and all subcontractors shall comply with applicable
provisions of Federal, State, and municipal safety, health, and sanitation statutes and codes. In the event
there is a conflict between the provisions of the Safety and Health Regulations for Construction
promulgated by the U.S. Department of Labor in Title 29 CFR Part 1926, Occupational Safety and Health




Act (OSHA), or the California Occupational Safety and Health Act regulations in the California Labor
Code Section 6300 et seq. (Cal. OSHA), the more stringent provision shall prevail.

Provider will develop a site specific OSHA approved safety plan for each Project Site and submit it to
District for review and approval prior to the start of construction. The Site Safety and Security Plan shall
include an evaluation and appropriate documentation of the safety record for all Subcontractors that will be
performing work on the Project, a traffic control plan, and an Injury and Illness Prevention Program plan.
The Site Safety and Security Plan shall also include the location of emergency utility shutoffs and an
evacuation plan. A safety conference shall be scheduled prior to the start of construction to review the
experience modification rating, the respective safety requirements, and to discuss implementation of all
health and safety provisions related to this project. Representatives from the Provider, every subcontractor
and the District shall be present at the safety conference. No work shall be performed on the Project prior
to written confirmation that the District has accepted the Site Safety and Security Plan.

Following the commencement of work on the Project, safety meetings will be held once a week with all
Provider and subcontractors employees attending. Printed names will be taken of those attending the
meeting. No individual will start work at any Project Site without having attended a safety briefing on the
dangers and protocols of the Project Site. Records of this training will be kept and provided to District for
review. No individual will operate a piece of equipment on which they have not had certification training.
Certification shall be carried on the operator at all times.

Please note that the District has adopted a “Total Safety Culture” and reserves the right to suspend the work
wholly or in part, for any time period as the District representative deems necessary, due to unresolved
safety disputes. Any costs or schedule impacts that result from the District suspending work due to
unresolved safety disputes shall be the full responsibility of the Provider.

Security of the construction site is the sole responsibility of Provider, including any security monitoring
equipment, fencing or other precautions that Provider may deem reasonably necessary. District will not be
liable for theft or damage of equipment or materials stored at the Project Sites.

6.2 Access to and Use of Project Sites District shall provide access and area at each Project
Site for the performance of the work on the Project, including lay-down area and storage area. District will
grant Provider access to each Project Site to perform all work associated with the Project and on-going
Operation & Maintenance during regular business hours, or such other reasonable hours requested by
Provider and approved by the District in accordance with this Agreement. Access points to the Sites must
be closely coordinated with the District and approved in advance before construction begins.

Provider agrees not to bring, keep, or permit to be brought to, or kept at or near any Project Site, any
hazardous materials, or materials which are prohibited by the District or prohibited by the standard form of
District’s insurance policy. Provider agrees not to commit or suffer to be committed any waste upon the
Project Sites.

Provider shall install signage at each front gate / Site entrance to identify the Project and the Provider’s
name and contact information. The signs may need to be elevated and/or located close to District-designated
areas for visibility. The Provider shall submit a prototype of the construction signs to the District for review
and approval before posting the signs at the construction sites. After approval, actual sign placement and
location shall be coordinated with the District’s Inspector. A construction project sign template can be
provided to the Provider upon request.

The signs shall be prepared in a professional manner, be at least four feet tall by eight feet wide, made of
3/4-inch thick exterior grade plywood or other approved material.



6.3 Drawings Provider shall maintain one complete Engineering Design Package at the job
site including one full set of full size plans marked to show any deviations that have been made from the
approved plans, including but not limited to buried or concealed construction features or utilities which are
revealed during the course of construction. Current as-built record drawings shall be accessible to the
District at all times during the construction period. They shall be reviewed with the District at regular
intervals. Upon completion and prior to final inspection of the Project, the Provider shall submit the
complete Engineering Design Package to the District for review, and shall make such revisions or
corrections as may be necessary for them to be a true, complete, and accurate record of the Project in the
opinion of the District.

6.4 Work-Time Constraints Great care shall be taken to avoid interruptions to business
activities. Construction activities shall take place between typical working hours of 7:00AM to 5:00PM,
Monday through Friday, excluding recognized holidays. If inspections are required outside of these
available time slots then special arrangements must be made in advance and are subject to District approval
and the Provider will be responsible for reimbursing the District for the costs related to overtime for the
inspections. Noise suppression shall be practiced at all times to minimize disturbance to persons living or
working nearby, and to the general public. A maximum of 65dB shall not be exceeded when measured at
any property line. Provider will be required to provide necessary weekly updates of scheduled activities at
each Site to District.

A shutdown plan must be provided to the District at least two months in advance to allow for electrical
shutdowns to be carefully coordinated with the District’s Construction and Safety Inspector and Site Plant
Manager. All electrical shutdowns shall be carefully coordinated with a trial shutdown completed at least
two weeks in advance. Notice of all pending shutdowns shall be provided 30 days in advance, followed by
two weeks in advance, followed by forty-eight (48) hours in advance. All interruptions in power to a WWTP
shall be subject to District approval and must be coordinated to take place during a specific “low-flow
period” for each WWTP (typically in the early morning hours). All WWTPs shall be limited to four hours
for shutdowns. All efforts must be taken to minimize the amount of time required to complete
interconnections. Backup power will be provided by generators during shutdowns, at Provider’s expense.

Reasonable efforts must be taken to minimize noise during working hours. Deliveries shall take place
between 7:00am to 3:30pm Monday through Friday, excluding recognized holidays. All deliveries must be
coordinated with the District at least 24 hours in advance of the anticipated delivery. Provider shall manage
construction activities around and with consideration to the other projects occurring at the same time where
applicable.

6.5 General Requirements
6.5.1 Wiring / Conduits

(a) Locations of all pull boxes shall be reviewed with District prior to start of
construction.

(b) No wire splicing shall be allowed.

(©) All exposed wire will be secured every three and a half feet (3.5”) minimum

(d) When terminating aluminum conductors all terminations shall be coated with an
oxide inhibitor.

(e) Underground cabling shall have electrical warning tape installed approximately 12
inches below finished grade in the backfill.

) Provider shall use GPRS and potholing to survey for underground utilities and use

best practices when boring or trenching including hand digging near buried lines. Trenching or boring in
potentially high risk areas (gas lines) shall be coordinated with the District.



(g) The Provider shall carefully preserve all bench marks, monuments, survey
markers, and stakes and shall be solely responsible for resetting if required.

(h) Provider shall confirm that PV systems are interconnected to the correct
Distribution Utility meter at each Project Site by validating the meter and service account identification
numbers (SAID) with the Distribution Utility.

(1) All exposed wiring shall be properly rated for direct sun exposure.

)] Exposed wiring shall be restrained utilizing wire clips and per NEC and best
practices to eliminate strain on PV module junction box connections, wire pinch points and wire kinks.
Strain-relief devices shall be rated and labeled for exposure to UV (direct sunlight).

(k) Conduit entry locations shall be made in manufacturer provided/specified
locations only.

Q) All ground conductors shall be protected from physical damage as specified in the
NEC.

(m) Power and data lines shall be located in a separate conduits with appropriate
separation to avoid interference.

(n) All junction boxes, condolets, etc., are to be sealed with a silicone sealing
compound and made watertight. Underground junction boxes shall be covered with traffic rated metal plates
bolted / welded in place with a permanent marking on the lid stating “Electrical”. Aboveground junction
boxes must have tamperproof screws and shall not be placed in areas where water ponding is anticipated.

(0) A subsurface drainage system shall be required to be installed to direct ground and
surface water toward existing offsite drainage features at each Site. In all cases the design of the drainage
for the Solar Facility shall prevent water being directed towards existing plant drainage and water
accumulation in any area of the Site.

6.5.2 Equipment

(a) Equipment shall be stored and handled in accordance with manufacturer’s
requirements.

(b) Inverters shall be placed away from all buildings where the operational noise
would disturb the occupants.

(©) All high voltage and high amperage equipment must be installed in secure, tamper-

proof, and locked enclosures to prevent unauthorized tampering for safety and theft prevention. Locks for
all gates and combiner boxes are to be provided by Provider but must be approved by District prior to
procurement.

(d) Locks for all gates and combiner boxes to be provided by Provider but must be
approved by District prior to procurement.

(e) Safety labels are required for high voltage and high amperage equipment.

® All enclosures will be detailed prior to Final Completion to insure that any
scratches, etc. are properly covered with paint as appropriate.

(2) PV Modules shall have their serial numbers recorded as they are installed grouped
and listed by string.

(h) The Provider has determined that security cameras are not required for the security

of these arrays and therefore has not included installation of conduits at each Project Site sufficient to allow
for future installation of security cameras. Should the Provider choose to install cameras as part of the
overall security plan for any Site, camera selection and location shall be coordinated with the District.
Integration of any installed safety and security systems with the PMRS system shall be reviewed with the
District and options provided.

6.5.3 Site Work

(a) It is the Provider’s sole responsibility to ensure that all Site Work complies with
all federal, state and local code requirements and all applicable industry codes and standards, and all other
requirements in the Agreement including the requirements in this Agreement.



(b) Temporary security fencing around construction areas shall be provided
throughout construction, to be removed at end of construction, and permanent fencing and bollards added
if required.

(©) Prior to the start of any work on Site and following the finish of construction,
Provider shall take pre-construction videos and photographs of any and all areas that may be impacted as
part of the Project construction and provide the pre-construction videos and photographs to the District for
review and reference.

(d) Provider shall ensure that all existing underground utilities and installations are not
impacted by Project construction. In the event Provider damages or makes inoperable any underground or
above ground utilities it will be Provider’s full responsibility to notify District immediately and make whole
and fully operational to District’s standards and to District’s satisfaction, at Providers sole cost and expense,
all damaged utilities.

(e) Provider is responsible for the repair of any damage to any Project Site that is
caused by Provider at their sole cost and expense. Provider shall assess the condition of all areas to be used
in the construction of the Solar Facilities prior to construction and shall alert the District if any such area
cannot accommodate wear and tear caused by ordinary construction activities. In such event, Provider shall
propose a reasonable remedy or remedies to such conditions for District’s consideration.

® Damage to District’s facilities and or the Solar Facility shall be reported to District
within 24 hours with photographs.

(2) All areas within the limits of construction or otherwise impacted by construction
of the Project shall be restored to pre-Project Site conditions at the Provider’s sole cost and expense
including but not limited to: fine grading, rock and concrete spoils removal, vegetation remediation.

(h) Provider will coordinate with District when boring or trenching is performed, when
laydown areas are determined, when major shipments are planned, or any other activities that might impact
District’s business operations.

(1) Provider shall correctly torque all such equipment or assemblies requiring torque
and mark torqued bolts to designate status of having been torqued. District or District’s representative may
at any time request a test of marked bolts. Failure of a bolt designated as torqued to show that torque may
require all assemblies to be re-torqued in the presence of a third party inspector — such inspector to be paid
for by Provider.

) Provider shall maintain a clean and workmanlike construction site. Loose debris
and unsafe conditions shall not be tolerated at any time.
(k) Provider is responsible to obtain all necessary Site data, perform all required

geotechnical investigations and determine all Site data required for the design and construction of the
System at their sole cost. This shall include determination of code requirements for seismic, snow and wind
design loads.

D Provider shall be responsible for the removal and disposal of all excess soil and
construction related debris in accordance with Applicable Law.

(m) Appropriate safety signs are required to caution drivers for speed or path
restrictions near equipment pads.

(n) Safety bollards or traffic pylons with reflective strips shall be installed where any
part of the Project is adjacent to an external roadway. Safety bollards or traffic pylons with reflective strips
shall also be placed at the corners of the array and around all electrical equipment pads within ground
mounted arrays.

(o) Signs and barricades shall be provided and maintained by Provider and shall be in
accordance with jurisdictional regulations for accident prevention and in accordance with the Safety Plan.

(p) Provider shall ensure to reasonable extent and availability of installation space that
solar structures are built away from the line of sight of neighboring properties.

) H-20 rated concrete tops with round CI lids will be supplied for all underground
Christy box locations unless the District approves an alternative approach.



(r) Provider shall verify all required clearances in the field prior to construction, and
is solely responsible therefor.

(s) Driveways in parking lots must stay open during construction. Any parking lot
driveway closure must be temporary (i.e. a few hours for heavy material delivery) and shall be coordinated
with District.

(t) Temporary power for construction shall be arranged and paid for by Provider.

(v Provider is responsible for providing drinking water and sanitation facilities for all
workers.

v) All cut edges of galvanized strut or other support structure materials shall be cold
galvanized.

(w) All enclosures shall have paint touched up to cover all scratches and other wear
and tear that may have occurred during construction.

x) Provider shall remove trees that would cause shading and reduce production of PV
systems or are in direct path of construction. Provider shall mark each tree and review with District prior
to removal. Provider shall remove the tree stump/grind to 1’ below grade and provide a surface flush with
surrounding grounds using the same material as the surrounding area.

¥) Saw cut concrete shall be replaced joint to joint and match nearby area.

(2) Provider shall backfill all trenches with engineered fill and compact in accordance
with District specifications. A seeded or hydroseed mix must be placed over all trenched areas in a manner
that will ensure growth of the seed.

(aa)  All asphalt cuts shall be made in square or rectangular cuts to avoid inconsistent
repair work. Provider shall cover asphalt trenches with hot mix asphalt, roll for compaction, and cover the
width of the trench with a slurry seal after the cure period. All repairs shall be made to match existing. Any
repainting of striping shall be the responsibility of the Provider.

(bb)  Provider shall conduct harmonic testing and install necessary line filters if District
or the utility detects electromagnetic interference (EMI) following the installation of the Solar Facilities.
Detection of EMI includes noticeable power interruptions in previously functional electrical equipment.

(cc)  District will supply a hydrant providing potable water for use by Provider and
cover all related expenses for construction water use where applicable. The Provider will be required to
apply for and submit a deposit for the meter for each hydrant used. The Provider shall be responsible to
provide means of pumping, piping, transport, etc. for such water from the District supplied hydrant to the
construction area. The District will not provide water for O&M purposes, including panel washing.

7. FINAL PROJECT CLOSEOUT. Prior to final completion of the Project, Provider will perform
the following tasks:

e Complete all unfinished work described on a Punch List approved by District in a timely manner.
o Complete final clean-up of each Project Site, which shall include a thorough washing of the PV
modules. All module washing shall be completed in accordance with the module manufacturer’s
recommendations.
e Confirm minimum 30-day continuous operation for the entire system and all sub-systems, and
ancillary equipment without downtime following the final commissioning.
Assemble and provide District with all documents outlined below and all other required submittals.
e Provide trainings for District personnel on emergency shut-down procedures as well as standard
inverter restart procedures.

A complete set of project documentation shall be provided to the District at the finish of construction for
record keeping purposes. The project documentation shall include, at a minimum, the following documents:
o Copy of Executed Agreement(s) and all amendments
e Copy of the Notice to Proceed to Pre-Construction



Copy of the Notice to Proceed to Construction
Copies of all reports / studies completed including but not limited to:
*  Underground Utility Study
= Title Reports / ALTA surveys
= Geotechnical Studies
=  Environmental Studies
= Bore Logs including GPS location coordinates and depth
dimensions for all Project underground utilities
= Glint and Glare Study
= Arc Flash Study

Final AHJ approved design drawings in PDF and AutoCAD (1 electronic).
Copies of all Governmental Approvals required for the Project to be constructed (1
electronic)
Copies of all Governmental Approvals required for the Project to be operational (1
electronic)
Letter to the Distribution Utility requesting final inspection in advance of Permission
to Operate (1 electronic).
Completed Commissioning Schedule - Attachment F (1 electronic).
Permission to Operate Notice from the Distribution Utility (1 electronic)
All incentive related documents (1 electronic)
All final executed Distribution Utility Agreement(s) — Interconnection, meter, etc. (1
electronic)
As-built drawings in PDF and AutoCAD (1 electronic)
As-built drawings in Mylar (one complete set)
Equipment data sheets, installation & user manuals, and warranties for all major
equipment including but not limited to: modules, inverters, batteries, transformers and
racking (1 electronic)
Final Site Assessment Table in PDF and Microsoft Excel formats (1 electronic)
Final punchlist showing proof of completion of all items (1 electronic)
Letter stating Commercial Operation Date achievement and date
Contact Information for all key Provider personnel including:
* Provider’s name
»  Provider’s main office mailing address, phone, fax, and email
=  Employer Identification Number (“EIN)
»  Provider’s main contact person and title, mailing address, phone, fax, and
email
= Operations and Maintenance contact person and title, mailing address, phone,
fax, and email
Two (2) sets of keys to all locks, equipment, fence gates and boxes.
Operations and Maintenance Manual including:
= Qverall system O&M documentation
*  O&M manual location and contact
= Inverter startup and shutdown procedure for each type of inverter
» District training completion date, including list of personnel trained in
inverter shutdown and restart procedure
Monitoring System Information including:
=  Monitoring specification sheet
»  Meter calibration records with serial numbers for all meters



= Website access and operation instructions
= List of public monitoring websites
= [P Addresses and login Information of Acquisuite or equivalent
= Network configuration documentation
= Performance Data Provider contracts
e Site photographs of all items listed below (electronic version only)
= Arrays
= Inverters
=  Combiner boxes
» Disconnects
*  Monitoring equipment
= Weather station
= Generation Meter
= Distribution Utility Meter

8. OPERATIONS AND MAINTENANCE Provider shall be responsible for all operations and
maintenance of the Solar Facilities. The operations and maintenance of the Solar Facilities shall include at
a minimum:

8.1 All preventative maintenance required to maintain all equipment warranties.

8.2 Provider shall provide erosion control, a minimum of annual pre-emergent spray weed
abatement, and security for the Site throughout the Term of the Agreement at their sole expense.

8.3 Application at the completion of construction and as required through the Term of this
Agreement of a dust control polymer additive coating within the Solar Facility area to limit module soiling.

84 Provider shall maintain one complete Engineering Design Package throughout the Term of

the PPA and update with any changes made from the as-built drawings provided at the completion of
construction.

8.5 A minimum of two annual module washings shall be required and timing of the bi-annual
washing shall be coordinated with the District to ensure mutual beneficial production gains.
8.6 All pyranometers shall be cleaned at the same time as, and with similar care, as the module

washing.
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DEER CREEK WWTP 1

THIS DOCUMENT IS PROVIDED BY BORREGO
SOLAR SYSTEMS, INC. TO FACILITATE THE SALE
AND INSTALLATION OF A SOLAR POWER SYSTEM

FROM BORREGO SOLAR SYSTEMS, INC.

REPRODUCTION, RELEASE OR UTILIZATION FOR
ANY OTHER PURPOSE, WITHOUT PRIOR WRITTEN

CONSENT IS STRICTLY PROHIBITED.

BORREGO SOLAR
1814 FRANKLIN STREET, SUITE 700
OAKLAND, CA 94612
PHONE: (888) 898-6273
FAX: (888) 843-6778
WWW.BORREGOSOLAR.COM
1565 DEER CREEK RD, SHINGLE SPRINGS, CA, 95682
744 .80 kW DC STC RATED SOLAR ELECTRIC SYSTEM
GENERAL NOTES PROJECT SCOPE LOCATION MAP Sheet List Table @
I, AS CONTAINED HEREIN, "CONTRACTOR” IS ASSUMED TO BE BORREGO SOLAR SYSTEMS, INC THIS PROJECT CONSISTS OF THE INSTALLATION OF SOLAR MODULES PER THE SYSTEM DESCRIPTION, PP i o Sheet Number Sheet Title <<Q ,\\Q
AND "SUBCONTRACTOR” IS BORREGO’S INSTALLATION SUBCONTRACTOR. BELOW. THE MODULES WILL BE INSTALLED ON A GROUND MOUNTED RACKING SYSTEM. THE 7 | 7-1 TITLE PAGE ,\ Q)
2. THESE NOTES SET MINIMUM STANDARDS FOR CONSTRUCTION. THE DRAWINGS GOVERN OVER MODULES WILL BE WIRED IN SERIES STRINGS AND CONNECTED IN PARALLEL TO THE INVERTERS, & yom = o £21.0 ELECTRICAL SITE PLAN Q Q\Q
THESE NOTES TO THE EXTENT SHOWN. WHICH CONVERT THE PHOTOVOLTAIC OUTPUT POWER FROM DC TO AC. THE SOLAR ELECTRIC - - % ’\
3. ALL WORK SHALL CONFORM TO THE MINIMUM STANDARDS OF THE FOLLOWING: LOCAL SYSTEM WILL BE INTERCONNECTED WITH THE EXISTING SITE ELECTRICAL SYSTEM IN ACCORDANCE : E-1.1 ELECTRICAL SITE PLAN %CJ
BUILDING CODE, LOCAL ELECTRICAL CODE, ANY OTHER REGULATING AGENCIES WHICH HAVE WITH THE APPLICABLE ELECTRIC CODE AND PG&E REQUIREMENTS. F—2 1 AC SINGLE LINE DIAGRAM Q)Q
AUTHORITY OVER ANY PORTION OF THE WORK AND THOSE CODES AND STANDARDS LISTED IN =T AT SHEETS
THESE DRAWINGS AND IN THE SUBCONTRACTOR AGREEMENT. —/
4. EXCEPTIONS TO THE CONTRACT DOCUMENTS ARE PERMITTED ONLY WITH THE APPROVAL OF GENERATING EQMT DETAILS
BORREGO.
5. COORDINATE THESE DRAWINGS WITH SPECIFICATIONS AND MANUFACTURER INSTALLATION AND MODULES (QTY) MAKE & MODULE (1960) JA SOLAR JAM72S09-380/PR
OPERATION MANUALS AND NOTIFY BORREGO OF ANY DISCREPANCIES PRIOR TO BEGINNING
WORK. WDC-STC 380 W
6. DRAWINGS HAVE BEEN DETAILED IN COMPLIANCE WITH U.L. LISTING REQUIREMENTS AND THE
BUILDING CODE FOR THE MATERIALS SPECIFIED. IF AN ALTERNATE OR SUBSTITUTED MATERIAL WDC-PTC 351 W
IS ACCEPTED AS AN EQUAL BY BORREGO, THE SUBCONTRACTOR WILL ASSUME THE MODS PER STR 78
RESPONSIBILITY FOR WHATEVER CONSTRUCTION MODIFICATION AND/OR ADDITIONAL COST THAT
IS REQUIRED BY REASON OF THIS ACCEPTANCE. # OF STRS 70 ~
7. PRIOR TO THE COMMENCEMENT OF ANY WORK, EACH TRADE SHALL VERIFY EXISTING 3
CONDITIONS AND NOTIFY BORREGO OF ANY DISCREPANCIES TO THAT WHICH IS SHOWN IN INVERTER | (QTY) MAKE & MODEL | (5) CHINT CPS SCH125KTL-DO/US—600 | Jer— Lo
THESE DRAWINGS, INCLUDING BUT NOT LIMITED TO DIMENSIONS OF THE WORK AREA, S >
STRUCTURE, EXISTING ELECTRICAL SERVICE, CONDUIT PATHS, OBSTRUCTIONS, ACCESSIBILITY KVA (5) AT 125 KVA <C
ISSUES, AND WORKING CLEARANCES. ANY WORK PERFORMED IN CONFLICT WITH THE KWAC (5) AT 125 KWAC o
CONTRACT DOCUMENTS OR ANY CODE REQUIREMENTS SHALL BE CORRECTED BY THE 9p)
SUBCONTRACTOR AT HIS OWN EXPENSE. POWER FACTOR 1 O
8. SUBCONTRACTOR INITIATED CHANGES SHALL BE SUBMITTED IN WRITING TO BORREGO FOR AERIAL VIEW - =
APPROVAL PRIOR TO MAKING ANY CHANGES. APPROVED CHANGES REQUIRE A DRAWING CEC EFFICIENCY 98.80% o
REVISION TO MAINTAIN CONTROL OVER THE APPROVED DESIGN. DEVIATION FROM THESE = &
PLANS PRIOR TO BORREGO APPROVAL PLACES ALL LIABILITY ON THE SUBCONTRACTOR. NOMINAL AC VOLTAGE 600V % 0
9. UNLESS INDICATED AS EXISTING (E), ALL PROPOSED MATERIALS AND EQUIPMENT ARE NEW. —
30, ALLTEVS To BE. REMOVED AND. RELOGKTED. OR REPLACED, SWALL BE HADLED Wi MAX_OUTPUT CURRENT | 120A FOR CPS SCH125KTL-DO/US-600 > O
PROPER CARE AND STORED IN A SAFE PLACE TO PREVENT DAMAGE; OR BE REPLACED AT =
"HE. SUBCONTRACTOR'S EXPENSE. RACKING | MAKE & MODEL TERRA SMART GROUND MOUNT STRUCTURE \ LL] ==
11. ALL EQUIPMENT SHALL BE MOUNTED AS SHOWN. WHERE DETAILS ARE NOT PROVIDED, THE TILT ANGLE 95" A O
SUBCONTRACTOR SHALL USE DILIGENT EFFORTS TO MOUNT EQUIPMENT SUCH THAT IT WILL o &
BE CLEAN, LEVEL AND SOLID. AZIMUTH 229" L =
12. ALL SURFACES SHALL BE PATCHED AND PAINTED AROUND NEW DEVICES AND EQUIPMENT TO =y
MATCH EXISTING FINISHES. SYSTEM CAPACITY SUMMARY LLI
13. ANY METAL SHAVINGS RESULTING FROM SITE WORK SHALL BE CLEANED FROM ROOF %
SURFACES, ENCLOSURES AND ANY ADDITIONAL AREAS WHERE OXIDIZED OR CONDUCTIVE SYSTEM SIZE (KWDC—-STC) 744.80 KWDC o
METAL SHAVINGS MAY CAUSE RUST, ELECTRICAL SHORT CIRCUITS OR OTHER DAMAGE. _
14. NO STRUCTURAL MEMBER SHALL BE DRILLED UNLESS SPECIFICALLY AUTHORIZED BY SYSTEM SIZE (KWAC—CEC) 679.70 KWAC I
BORREGO. SYSTEM SIZE (KWAC) 625 KWAC (-
15. SUBCONTRACTOR ACKNOWLEDGES THAT THE SYSTEM AS INDICATED ON THE PLANS REQUIRES LO
ALL COMPONENTS TO BE INSTALLED TO PROPERLY RESIST WIND LOADS, SUCH AS BALLAST, | SYSTEM SIZE (KVA) 625 KVA e
WIND DEFLECTORS, ETC. IT IS THE RESPONSIBILITY OF THE SUBCONTRACTOR TO PROVIDE ~
TEMPORARY MEANS TO RESIST WIND LOADS FOR ALL COMPONENTS NOT YET INSTALLED PROJECT NUMBER:
DURING AND AFTER REGULAR WORKING HOURS. THIS MAY INCLUDE TEMPORARY TIE DOWNS, 902—1024
COVERING, BALLAST OR ANY OTHER MEANS. DAMAGE TO ANY INSTALLED SYSTEM COMPONENT
OR THE EXISTING FACILITY AS A RESULT OF THE UNFINISHED CONDITION NOT ADEQUATELY
RESISTING WIND SHALL BE THE RESPONSIBILITY OF THE SUBCONTRACTOR TO REPARR OR
REPLACE AT THE SUBCONTRACTOR'S COST.
16. TREES MAY GROW DURING THE LIFE OF THE SYSTEM AND IMPACT THE PRODUCTION.
V.7
APPLICABLE CODES AND STANDARDS PROJECT DIRECTORY GENERAL ABBREVIATIONS
2016 CALIFORNIA ELECTRICAL CODE SYSTEM / PROJECT OWNER CIVIL ENGINEER (E) EXISTING NS NORTH—SOUTH
2016 CALIFORNIA BUILDING CODE EL DORADO IRRIGATION DIST. FIRM:  BORREGO SOLAR SYSTEMS, INC. AHJ AUTHORITY HAVING JURISDICTION NTS NOT TO SCALE _
UL=1703 — SOLAR MODULES (209) 257-5265 CONTACT: VLADIMIR LANKOVSKY AL ALUMINUM OAE OR APPROVED EQUAL o
UL-1741 — INVERTERS, COMBINER BOXES 2890 MOSQUITO RD PHONE:  (619) 920-7226 APPROX  APPROXIMATE oc ON CENTER =
UL-2703 — RACKING MOUNTING SYSTEMS AND CLAMPING DEVICES FOR PV MODULES PLACERVILLE, CA 95667 ARY  ARRAY 0D OUTSIDE DIAMETER 2
NEC 2014 STRUCTURAL ENGINEER BLDG  BUILDING OFCl  OWNER FURNISHED CONTRACTOR =k
LAND OWNER / HOST FIRM: BORREGO SOLAR SYSTEMS, INC. BSS BORREGO SOLAR SYSTEM INSTALLED P
EL DORADO IRRIGATION DIST. CONTACT: ERTUG YURDUTEMIZ, S.E, cL CENTERLINE PV PHOTOVOLTAIC 2 m
(209) 257-5265 PHONE: (510)-496-8755 DAS DATA ACQUISITION SYSTEM PVC  POLY VINYL CHLORIDE S
1565 DEER CREEK RD DIA - DIAMETER SCH SCHEDULE _
SHINGLE SPRINGS. CA. 95682 ELECTRICAL ENGINEER DO DITTO SS STAINLESS STEEL Z|x
» M FIRM:  BORREGO SOLAR SYSTEMS, INC. EW EAST-WEST SSS  SOLAR SUPPORT STRUCTURE 2 |
CONTACT: BENJAMIN WALTER, P.E. FBO  FURNISHED BY OTHERS STC STANDARD TEST CONDITIONS
o o - JURLDICTION PHONE: ~ (510)-496-8719 FF FORWARD FACING TBD O BE DETERMINED S
GALV  GALVANIZED TP TAMPER PROOF 3=
UTILITY PROJECT DESIGN ENGINEER HDG  HOT DIP GALVANIZED TYP TYPICAL >
SCaE FIRM:  BORREGO SOLAR SYSTEMS, INC. HVAC  HEATING VENTILATION AND AR UON  UNLESS OTHERWISE NOTED =
CONTACT: ERIC BASTOUL CONDITIONING VIF VERIFY IN FIELD &
PHONE: (650)-823-4716 ;EI)FR IBTA?III%EA%W&[IER WP WEATHER PROOF RS
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SEE ELECTRICAL DETAILS FOR TRENCH DEPTH, CONDUITS CHAIRS & PROPER
CONDUIT-TO—-CONDUIT SPACING REQUIREMENTS.

IT IS THE RESPONSIBILITY OF THE SUB—CONTRACTOR TO HAVE ALL UNDERGROUND UTILITIES
MARKED PRIOR TO CONSTRUCTION

CONNECTORS SHALL BE BY THE SAME MANUFACTURER AS THOSE ON THE MODULES.

REFER TO STRUCTURAL PLANS FOR REQUIRED SEPARATION DISTANCE BETWEEN EXCAVATIONS AND

RACKING FOUNDATIONS.

LOCATION OF UTILITY POLES SHALL BE COORDINATED WITH UTILITY, VERIFIED IN FIELD AND
APPROVED BY BORREGO ELECTRICAL ENGINEER. GUY WIRES FOR POLES SHALL NOT BE PLACED
IN WETLAND AREAS. UTILITY OWNED POLES SHALL BE A MINIMUM OF 30’ APART.
SUBCONTRACTOR TO PROVIDE SUBMITTAL OF PULL CALCULATIONS FOR EACH MV CABLE RUN,
VERIFYING CABLE INSTALLED TO MANUFACTURER'S SPECIFICATION FOR CABLE TENSION AND SIDE
WALL PRESSURE.

PROVIDE SEPARATE HANDHOLES FOR MV, COMMUNICATIONS, AND LV (DC AND AC) CONDUITS AS
REQUIRED FOR WIRE PULLING AND CODE COMPLIANCE. SUBCONTRACTOR TO PROVIDE SUBMITTAL
FOR HANDHOLE. SEE ELECTRICAL SPEC SHEET SECT. 260533 Y.

CONDUIT RUNS SHOWN ARE INDICATIVE OF PATH AND CONVEY ORIGIN AND TERMINATION.
SUBCONTRACTOR TO DETERMINE BEST ROUTE PER FIELD CONDITIONS. FINAL CONDUIT PATH
SHALL BE APPROVED WITH BORREGO SITE SUPERVISOR PRIOR TO INSTALLATION.

INSTALLATION ON THE UTILITY SIDE OF THE POCC SHALL COMPLY WITH UTILITY REQUIREMENTS —
UTILITY STANDARDS TO BE PROVIDED BY BORREGO.
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SOLAR SYSTEMS, INC. TO FACILITATE THE SALE
AND INSTALLATION OF A SOLAR POWER SYSTEM

FROM BORREGO SOLAR SYSTEMS, INC.
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BORREGO SOLAR

1814 FRANKLIN STREET, SUITE 700
OAKLAND, CA 94612
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SEE ELECTRICAL DETAILS FOR TRENCH DEPTH, CONDUITS CHAIRS & PROPER

CONDUIT-TO—-CONDUIT SPACING REQUIREMENTS.

IT IS THE RESPONSIBILITY OF THE SUB—CONTRACTOR TO HAVE ALL UNDERGROUND UTILITIES

MARKED PRIOR TO CONSTRUCTION

CONNECTORS SHALL BE BY THE SAME MANUFACTURER AS THOSE ON THE MODULES.
REFER TO STRUCTURAL PLANS FOR REQUIRED SEPARATION DISTANCE BETWEEN EXCAVATIONS AND

RACKING FOUNDATIONS.

LOCATION OF UTILITY POLES SHALL BE COORDINATED WITH UTILITY, VERIFIED IN FIELD AND
APPROVED BY BORREGO ELECTRICAL ENGINEER. GUY WIRES FOR POLES SHALL NOT BE PLACED

IN WETLAND AREAS. UTILITY OWNED POLES SHALL BE A MINIMUM OF 30’ APART.
SUBCONTRACTOR TO PROVIDE SUBMITTAL OF PULL CALCULATIONS FOR EACH MV CABLE RUN,
VERIFYING CABLE INSTALLED TO MANUFACTURER'S SPECIFICATION FOR CABLE TENSION AND SIDE

WALL PRESSURE.

PROVIDE SEPARATE HANDHOLES FOR MV, COMMUNICATIONS, AND LV (DC AND AC) CONDUITS AS
REQUIRED FOR WIRE PULLING AND CODE COMPLIANCE. SUBCONTRACTOR TO PROVIDE SUBMITTAL
FOR HANDHOLE. SEE ELECTRICAL SPEC SHEET SECT. 260533 Y.

CONDUIT RUNS SHOWN ARE INDICATIVE OF PATH AND CONVEY ORIGIN AND TERMINATION.
SUBCONTRACTOR TO DETERMINE BEST ROUTE PER FIELD CONDITIONS. FINAL CONDUIT PATH
SHALL BE APPROVED WITH BORREGO SITE SUPERVISOR PRIOR TO INSTALLATION.

INSTALLATION ON THE UTILITY SIDE OF THE POCC SHALL COMPLY WITH UTILITY REQUIREMENTS —

UTILITY STANDARDS TO BE PROVIDED BY BORREGO.
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ELECTRICAL SITE PLAN
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SHEET NOTES

TERMINATIONS FOR ALUMINUM CONDUCTORS SHALL COMPLY WITH 260519—-P OF ELECTRICAL
SPECIFICATIONS. ALL COMPRESSION LUGS SHALL BE PROVIDED BY SUBCONTRACTOR.

REFERENCE ELECTRICAL EQUIPMENT MANUALS FOR CONDUIT OPENINGS AS CONDUITS ARE SIZED

TO NEC MINIMUMS.

WHERE TRANSITIONS THROUGH DIFFERENT CONDUIT TYPES CAUSE A CHANGE IN CONDUIT SIZE,
ADDITIONAL SIZES AND FILLS ARE ALSO NOTED IN THE SCHEDULE BY TYPE.

THIS DOCUMENT IS PROVIDED BY BORREGO
SOLAR SYSTEMS, INC. TO FACILITATE THE SALE
AND INSTALLATION OF A SOLAR POWER SYSTEM

FROM BORREGO SOLAR SYSTEMS, INC.
REPRODUCTION, RELEASE OR UTILIZATION FOR
ANY OTHER PURPOSE, WITHOUT PRIOR WRITTEN

CONSENT IS STRICTLY PROHIBITED.

BORREGO SOLAR

1814 FRANKLIN STREET, SUITE 700
OAKLAND, CA 94612
PHONE: (888) 898-6273
FAX: (888) 843-6778
WWW.BORREGOSOLAR.COM

DEER CREEK WWTP 1
1565 DEER CREEK RD, SHINGLE SPRINGS, CA, 95682

PROJECT NUMBER:
902-1024

50%

EB

DRAWN | CHECKED | RELEASE LEVEL

EB

DATE
5/10/19

REV

SCALES STATED ON DRAWINGS
ARE VALID ONLY WHEN PLOTTED
ARCH D 24" X 36"

A ! soonr REQUIREMENTS 4
3PH, 480Y/277V, 750 KVA XFMR-1B, Z=5.75% 750 KVA XFMR—1A, Z=5.75%
4W, NEMA 3R w A N
480V 12KV 12kv" 600V
GFP ﬁ/lj g g
30E ] ]
~ APPROX.
r\J\du A \f\
j é et j é
COOPER BAY—O-NET FUSE 3
5 L PNL—1, 800A
LA \ #2/0 COPPER GEC— 3PH 600Y/347V, 4W NEMA 3R
T0 DAS SYSTEM & REVENUE  1/0
GRADE METER — MORE DETAILS S
PT AND CT FOR )
CENERATON e R INCLUDED ON 90% DRAWINGS
[GFPF——( 800A XFMR—1C 1PH 5kVA,
600V—120V /240V
|~ | TO DAS 1 SYSTEM
15A/2P SEE E-2.2 FOR DETAILS
INv1 € g
) 150A
( ~_
INVZy 150A
( ~_
NV 150A
( ~_
INVAS 150A
( ~_
VS 150A
MODULES | (QTY) MAKE & MODULE | (1960) JA SOLAR JAM72S09-380/PR TAG | QTY DESCRIPTION FURNISHED
BY
WDC-STC 380 W
WDC—PTC 1 W (1) | 1960 | JA JAM72S01-380/PR MODULE BORREGO
(2) 5 | CHINT CPS SCH125KTL—DO/US—600 125KVA 1500VDC, 3PH, BOOVAC, 3W, NEMA 4X BORREGO
MODS PER STR 28 (3) | 1 | PNL-1, B0OA 3PH, 600Y/347V, 4W, NEMA 3R, T4KALC BORREGO
# OF STRS 70 (& | 1 | XFMR-1A, 600Y/347V PRIMARY 12kV SECONDARY, 3PH 4W, NEMA 3R, 750KVA BORREGO
INVERTER | (QTY) MAKE & MODEL | (5) CHINT CPS SCH125KTL—DO/US—600 (5) 1 | XFMR=1B, 12kV PRIMARY 480Y/277V SECONDARY, 3PH 4W, NEMA 3R, 750KVA BORREGO
KVA (5) AT 125 KVA (6) 1 | ACSW=1, 1200AS, 1000AF, VISIBLE, LOCKABLE, PRINGLE BOLTED CONTACT SWITCH, GF RELAY, 480/277V, 4W,NEMA 3R, CB1233B120480 BORREGO
KWAC (5) AT 125 KWAC 7 1 | XFMR=1C, 5KVA, 600V—120Y/240V 1PH BORREGO
POWER FACTOR 1
CEC EFFICIENCY 98.80%
NOMINAL AC VOLTAGE 600V
MAX OUTPUT CURRENT | 120A FOR CPS SCH125KTL—DO/US—600
RACKING | MAKE & MODEL TERRA SMART GROUND MOUNT STRUCTURE
TILT ANGLE 25"
AZIMUTH 229"
SYSTEM SIZE (KWDC—STC) 744.80 KWDC
SYSTEM SIZE (KWAC—CEC) 679.70 KWAC
SYSTEM SIZE (KWAC) 625 KWAC
SYSTEM SIZE (KVA) 625 KVA
SCALE: NTS

E-2.1

AC SINGLE LINE DIAGRAM
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Harvest the Sunshine

BORREGO SOLAR

1814 FRANKLIN STREET, SUITE 700

OAKLAND, CA 94612
PHONE: (888) 898-6273
FAX: (888) 843-6778
WWW.BORREGOSOLAR.COM
JAM72S09 375-395/PR
|"- Introduction -"| CPS SCH100/125KTL-DO/US-600
Powered by high-efficie ? L ) y 1 - The 100 & 125kW medium power CP5 three phase string inverters are designed for ground mount applications. The units are high
modules provides the ; 3 the of any ] _ L performance, advanced and reliable inverters designed specifically for the North American environment and grid. High efficiency at % %
15 large or small. . . . 1 99,09 peak and 98.5% CEC, wide operating voltages, broad temiperature ranges and a NEMA Type 4X enclosure enable this inverter Q Q
platform to operate at high performance across many applications. The CPS 100/125kW products ship with the standard wire-box, << Q’)\\

enables communication, contrels and remote product upgrades.

Key Features %

5 busbar solar cell design Higher output power ' MNEC 2014/17 compliant & UL listed Are-Fault circuit protection NEMA Type 4X outdoor rated, tough tested enclosure Q%
Touch safe DC Fuse holders adds convenience and safety Advanced Smart-Grid features (CA Rule 21 compatible) Q)
CPS Flex Gateway enables remote FW upgrades kVA Headroom yields 100kW @ 0.9PF and 125kW @ 0.95PF

each fully integrated and separable with touch safe fusing, monitoring, and AC and DC disconnect switches. The CPS Flex Gateway /\

Integrated AC & DC disconnect switches Generous 1.5 DC/AC Inverter Load Ratio
Excellent low-light performance Lower temperature coefficient 1 MPPT with 16 and 20 inputs for maximum flexibility Separable wire-box design for fast service

Copper and Aluminum compatible AC connections Standard 10 year warranty with extensions to 20 years

Superior Warranty Comprehensive Certificates

12-year product warranty « IEC 61215, IEC 81730,UL 1703
« 25-year linear power output warranty « 150 9001; 2015 Quality management systems

100% * 150 14001 2015 Environmental management systems

ekt E * DHSAS 18001: 2007 Occupational health and safety
management systems

* |EC TS 62941, 2016 Terrestrial photovoltaic (PY) modules —
Guidelines for increased confidence in PV module design
gualification and type approval

I I I
I o

JA Linear Power Warranty B Industry Warranty @ =t : 100/125kW Standard Wire-box 100/125kW Centralized Wire-box

intertex
4004522
Cprbarny il fim 1741 This device cormpie wilh
Tart30 (A SUETT0 Yo BT 131 O 5 o e FLC e

www.jasolar.com e O CHINT POWER 2018/08-MKT NA Chint Power Systems America
1 ; e - B Ariel bkl el e 60 Koll Center Parkway, Suite 318 Pleasanton, TA 24566
JA &al: . ‘__ . i 1 Tel; B55-584-7168  Mail: AmericaSale hintoowercom  Web: www.chintpowersystams com

J/ASOLAR JAM72S09 375-395/PR =3

DEER CREEK WWTP 1
1565 DEER CREEK RD, SHINGLE SPRINGS, CA, 95682

MECHANICAL DIAGRAMS SPECIFICATIONS Model Name CPS SCH100KTL-DOMUS-600 CPS SCH125KTL-DOWUS-600
DC Input
i , . 1 Cell Mona Max. PV Power 150kW 187, 5kW
- 4 Max. DC Input Voltage 1500V
Waigh 2% ka3t Operating DC Input Voltage Range 860-1450Vde
Star-up DC Inpul Voitage | Power 900V 7 250W
Limensions 1988+2mm* 100522mm=>40+1mm Number of MPF Trackers 1
MPPT Voltage Range 870-1300Vdc
N . . Max. PV Input Current {Isc x1.25) 220A 275A
Cable Cross Seclion Size Amm® (12AWG -
Number of DC Inputs 16 fused inpuls [{Standard) { 2 (Centralized) 20 fused inpuls (Standard) / 2 (Centralized)
: DC Disconnection Type Load rated DC switch
by frilon it B 126112 _ .
e Ngy of clls “Ex12) DC Surgs Protection Type Il MOV, Up=2.5kV , In=20kA(8/20us)
Linits: mm
Moaning Meles 4 Paces for Ac HHWUt
N 5 i (1] 186 IPE7, 3 diodes
: HETAREON il Rated AC Oulput Power 100KW 125K
= ac 4.10 {1000V Max. AC Qutput Power' 100RVA (111KVA @ PF=0.8) 125k\VA (132KVA @ PF=>0.95)
ol s i UV
-I Connector oA A e Rated Output Valtage 600Vac
o4 .10-35 (15000 -
[rumieg holes . E Dutput Voltage Range” 5Z28-660Vac
= Packaging Configuration 27 Per Pallet Grid Connection Type’ 3® | PE [ N (Neutral optional)
Momimal AC Output Current {@600Vac
/ | ime: £l L8 i g Rated Qutput Frequancy 60Hz
2 .
ELECTRICAL PARAMETERS AT STC Output Frequency Range 57-63Hz PROJECT NUMBER:
JAMT72S08 JANMTZ508 JAMT2S08 JAMT2809 JAMT 2509 Pawer Factor »(0.99 (£0.8 adjustable) >0.99 (+0.8 adjustable) 902-1024
TYPE ATHIPR -BBOIPR -385/FR -380/PR -396/PR Current THD <%
ated Maximum Powear(Pmax) [W] 37h 380 385 390 345 AC Disconnection Type Load rated AC switch (Standard Wirs-box only)
= o - AC S Protech Type Il MOV, Up=2.5kV , In=20k&{8/20us
Open Cirguil Voltage(Voc) [V] ] 49.04 49.35 48.64 Ll il e & A }
System
Maximum Power Voltage{\mp) [V] 3827 39.90 4021 4048 Topalogy Transformeress
Short Circuit Current(lse) [A] 0.05 4 1017 10.27 Max. Efficiency 9.0%
CEC Efficiency 98.5%
| I 1 P r G at{lm | .58 L RT 565 . .
Maximum Pawer Current{imp) [A] L Stand-by / Night Consumption <2W
Module Efficiency [%)] 8.8 184 19.5 Environment
E s Tl s s B Enclosure Protection Degrea NEMA Type 4X
Cooling Method Variable speed cooling fans
Temperature Coeiliclent of isc(a_isc) +0.060%/ Y Operating Temperature Range -22°F to +140°F | -30°C to +60°C (derating from +113°F / +45°C)
Temperature Coefficient of VoclB_Voc) 0:-300%1( Mon-Operating Temperature Range" -40°F to +158°F | -40°C to +70°C maximum’
= ol B T & aTER Operating Humidity 0-100%
emperature Cosfficient of Pmax(y_Pmp) BT Operating Altituda B202ft { 2500m (no derating)
STC Irradiznce 1000W/Im?, cell termperature 250, AM1T 856G Audible Noise <65dBA{@Tm and 25°C 3
Remark: Electrical oata in this calalog do nat reter o & single module and they are not part of the offer They only senve for companson-among different module bypes Display and Communication 3 e E
*For MexTracker instaliations static loading perfarmance: front lnar measures 2400Pa, while back boad measures 2400Pa User Intarface and Display LED Indicaters, WiFi + APP e
i Lt R PLC j 1 rd Wire- I
ELECTRICAL PARAMETERS AT NOCT OPERATING CONDITIONS 's"_“E“E' '\mﬂ?“g. Ddbuscpi**if- ; tommi{s an:na s box only) §
e JAM72508  JAMT2S08  JAM s JAMTZSDD JAMT 2500 Maximiim Svstem Voltsae . 10001800V DEULY fle L. nlinrln-g o Gattaay (1. rer 70 kvartars) ] I
380/PR -390/PR -395(PR MIRHMERE YRS VoRkane VEVVEIRORV LG VL) Modbus Data Mapping SunSpec/CPS =)
Rated Max Power(Prax) [W] g 281 285 Prer) Operating Temperature 40 C—+BET Remote Diagnostics/AW Upgrade Functions Standard ac
Open Circuit Voliage(Voc) [V] 54T 6.7 Iaxi Series Fuse 204 Machanies 8
Jpen Circuit Voltage(Voc) [V] 46.15 4647 46,78 g Vaximum Serigs Fuse 20 Sihensiora WD) 45.28x24.25%9,B4in (1150%616x250mm) with Standard Wire-box 6 .
Max Powar Voltage(Vmp) [V] a7 : 1784 ar.ez 362 Maximum Static Load,Fronl®  5400Pa(112 Ihife) 38.37x24.25x9.84in (1000x616x250mm) with Centralized Wire-box w | L
Weight Inverter: 1Z21lbs | 55kq; Wire-box; 55lbs | 25kg (standard); 33Ibs [ 15kg (centralized) 8
S Circuit Curment({lsc) | 7 03 8.07 aximum Stati . Back* 2400Pai 50 Ibft*) : .
hort Circuit Curmant(lsc) (4] c B 8.07 Masimum Static Load Back A00Pa(50 Ikt Mounting/installation Angle 1% - 90 degrees from harizantal (vertical, angled)
Max Fower Current{imp) [A] 78 T.57 7.61 | NOCT 45 AC Termination” & Stud Type Terminal Block (Wire range: #6 - 3/0AWG CUAL® Lugs not supplied) § om
- PR AR e ) o Screw Clamp Fuse Holder (Wire range: #12 - #6AWG CU) - Standard Wire-box é (]
] Irradiance BOOW/m?. ambient temperature 207 i rfo ; ] i
NOC Wh_”‘;"l_“m__m Imis. AMA 5G Fire Performance ok DG Terminatan Busbar, M8 PEMserts {Wire range: #1AWG - 250kemil CU/AL, Lugs not supplied) - Centralized Wire-bax o

Fused String Inputs 204 fuses provided (Fuse values of 15 or 204 sllowed)
CHARACTERISTICS Safety

Safety and EMC Standard UL1741-8A-2016, UL1699B, CSA-C22.2 NO.107.1-01, IEEE1547a-2014; FCC PART 15
Grid Standard |IEEE 1547a-2014, CA Rule 21

t YOO Smart-Grid Features Voltage-RidaThru, Frequency-RideThru, Sof-Start, Velt-Var, Freguency-Watt
i i Warranty

Curreni-Voltage Curve JAMT2S5089-385/PR Power-YVollage Curve JAMTZSD8-385/PR Curreni-Vollage Curve JAMTZS09-385/FR

DATE
5/10/19

Standard 10 vears
Extended Terms 15 and 20 years

REV

1) “Ma. AC Apperent Powar” rating valid within MPPT vaoltsgs rangs end ismparaturs rangs of -30°C to +48°C (-22°F to +104°F) for 100KW PF 20.9 2nd 125K\ PF 20,85 SCALES STATED ON DRAWINGS
2) The "Output Viollags Rangs" and "Ouiput Frequency Range” may differ according to the spac#ic grd standard ARE VALID ONLY WHEN PLOTTED
3] Wye neulral-grounded Delta may not be comer-grounded ARCH D 24" X 36"

4] Baa user manual for fardher maquirements regarding non-operating conditions.
5) AL requires hi-metallic compressan g o bi-metallic adepter

Premium Cells, Premium Modules on No. - US_EN_ 201903084 E_ 7 O
|

DATA SHEETS




ATTACHMENT B
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

SITE ASSESSMENT TABLE
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ATTACHMENT C
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

PROJECT SCHEDULE

Provider will develop, with input from District, a Preliminary Project Schedule and a Final Project Schedule
using Primavera P6 or equivalent and submit the Final Project Schedule to District within 30 days after the
Agreement Effective Date. Provider and District will establish a weekly construction meeting at which time
the work of the previous week will be reviewed, and a three-week look-ahead schedule will be coordinated.
The three-week look-ahead schedule shall be created in MS Excel® and present the list of activities
occurring at each Site on a daily basis.

The work on the Project shall be completed on or before the Commercial Operation Date in accordance
with the Final Project Schedule set forth below and as may be amended from time to time during the
Agreement Term but in no case extending beyond the Commercial Operation Deadline. The Final Project
Schedule shall only be modified upon the written approval of District. Any modified schedule approved by
District shall replace the existing Final Project Schedule set forth below.

The Final Project Schedule (Anticipated Key Engineering and Construction Dates) shall include, at a
minimum, the following and shall become a part of the Agreement upon District’s approval:

50%, 90% and 100% drawings due to District
District review of 50%, 90%, 100% drawings
Permit approval

Procurement

Site preparation

Construction start

Electrical & Mechanical completion
Interconnection sign off

Testing & commissioning

Utility meter and rate switch completion
Permission to Operate

Final completion date

The Final Project Schedule shall not show more than 10% of the total activities as critical, and no activity
shall have duration longer than thirty (30) days. The Final Project Schedule shall indicate the beginning and
completion dates of all phases of construction and shall use the “critical path method” (CPM) for the
planning and scheduling of all work required. The schedule will separately identify those milestones or
events that must be completed before other portions of the work can be accomplished. The Final Project
Schedule shall incorporate float for inclement weather and resulting muddy site conditions due to rain and
shall also include any potential acceleration paths. Scheduled float for non-working rain-related days and
resulting muddy site conditions shall be based upon the latest and nearest available data from acceptable
data issued from the National Weather Service.

A monthly project schedule update shall be provided to accurately indicate the actual progress of the work
against the baseline Final Project Schedule for the prior month, and the remaining planned completion of
the work.



The scheduling is necessary for the District’s adequate monitoring of the progress of the work. The District
may disapprove such a schedule and require modification to it if, in the opinion of the District, adherence
to the progress schedule will cause the work not to be completed in accordance with the Agreement.
Provider shall adhere to any such modifications required by the District. Between the monthly schedule
updates, it is the obligation of the Provider to monitor the progress of the work against the current
construction schedule activities, and to notify the District in writing of all changed activity start dates and
finish dates.

Provider will exchange scheduling information with Subcontractors and suppliers. Provider will order
work, equipment and materials with sufficient lead time to avoid interruption of the work.

The Provider shall also, if requested by the District, provide revised schedules within fifteen (15) days if,
at any time, the District considers the Commercial Operation Date to be in jeopardy. The revised schedule
shall be designed to show how the Provider intends to accomplish the work to meet the original Commercial
Operation Date. The form and method employed by the Provider shall be the same as for the original
progress schedule. The Provider shall modify any portions of the schedule that become infeasible because
of “activities behind schedule” or for any other valid reason. Provider will provide documents and
justification for any schedule changes. An activity that cannot be completed by its original Commercial
Operation Date shall be deemed to be behind schedule.

IF PROVIDER SUBMITS A REVISED SCHEDULE SHOWING AN EARLIER COMMERCIAL
OPERATION DATE FOR THE PROJECT, DISTRICT’S ACCEPTANCE OF THIS REVISED
SCHEDULE SHALL NOT ENTITLE PROVIDER TO ANY ADDITIONAL COMPENSATION OR
CLAIM DUE TO ANY SUCH REVISED SCHEDULE.



ID Task % Task Name Duration Start Finish Predecessors
Mode  |Comple Qtr 1,2019 Qtr2,2019 Qtr3,2019 Qtr4,2019 Qtr 1, 2020 Qtr 2, 2020 Qtr 3, 2020 Qtr 4, 2020
0 Jan ‘ eb ‘ Mar Apr May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec

1 EH 48%  Project Development/Finance 245 days Mon 2/11/19  Fri1/17/20 v
2 W 100% Project Award 0 days Mon 2/11/19  Mon 2/11/19 ¢ 2/11
3 v wm 100% NTP 0 days Mon 2/11/19  Mon 2/11/19 ¢ 2/11
4 & mm 100% Title Report 20days Mon2/11/19  Fri3/8/19 3
5 - 68% Negotiate/ Execute PPA 110 days Mon 3/11/19  Fri 8/9/19 4
6 [EH wg 68% Finalize Access/ Easement 100 days Mon 4/8/19 Fri 8/23/19 4
7 - 0% Execute PPA 5 days Mon 8/12/19  Fri 8/16/19 5
8 - 0% Project Finance Negotiations 90 days Mon 8/26/19  Fri12/27/19 18,7,6
9 - 0% Close NIPA and EPC 15days  Mon 12/30/19 Fri1/17/20 8
10 » 0% Construction NTP Odays  Mon 12/30/19 Mon 12/30/19 8,25,35 S 12/30
1 |E wg 77%  Engineering 175 days Mon 2/18/19  Fri 10/18/19 v v
12 | mm 100% Site Discovery 63days Mon2/18/19 Wed 5/15/19 L4 v
19 - 56% System Design & Engineering 155 days Mon 3/18/19  Fri 10/18/19 L4 v
20 |/ wmm 100% 50% Design 35days Mon 3/18/19  Fri5/3/19 14 ]
21 - 0% Client Review of 50% Set 5 days Mon 8/19/19  Fri 8/23/19 20,7 i
22 -y 75% Project Finance Eval - Real 50 days Mon 5/6/19 Fri 7/12/19 20

Estate/ Greenlight award
23 - 0% CD/Permit Design 20days Mon 8/26/19  Fri9/20/19 22,6,21
24 - 0% Client / Buyer Review of 10days Mon9/23/19  Fri10/4/19 23

CD/Permit Set (CDIFR)
25 - 0% Stamped CD / Permit Plans 10days Mon 10/7/19  Fri10/18/19 24

Released
26 B wm 19% Interconnection 306 days Fri2/15/19 Fri4/17/20 v
27 | 9wy 100% INTX Agreement Executed (Reviews:10 days  Fri 2/15/19 Thu 2/28/19 3 Y.
28 W 100% Interconection Revision Needed 20days  Mon 2/25/19  Fri3/22/19 27 h
29 7 0% SFA paid 5 days Mon 10/28/19 Fri11/1/19 28,8
30 - 0% Utility Design and Construction 120 days Mon 11/4/19  Fri4/17/20 29
31 B g 0% Permitting 30days Mon 10/21/19 Fri11/29/19 -—y
32 - 0% AHJ 1st Review period 10days Mon 10/21/19 Fri11/1/19 25
33 - 0% AHJ Comments 5 days Mon 11/4/19  Fri 11/8/19 32

addressed/revised/resubmitted
34 - 0% AHJ 2nd review period 10days Mon11/11/19 Fri11/22/19 33
35 - 0% AHJ grants permit 5 days Mon 11/25/19 Fri11/29/19 34
36 [FE g 0% Procurement 95days Mon 10/21/19 Fri2/28/20 v
37 - 0% Modules 80 days Mon 10/21/19 Fri2/7/20 25
38 - 0% Inverters 35days  Mon 11/11/19 Fri12/27/19 33
39 - 0% Switch Gear and Panelboards 45 days  Mon 12/30/19 Fri 2/28/20 33,8,10
40 - 0% Transformers 60 days Mon 11/11/19 Fri 1/31/20 33
41 - 0% TeraSmart Piles 45days  Mon 12/30/19 Fri 2/28/20 33,8
42 - 0% TeraSmart Racking 45days  Mon 12/30/19 Fri 2/28/20 33,8,10
43 - 0% DAS System and Comminications 20 days  Mon 12/30/19 Fri 1/24/20 35,8,10
Hardware

44 - 0% Deer Creek 1 Construction 140 days Mon 1/27/20 Fri8/7/20
45 - 0% Mobilization 10days Mon1/27/20 Fri2/7/20
46 - 0% Temp Services Set-up 5 days Mon 1/27/20  Fri 1/31/20 35,9FS+5 days
47 - 0% SWPPP BMP's in Place 5 days Mon 2/3/20 Fri 2/7/20 46
48 - 0% Site Signage In Place 5 days Mon 2/3/20 Fri 2/7/20 46
49 - 0% Preconstruction Meeting 5 days Mon 2/3/20 Fri 2/7/20 46
50 - 0% Site Bounderies Survey 5 days Mon 2/3/20 Fri 2/7/20 46
51 - 0% Civil Work 30days Mon 2/10/20 Fri3/20/20
52 - 0% Site Surface Prep 15days  Mon 2/10/20  Fri2/28/20 50
53 - 0% New Access Road 10days  Mon 3/2/20 Fri 3/13/20 52 Li
54 - 0% Construction Survey 5 days Mon 3/16/20  Fri 3/20/20 53
55 - 0% Mechanical 75days Mon3/23/20 Fri7/3/20 v
56 - 0% Layout & Site Surface Prep 20days  Mon 3/23/20  Fri 4/17/20 54,51 T—
57 - 0% Pile Foundation Installation 20 days  Mon 4/20/20  Fri 5/15/20 56,52 3
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ID Task % Task Name Duration Start Finish Predecessors
Mode  |Comple Qtr 1,2019 Qtr2,2019 Qtr3,2019 Qtr4,2019 Qtr 1, 2020 Qtr 2, 2020 Qtr 3, 2020 Qtr 4, 2020
0 Jan eb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec
58 - 0% String Inverter Piles Foundation 5 days Mon 5/18/20  Fri 5/22/20 57
Installation
59 - 0% Racking Installation 20 days Mon 5/18/20  Fri6/12/20 57
60 - 0% PV Solar Module Installation 25days  Mon 6/1/20 Fri 7/3/20 59SS+10 days
61 - 0% Equipment Pads 22days Mon4/20/20 Tue 5/19/20 | sum—
62 - 0% Excavate Equipment Pads 3 days Mon 4/20/20 Wed 4/22/20 57SS
63 - 0% Install & Stub-up Underground Ci5 days Thu 4/23/20 Wed 4/29/20 62
64 - 0% Backfill, Compaction, Form 3 days Thu 4/30/20 Mon 5/4/20 63
65 - 0% Place & Finish Concrete 1day Tue 5/5/20 Tue 5/5/20 64
66 - 0% Concrete Cure 5 days Wed 5/6/20 Tue 5/12/20 65
67 - 0% Set & Anchor Panelboard, Xfmr, |3 days Wed 5/13/20  Fri5/15/20 66
68 - 0% Set & Anchor BOS and DAS Equip 2 days Mon 5/18/20 Tue 5/19/20 67
69 - 0% DC & AC Electrical 75days Mon4/27/20 Fri8/7/20
70 - 0% Trench 10days Mon 4/27/20  Fri5/8/20 56FS+5 days,5
71 - 0% Install Underground Conduit 8 days Mon 5/11/20  Wed 5/20/20 70
72 - 0% INSPECTION 5 days Thu 5/21/20 Wed 5/27/20 71
73 - 0% Backfill & Compaction 8 days Thu 5/28/20 Mon 6/8/20 72
74 - 0% Install String Inverters 10days Tue 6/9/20 Mon 6/22/20 58,73
75 - 0% Intra-Module Series Wiring 15days Mon 6/29/20  Fri7/17/20 60FS-5 days,7¢
76 - 0% Install Source Circuits from String10 days ~ Mon 7/20/20  Fri 7/31/20 60FS-15 days,’ ‘E%
77 - 0% Complete Wire Management 5 days Mon 8/3/20 Fri 8/7/20 76
78 - 0% MV Electrical 28 days Tue 6/9/20 Thu 7/16/20
79 - 0% Trench 6 days Tue 6/9/20 Tue 6/16/20 73
80 - 0% Underground Conduit 4 days Wed 6/17/20 Mon 6/22/20 79
81 - 0% INSPECTION 5 days Tue 6/23/20 Mon 6/29/20 80
82 - 0% Backfill & Compaction 4 days Tue 6/30/20 Fri 7/3/20 81
83 - 0% Install Circuits 7 days Tue 6/30/20 Wed 7/8/20 80,81
84 - 0% Install Interconnect Disconnect (15 days Thu 7/9/20 Wed 7/15/20 83
85 - 0% Terminate INTX Tie In 1 day Thu 7/16/20 Thu 7/16/20 84 1
86 - 0% DAS System 5 days Tue 6/23/20 Mon 6/29/20
87 - 0% Install Wx Station 5 days Tue 6/23/20 Mon 6/29/20 74
88 - 0% Install Irradiance Meter 5 days Tue 6/23/20 Mon 6/29/20 74
89 - 0% Install Tracker Controller(s) & GP 5 days Tue 6/23/20 Mon 6/29/20 74
90 - 0% Install Anenometer 5 days Tue 6/23/20 Mon 6/29/20 74
91 L 0% Install DAS BOS (CT's/ Data Colle(5 days Tue 6/23/20 Mon 6/29/20 74
92 - 0% Installation of Communication In 5 days Tue 6/23/20 Mon 6/29/20 74
93 ™ 0%  DEER CREEK 1 MECHANICAL Odays  Fri8/7/20 Fri8/7/20 44 o 8/7
COMPLETION
94 0% Testing, Acceptance and 25days Mon8/10/20 Fri9/11/20 93
Commissioning
95 - 0% AHJ Final Inspection 5 days Mon 8/10/20  Fri 8/14/20 93 3
96 - 0% DC Circuits 5 days Mon 8/10/20  Fri 8/14/20 93
97 - 0% AC Circuits 5 days Mon 8/10/20  Fri 8/14/20 93
98 - 0% UTILITY Request for PTO Inspection 20 days ~ Mon 8/17/20  Fri9/11/20 93,95 3
99 - 0% UTILITY Permission to Operate/Par:0 days Fri 9/11/20 Fri 9/11/20 98 9/11
100 3 0% COMMERCIAL OPERATION DATE 0 days Mon 9/14/20 Mon 9/14/20 99 4
(SUBSTANTIAL COMPLETION)
101 - 0% DAS Configuration 5 days Mon 9/14/20  Fri 9/18/20 93,98
102 - 0% Close out 31days Mon9/14/20 Mon 10/26/20 93,98
103 - 0% Punch List 25days  Mon9/14/20  Fri 10/16/20  93,98FS-8 day
104 - 0% Performance Testing 20 days  Mon 9/14/20  Fri 10/9/20 99
105 - 0% System Guide Turnover 1 day Mon 10/26/20 Mon 10/26/20 103FS+5 days
106 - 0% DAS Training 1 day Mon 10/26/20 Mon 10/26/20 103FS+5 days
107 L% 0% DEER CREEK 1 FINAL COMPLETION 0 days Tue 10/27/20 Tue 10/27/20 100,102FS+1 10/27
day
Task I Project Summary =9 Manual Task I Start-only C Deadline ¥ Baseline Milestone < Slippage
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ATTACHMENT D
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

CONSTRUCTION MEETING MINUTES TEMPLATE




<PROJECT NAME>

PROGRESS MEETING #XX MINUTES
Date: 2014-01-01
Time of Meeting: 0:00
Location: Building XX, Room YY

MEETING ATTENDEES

Company Name Present
(PT) attended part-time (Y) attended in person (CC) attended via conference
call
Minutes by: John Doe
Distribution: [Progress Meeting Quorum]

CORRECTIONS OR CLARIFICATIONS TO THE MEETING NOTES SHOULD BE DIRECTED TO: John Doe

Section 1: Contract
No. Date of Action POC Due Date Status
Entry

Section 2: Engineering and Design

Section 3: Project/Construction Schedule Review

Section 4: RFIs and Submittals

Section 5: Pending Change Order (PCO), Change Order (CO), and Pay Application

Section 6: General Discussion / Site Issues

Section 7: IOR and SI Topics

Section 8: Scheduled Testing and Inspection




Section 9: End ofMeeting Minutes (note these items will be applied to the appropriate sections in the next meeting’s agenda)




ATTACHMENT E
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

CHANGE FORM TEMPLATES




ATTACHMENT F
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

COMMISSIONING SCHEDULE

Overview:

Provider technical personnel, with the assistance of the equipment manufacturer(s) as needed, will perform
a complete commissioning of each Solar Facility following at a minimum the Commissioning procedures
outlined in this Attachment as well as other standard tests, inspections, safety and quality checks. Provider
shall be solely responsible to perform all tests that are required to verify that the Project was constructed in
accordance with all applicable laws and industry standards, is expected to achieve the design life target,
and will perform as anticipated to the Provider guaranteed Contract Quantity. Where forms have not been
provided Provider shall provide the results of any tests in a standard format. All testing and commissioning
will be conducted in accordance with the manufacturer’s specifications. Provider will notify District at
least 14 calendar days in advance of any commissioning activities and reserves the right to have a
representative present for all commissioning. Additionally, District reserves the right to have the testing
and commissioning results verified by a representative designated by District to evaluate and certify the
capabilities of the Solar Facilities (“Commissioning Engineer™).

These commissioning testing procedures for photovoltaic systems and major components are intended to
determine system performance to the specification. The tests are designed to verify that the system, as
installed, is safe for personnel as well as equipment, and to establish or verify System operation. The tests
shall be used to determine actual post-construction operational, performance, and safety characteristics.

Testing and commissioning procedures must comply with the latest revisions of standards by NETA and
NEMA. All testing and commissioning reports must be included in the operating and maintenance manuals.

SOLAR ENERGY FACILITY COMMISSIONING RESULTS

District Name Project Site Name

Solar Facility Address (City, State, Zip)

Solar Facility Size (kW DC-STC)

Solar Facility Size (kW AC)

Utility and District meter number

Commissioning report submitted by

Provider

Time and date of commissioning

Weather at time of commissioning

Record and document inverter serial number and inverter location

This checklist is a guide to establish post construction Solar Facility operation, performance and safety.



The local authorities having jurisdiction over the Project or inspector have the final say on what is or is not
acceptable. Local codes may modify the requirements of the NEC. This list should be used in conjunction
with Article 690 and other applicable articles. If article 690 differs from other articles of the NEC, Article
690 takes precedence.

PV ARRAY - GENERAL

Complete each item on the checklist below, check the box to the left of the item when it is complete

O Verify that all combiner fuses are removed and that no voltage is present at the output of
the combiner box
Recheck that fuses are removed and all switches are open
Check that non-current carrying metal parts are grounded properly (array frames, metal
boxes, etc. are connected to the grounding system)
All debris has been removed from roof or ground
Take photos of all sub-arrays and all inverters
Inspect all roof penetrations and wall penetrations (ensure conduits and structural brackets
are properly sealed/waterproofed) (where applicable)
Ensure all labels and safety signs required by applicable law and any additional labels and
signs specified in the Agreement Documents are in place
Check that all home runs are properly identified at the inverter back to the combiner boxes
Check that combiner boxes are properly labeled
Check source strings in DC combiner box are in the proper order and make sure labeling
is clearly visible
Verify that all AC and DC disconnect switches are in the open position
Check that the solar modules are secured to the mounting system
Visually inspect the array for cracked modules
Check to see that all wiring is neat and well supported
Visually check that the rows of ground mount modules have been installed in straight lines
that are parallel to each other.
Check that all nuts and bolts have been properly torqued and record results using array
naming nomenclature matching the As-Built drawings.

0 00000 000 0O Oooogo oOd

REPETITIVE SOURCE CIRCUIT STRING WIRING

O Verify that the both the positive and negative string connectors are identified properly with
permanent wire marking
ad Repeat this sequence for all source circuit strings

O VERIFY POLARITY OF EACH SOURCE CIRCUIT STRING in the DC String
Combiner Box (place common lead on the negative grounding block and the positive on
each string connection—pay particular attention to make sure there is NEVER a negative
measurement)

WARNING: IF POLARITY OF ONE SOURCE CIRCUIT STRING IS REVERSED, THIS CAN
START A FIRE IN THE FUSE BLOCK RESULTING IN THE DESTRUCTION OF THE
COMBINER BOX AND POSSIBLY ADJACENT EQUIPMENT. REVERSE POLARITY ON AN
INVERTER CAN ALSO CAUSE DAMAGE THAT IS NOT COVERED UNDER THE
EQUIPMENT WARRANTY

O Record the I-V curve for each string using an I-V curve tracer. Results should be submitted
as an MS Excel file generated by the I-V curve tracer. The MS Excel files must be named
and organized such that the location of the fuse (i.e. facility name, inverter name/size,



combiner box name, fuse and string number) can be conveniently identified and the
nomenclature shall match that of the as-built drawings.

O Verify open-circuit voltage of each source circuit string is within proper range according
to manufacturer’s installation manual and number each string and note string position on
as-built drawing. (Record the string voltage for each string using the same nomenclature
as used in the as-built drawings in the attached Appendix, provide one attachment per
combiner)

O Retighten all terminals in the DC String Combiner Box

WIRING TESTS

O Check the AC line voltage(s) at the main AC disconnect and record the voltage here:

O If installation contains additional AC disconnect switches, repeat the voltage check on each
switch working from the main service entrance to the inverter AC disconnect switch,
closing each switch after the test is made except for the final switch before the inverter (it
is possible that the system only has a single AC switch)

O Check an electrical connection between the ground and the conductive surface of the PV
modules. Perform test with a multi-meter or 100 mA dc source. If the resistance is less than
1 Q, then the ground is considered good

O Cable continuity tests shall be performed on all cables in the System and recorded using
cable naming nomenclature matching the As-Built drawings. Each cable shall be labeled
in the field using the same nomenclature.

O Insulation resistance tests shall be performed on all cables in the System by qualified
personnel using appropriate methods and IR values for the cable being tested (not required
for PV string wiring) and recorded using cable naming nomenclature matching the As-
Built drawings.

INVERTER STARTUP TESTS

O Be sure that the inverter is off before proceeding with this section

(| Test the continuity of all DC fuses to be installed in the DC string combiner box, install all
string fuses, and close fuse switches in combiner box

a Check open circuit voltage at DC disconnect(s) switch(s) to ensure it is within proper limits
according to the manufacturer’s installation manual and record the voltage here:

O If installation contains additional DC disconnect switches, repeat the voltage check on each
switch working from the PV array to the inverter DC disconnect switch, closing each
switch after the test is made except for the final switch before the inverter (it is possible
that the system only has a single DC switch)

O At this point, consult the inverter manual and follow proper startup procedure (all power
to the inverter should be off at this time)
O Confirm that the inverter is operating and record the DC operating voltage here:
(I Cross check that the power output shown on the inverter is the same as on the supplied
performance meter within a + or — 2% tolerance
Inverter kW

ONSITE MONITORING SYSTEM COMMISSIONING - LOAD SITE INTERVAL METERING
(Go to metering enclosure and CT location for this section)



O OOOO O 0O O0oo O

Check CT’s are orientated in the correct direction and take a picture, the black wire’s from
the CT’s should be facing towards the Utility service panel

CT’s manufacturer

CT serial numbers A B C

Meter manufacturer and serial number (Ex: Shark or ION)

Remove the meter calibration report from the monitoring enclosure for delivery to
Owner with this report

Power Factor (PF) (If the Power Factor is negative then one or more of the
CT’s are installed backwards)

Watts (W) Hz Amps

Volts L-N A B C

Volts L-L A B C

If Static IP -- IP Address Subnet

Gateway

Verify that AC Power of Phase A, B and C are positive and within 2% of each other with
the PV system disconnected

ONSITE MONITORING SYSTEM COMMISSIONING - GENERATION METER
(Go to metering enclosure and CT location for this section)

O

o000 O O 000

O

Check CT’s are orientated in the correct direction and take a picture, the black wire’s from
the CT’s should be facing towards the Utility service panel

CT’s manufacturer

CT serial numbers A B C

Meter manufacturer and serial number (Ex: Shark or ION)

Remove the meter calibration report from the monitoring enclosure for delivery to
Owner with this report

Power Factor (PF) (If the Power Factor is negative then one or more of the
CT’s are installed backwards)
Watts (W) Hz Amps
Volts L-N A B C
Volts L-L A B C
If Static IP -- IP Address Subnet
Gateway

Verify that AC Power of Phase A, B and C are positive and within 2% of each other

ONLINE SYSTEM COMMISSIONING Check that the following field devices are communicating and
the data feedback is accurate:

OooOoOood

Go to http://www.[ ]

Login to the system provider’s website

Generation Meter - Check kW output of system is accurate

Environment - Check that the feedback from the weather station sensors is accurate
Inverter Monitoring

DC Monitoring

SYSTEM TEST



e Digital Irradiance Meter
e Infrared Thermometer
e PV Module(s) Data Sheet(s)



APPENDIX 1
TO ATTACHMENT F

SYSTEM DATA - COMPLETE ONE FORM FOR EVERY DC STRING COMBINER BOX OR

INVERTER

Note: Irradiance must at least measure 500 W/m? during testing
Combiner Box #

Combiner box serial number #

Inverter
Operating Voltage

Recorded

Calculated*

String No. Polarity | Voc |1

+- | +G | -/G

Isc

Tc

Ta

Iroa

Voc | Isc

— O [0[(QA(N| N | |W|IN|—

0

Table Legend
Q+/-  String Wire Resistance Positive to Negative (ohms)

Q+/G  String Wire Resistance Positive to Ground (ohms)
Q-/G  String Wire Resistance Negative to Ground (ohms)
Voc  Open Circuit Voltage (V)

I Operating Current (Amp)

Isc Short Circuit Current (Amp)

Tc Cell Temperature (°C)

Ta Ambient Temperature (°C)

Iroa  Irradiance in Plane of Array (W/m?)

*Note: Calculated Voc and Isc values must be within 5% of the recorded values.




ATTACHMENT G
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

NOTICE TO PROCEED FOR PRE-CONSTRUCTION TEMPLATE




<DISTRICT LETTERHEAD>
Date: <DATE>

To: <PROVIDER CONTACT NAME>
<TITLE>
<COMPANY>
<ADDRESS>
<FAX NUMBER>
<PHONE NUMBER>
<EMAIL>

Subject: POWER PURCHASE AGREEMENT
<CONTACT NAME>,

You are hereby authorized to proceed fo complete the Conditions Precedent listed in the above referenced
Agreement beginning <DATE>. This notice to proceed is not for procurement or construction of the
Project. Subject to the terms of the Agreement Documents, the date for completion of the project shall be
no later than <DATE>.

Sincerely,

<DISTRICT NAME>
<TITLE>

<ENTITY>
<ADDRESS>

<FAX NUMBER>
<PHONE NUMBER>
<EMAIL>

CC: <CCNAME>
<TITLE>
<COMPANY>
<ADDRESS>
<FAX NUMBER>
<PHONE NUMBER>
<EMAIL>

<MORE CCs IF DESIRED>



ATTACHMENT H
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

NOTICE TO PROCEED TO PROCUREMENT & CONSTRUCTION TEMPLATE




<DISTRICT LETTERHEAD>
Date: <DATE>

To: <PROVIDER CONTACT NAME>
<TITLE>
<COMPANY>
<ADDRESS>
<FAX NUMBER>
<PHONE NUMBER>
<EMAIL>
Subject: POWER PURCHASE AGREEMENT

<CONTACT NAME>,

You are hereby authorized to proceed to procurement and construction of the above referenced
Agreement beginning <DATE>. Subject to the terms of the Agreement Documents, the date for
completion of the Project shall be no later than <DATE>.

Sincerely,

<DISTRICT NAME>
<TITLE>

<ENTITY>
<ADDRESS>

<FAX NUMBER>
<PHONE NUMBER>
<EMAIL>

CC: <CCNAME>
<TITLE>
<COMPANY>
<ADDRESS>
<FAX NUMBER>
<PHONE NUMBER>
<EMAIL>

<MORE CCs IF DESIRED>



ATTACHMENT I
TO GENERAL CONDITIONS AND TECHNICAL SPECIFICATIONS

MANUFACTURERS’ WARRANTIES

List of manufacturers’ warranties on a site-by-site basis:

PV Module Manufacturer Warranty [TO BE PROVIDED BY PROVIDER]

Inverter Manufacturer Warranty [TO BE PROVIDED BY PROVIDER]

Transformer Manufacturer Warranty [TO BE PROVIDED BY PROVIDER]

Other Equipment Manufacturer and Solar Facilities Warranties [TO BE PROVIDED BY
PROVIDER]
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