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G3 ALTERNATIVES ANALYSIS AND SUPPORTING DATA FOR
RECREATION

G3.1 PROJECT ALTERNATIVES

This appendix provides an evaluation of recreational impacts for the alternatives described in Chapter 5,
“Alternatives.” Table G3.1-1 provides a summary of the impact conclusions for each alternative. It compares
impact conclusions for the alternative to impact conclusions for the proposed Modification of Water Right Permit
21112 (Project). Specifically, the table lists each of the alternatives and the impact conclusion for the specific
resource topic, followed by a comparison of alternatives’ impacts to the proposed Project impacts. The
comparison of alternatives’ impacts to the proposed Project impacts are categorized as “lesser,

99 ¢¢

similar,” or
“greater.” This comparison is provided for each of the three phases of the Project including: (1) current
operations (i.e., operations with current water demands), (2) construction, and (3) future operations (i.e.,
operations with future water demands).

Table G3.1-1. Impact Conclusions and Comparison Among Alternatives for Recreation

Impact Conclusions among Alternatives

Recreation Current Operations Construction Future Operations
Proposed Project LTS LTS/M LTS

No Project Alternative NI; Lesser Speculative/TBD LTS; Similar

Direct Diversion Only Alternative LTS; Similar LTS/M; Similar LTS; Similar

Reduced Season of Diversion Alternative LTS; Similar LTS/M; Similar LTS; Similar

Existing Infrastructure Alternative LTS; Similar NI; Lesser LTS; Similar

Reduced Diversion Alternative LTS; Similar NI; Lesser LTS; Similar

LTS = Less than significant; LTS/M = Less-than-significant impact with mitigation; NI = No impact; TBD = To be determined

Extensive modeling was performed to evaluate the potential impacts of the proposed Project and the alternatives
on whitewater recreational boating, as well as to evaluate potential impacts on water-based recreation at
reservoirs. Appendix H3 compares modeled results for the change in the monthly average number of boatable
days associated with the proposed Project and the alternatives. Change in the number of boatable days are
provided by month and water year type for current and future operations. Appendix H3 also compares modeled
results for change in end-of-month reservoir elevation for the proposed Project and the alternatives. Changes in
reservoir elevations are compared to baseline conditions by month and water year type for current and future
operations. In addition, detailed model output is provided in Appendices B2 and B3. Appendix B2 contains
modeling output for the proposed Project and the alternatives for boatable days in the South Fork American River
and for lake levels (end of month elevation) and river flow within the South Fork American River watershed and
at Jenkinson Lake (i.e., in areas above Folsom Reservoir). Appendix B3 contains modeling output for the
proposed Project and the alternatives for Folsom Reservoir releases and for the Lower American River.

G3.1.1 No PROJECT ALTERNATIVE

Under the No Project Alternative, operations needed to meet current water demands would be the same as current
operations, i.e., Permit 21112 water would be pumped from Folsom Lake to the El Dorado Hills Water Treatment
Plant (WTP) and then pumped for delivery within the western portion of the El Dorado Irrigation District’s
(District’s) water distribution system. This alternative would have no Project-related hydrologic changes in the
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South Fork American River watershed and no Project-related changes to District operations at the El Dorado
Diversion Dam, the El Dorado Canal, the Hazel Creek Tunnel, the channel that conveys water from the Hazel
Creek Tunnel outlet to Jenkinson Lake, or Jenkinson Lake. Likewise, there would be no Project-related changes
to storage at Sacramento Municipal Utility District (SMUD) facilities at Union Valley Reservoir, Slab Creek
Reservoir, or Chili Bar Reservoir. As compared to existing conditions, no impacts are anticipated that would
cause a substantial physical deterioration of recreation facilities or result in substantial adverse changes to, or loss
of, recreational uses affecting a substantial number of people.

The No Project Alternative includes facility improvements at the El Dorado Canal to restore its authorized
conveyance capacity. Additionally, full utilization of the Permit 21112 water right from Folsom Reservoir will
require new and expanded infrastructure (i.e., replacement of pumps, expanded capacity at the El Dorado Hills
WTP, new pipelines, and new pump stations). New water infrastructure could pass through or near parks or other
recreational facilities depending on final location of infrastructure. Therefore, the construction of new water
infrastructure under the No Project Alternative could result in temporary impacts to the use of existing
neighborhood and regional parks or other recreation facilities. Without knowing the location of new water
infrastructure, length of construction, and potential recreation facilities that may be affected, it would be difficult
to determine at this time if the impacts to recreation would be such that substantial physical deterioration of
recreation facilities would occur or be accelerated. The No Project Alternative would not include the construction
of recreation facilities.

Under future operations of the No Project Alternative, the point of diversion for the consumptive use of Permit
21112 water would remain limited to Folsom Reservoir. Effects to Folsom Reservoir recreational facilities from
the full utilization of the Permit 21112 water right at Folsom Reservoir is expected to be minor due to the storage
capacity of the reservoir.

G3.1.2 DIRECT DIVERSION ONLY ALTERNATIVE

The Direct Diversion Only Alternative represents Project operations allowing the diversion of up to 15,000 acre-
feet (AF) of Permit 21112 water at the El Dorado Diversion Dam but without the ability to store Permit 21112
water in Jenkinson Lake. Hence, Permit 21112 water is only available for direct diversion at the El Dorado
Diversion Dam under this scenario. Permit 21112 water may be delivered to Forebay Reservoir for immediate
delivery to the Reservoir 1 WTP and/or to Jenkinson Lake for immediate delivery to the Reservoir A WTP.

OPERATION
Reservoirs
District Reservoirs

An additional 11 cubic feet per second (cfs) diversion at the El Dorado Diversion Dam would occur under the
Direct Diversion Only Alternative. This water could not be stored at Jenkinson Lake; the water would pass
through Jenkinson Lake for immediate delivery to the Reservoir A WTP. Therefore, although there would not be
additional diversion for storage in Jenkinson Lake, additional water would be passed through the reservoir, and
less water would need to be removed from storage to meet demands as compared to baseline conditions. Thus,
under the Direct Diversion Only Alternative, modeling results show there would be a small increase in the
average end of month reservoir elevation of 2 to 5 feet under baseline versus alternative conditions and 3 to 9 feet
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under future baseline versus future alternative conditions due to the additional water passing through Jenkinson
Lake. The minimum end of month reservoir elevation would increase by 5 to 22 feet under baseline versus
alternative conditions in every month, but under future baseline versus future alternative conditions, the minimum
end of month reservoir elevation would not increase in every month. In months where there was an increase in
minimum end of month reservoir elevation, the increase would range from 3 to 28 feet. A fuller reservoir results
in more shoreline length for bank fishing and other shoreline uses, less distance to walk to the water’s edge, less
exposure of in-water hazards, as well as more surface area for boating. The reservoir can close to additional
boaters when the maximum boating capacity is reached; with more surface area for boating, the boating capacity
could remain at higher levels compared to baseline conditions. Therefore, there would be beneficial impacts to
recreation at Jenkinson Lake.

Under the Direct Diversion Only Alternative, Permit 21112 water may also be delivered to Forebay Reservoir for
immediate delivery to the Reservoir 1 WTP. Forebay Reservoir is a re-regulating reservoir that routinely
fluctuates in reservoir elevation. Modeling results show that even with slight changes in end of month reservoir
elevations under the Direct Diversion Only Alternative in June, July and/or August, Forebay Reservoir elevations
would remain within the existing range of operations as dictated by demands for consumptive use and
hydropower generation similar to baseline conditions. Swimming and boating are not allowed at the reservoir and
thus there would be no effect on these activities. The reservoir would still be accessible to fishing and land-based
recreation uses at the reservoir (picnicking, bird watching) would not be substantially affected by continued
fluctuation in reservoir elevation within the existing operational range. Therefore, there would not be a substantial
adverse change to recreational uses and the impact to recreation would be less than significant at Forebay
Reservoir.

SMUD Reservoirs

Under the Direct Diversion Only Alternative, the District would increase diversions for consumptive use purposes
and decrease non-consumptive diversions for hydropower purposes at the El Dorado Diversion Dam. This change
in operations would result in less water being returned to the South Fork below the El Dorado Powerhouse. This
reduction in flow in the South Fork may require SMUD to make additional releases from reservoir storage and
therefore affect the water levels or operation of SMUD’s reservoirs. Modeling results show there would be no
change in the end of month reservoir elevations at Chili Bar Reservoir in baseline versus alternative or future
baseline versus future alternative conditions or at Slab Creek Reservoir in baseline versus alternative conditions.
Modeling results show Slab Creek Reservoir (future conditions only) and Union Valley Reservoir may have small
changes to end of month reservoir elevations in some critically dry years. These changes include a one-foot
decrease in end of month reservoir elevation in July or August at Slab Creek Reservoir under future baseline
versus future alternative conditions in three critically dry years within the modeling period. Union Valley
Reservoir shows a one-foot change in the end of month reservoir elevation in August of one critically dry year
within the modeling period under baseline versus alternative conditions. Union Valley Reservoir also shows a
one-foot change in end of month reservoir elevation in August in seven critically dry years, a one-foot change in
July in one critically dry year, a one-foot change in September in one critically dry year, and two feet of change in
end of month reservoir elevation in September in one critically dry year in the modeling period under future
baseline versus future alternative conditions.

Because these changes in reservoir surface elevation are relatively minor and only occur during a few months in
critically dry years, they would not substantially affect the ability of people to participate in shoreline fishing,
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swimming or other shoreline activities, non-motorized boating, or motorized boating. Changes in reservoir
elevation would not affect the ability of recreationists to participate in land-based activities such as picnicking,
hiking, biking, and camping. Therefore, there would not be a substantial adverse change to recreational uses and
the impact to recreation would be less than significant at Slab Creek, Chili Bar, and Union Valley Reservoirs.

Folsom Reservoir

Due to an additional 11 cfs diversion at the EI Dorado Diversion Dam under the Direct Diversion Only
Alternative, additional streamflow decreases would occur compared to baseline conditions. Therefore, South Fork
flows into Folsom Reservoir would be slightly lower under the Direct Diversion Only Alternative, which could
affect the elevation of Folsom Reservoir. Potential changes in elevation at Folsom Reservoir would be minimal
and would not result in significant changes to reservoir elevation such that boaters would not be able to use
existing boat launches. The reservoir would remain accessible to fishing, swimming, and boating. Changes in
reservoir elevation would not affect the ability of recreationists to participate in land-based activities such as
picnicking, hiking, biking, horseback riding, and camping. Therefore, there would not be a substantial adverse
change to recreational uses and the impact to recreation would be less than significant at Folsom Reservoir.

Rivers — Non-Whitewater Boating Uses
South Fork

Between the El Dorado Diversion Dam and the El Dorado Powerhouse, flows on the South Fork would be
reduced by a maximum of 11 cfs under the Direct Diversion Only Alternative as compared to baseline conditions.
From the El Dorado Powerhouse to Folsom Reservoir, there would be minimal changes (ranging from a decrease
of 6 cfs to an increase in 8 cfs) in streamflow in wet, above normal, and below normal water year types for the
Direct Diversion Only Alternative under both baseline versus alternative and future baseline versus future
alternative conditions. Larger reductions in streamflow would occur in dry and critically dry years in late
summer/early fall (July, August, September), with reductions of up to 49 cfs in September of critically dry years
under future baseline versus future alternative conditions.

Lower streamflow can sometimes result in more difficult conditions for recreation use (more exposed snagging
hazards for fishing, congregated fish, less water to swim in) but can also make wading and swimming easier due
to weaker currents. Summer and fall streamflow decreases would be unlikely to substantially change river non-
whitewater boating recreation uses (fishing, swimming, gold panning, tubing, wading) as the river would be
within normal streamflow ranges and thus within normal conditions experienced by recreationists along the river
currently. Changes in streamflow would not change the ability of recreationists to participate in land-based uses
along the river such as camping, picnicking, birdwatching, wildlife viewing, hiking, horseback riding, biking, or
hunting. Therefore, there would not be a substantial adverse change to recreational uses affecting a substantial
number of people and the impact to recreation would be less than significant for South Fork non-whitewater
boating recreation uses.

Lower American River

Based on the magnitude of the streamflow changes to the South Fork from the Direct Diversion Only Alternative
and the relative size of the Lower American River (downstream of Folsom Reservoir), the decrease in South Fork
streamflow entering Folsom Reservoir would likely result in minor changes to streamflow on the Lower
American River (downstream of Nimbus Dam) (see Section 4.10, “Hydrology and Water Quality”). The very
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minor changes in streamflow would not be beyond the existing fluctuation of the streamflow in the river and
would not affect the ability of recreationists to boat or fish on the river. Changes in streamflow would not change
the ability of recreationists to participate in land-based uses along the river such as camping, picnicking,
bicycling, and walking. Therefore, there would not be a substantial adverse change to recreational uses and the
impact to recreation would be less than significant for recreation uses on the Lower American River.

Whitewater Boating on the South Fork

Both the proposed Project (Post Construction) and the Direct Diversion Only Alternative would restore the
authorized capacity of the El Dorado Canal, resulting in a reduction of South Fork streamflow up to 11 cfs
maximum between the El Dorado Diversion Dam and the EI Dorado Powerhouse. Therefore, the Direct Diversion
Only Alternative would have the same changes to the monthly average number of boatable days on the Kyburz to
Riverton (both flow levels), Riverton to Peavine, and Golden Gate whitewater runs under baseline versus
alternative and future baseline versus future alternative conditions because these runs are located between the El
Dorado Diversion Dam and the El Dorado Powerhouse. Therefore, the same impacts to whitewater boating on
these runs under the Direct Diversion Only Alternative would result as those described for the proposed Project
(Post Construction) in Section 4.16, “Recreation.” Overall, the changes to boatable days on the Kyburz to
Riverton run, the Riverton to Peavine run, and the Golden Gate run would not substantially change whitewater
boating opportunities on this run and the impact to recreation would be less than significant.

The Direct Diversion Only Alternative would not result in any changes to the monthly average number of
boatable days on the Slab Creek run or the Chili Bar and Gorge runs at their higher flow levels under baseline
versus alternative and future baseline versus future alternative conditions. In addition, the Direct Diversion Only
Alternative would not change the monthly average number of boatable days on the Coloma to Greenwood run or
the Gorge run (800-2,000 cfs) under baseline versus alternative conditions. Because there would be no change to
boatable days on the aforementioned runs, there would not be a substantial change in whitewater boating
opportunities on these runs and the impact to recreation would be less than significant.

Changes to the monthly average number of boatable days on the Chili Bar run (700 to 1,750 cfs) would be
minimal under the Direct Diversion Only Alternative, with a reduction of one boatable day in April and
September in dry water year types under baseline versus alternative conditions. Under future baseline versus
future alternative conditions, the Direct Diversion Only Alternative would result in a reduction on average of one
boatable day in May in above normal water year types, one boatable day in July in dry years, and one boatable
day in September in critically dry years. The Coloma to Greenwood run and the Gorge run (800 to 2,000 cfs)
would only have changes in the monthly average number of boatable days under future baseline versus future
alternative conditions under the Direct Diversion Only Alternative. The Direct Diversion Only Alternative would
result in a reduction of one boatable day in September on average in critically dry years for the Coloma to
Greenwood run. For the Gorge run (800-2,000 cfs), there would be an increase of one boatable day on average in
wet years in September compared to a reduction of one boatable day on average in September for dry and
critically dry years, and a reduction of one boatable day on average in July in critically dry years.

The reduction in the number of boatable days by one day on average in April on the Chili Bar run (700 to 1,750
cfs) would not substantially affect whitewater boating opportunities and would not affect a substantial number of
people as use is lower in April than in the summer months. A reduction of one boatable day on average in May,
July or September on the Chili Bar run (700 to 1,750 cfs), Coloma to Greenwood run, or the Gorge run (800 to
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2,000 cfs) would reduce some potential whitewater use as this day would occur during the most popular use
season. Overall, the changes to boatable days on the Chili Bar, Coloma to Greenwood and Gorge runs would not
substantially change whitewater boating opportunities on these runs and the impact to recreation would be less
than significant.

CONSTRUCTION

The Direct Diversion Only Alternative includes infrastructure improvements to the El Dorado Canal between the
El Dorado Diversion Dam and the Hazel Creek Tunnel inlet, and improvements to the channel that conveys water
from the outfall of the Hazel Creek Tunnel to Jenkinson Lake. These improvements are the same as the proposed
Project and would require implementation of the same mitigation measures as described for the proposed Project
(i.e., prohibit construction activities from occurring within the Sly Park Recreation Area during the peak
recreation season, from Memorial Day weekend to Labor Day weekend). Therefore, impacts to recreation during
construction would be less-than-significant impact with mitigation incorporated.

G3.1.3 REDUCED SEASON OF DIVERSION ALTERNATIVE

The Reduced Season of Diversion Alternative is similar to the proposed Project (Post-Construction) scenario,
except that the season of diversion for Permit 21112 at the El Dorado Diversion Dam is shortened from
November 1 to July 31, to November 1 to May 31. This scenario allows the diversion of up to 15,000 AF of
Permit 21112 water at the El Dorado Diversion Dam at the maximum rate of 156 cfs. Permit 21112 water may be
delivered to Forebay Reservoir for immediate delivery to the Reservoir 1 WTP and/or to Jenkinson Lake for
either storage or immediate delivery to the Reservoir A WTP.

OPERATION
Reservoirs
District Reservoirs

Under the Reduced Season of Diversion Alternative, additional water could be seasonally stored in Jenkinson
Lake to allow for later delivery of this water during dry months of the year to meet District demands, resulting in
more water within Jenkinson Lake. Additionally, less water would continue down the El Dorado Canal to Forebay
Reservoir for power generation under the Reduced Season of Diversion Alternative, similar to the proposed
Project (Post-Construction). Modeling results for the Reduced Season of Diversion Alternative show the same
changes to Jenkinson Lake and Forebay Reservoir end of month elevations as the proposed Project (Post-
Construction). Therefore, impacts to recreation at Jenkinson Lake and Forebay Reservoir under the Reduced
Season of Diversion Alternative would be the same as described in Section 4.16, “Recreation,” for the proposed
Project (Post-Construction).

Increases in the minimum end of month reservoir elevation of Jenkinson Lake would result in a fuller reservoir
throughout the year (i.e., increased reservoir elevation), providing more shoreline length for bank fishing and
other shoreline uses, less distance to walk to the water’s edge, less exposure of in-water hazards, as well as more
surface area for boating. The reservoir can close to additional boaters when the maximum boating capacity is
reached; with more surface area for boating, the boating capacity could remain at higher levels. Therefore, there
would be beneficial impacts to recreation at Jenkinson Lake.
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Forebay Reservoir would still be accessible to fishing and land-based recreation uses at the reservoir (picnicking,
bird watching) would not be substantially affected by continued fluctuation in reservoir elevation within the
existing operational range. Therefore, there would not be a substantial adverse change to recreational uses and the
impact to recreation would be less than significant at Forebay Reservoir.

SMUD Reservoirs

Under the Reduced Season of Diversion Alternative, modeling results show small changes (1-2 feet increase or
decrease) to end of month reservoir elevations in some critically dry years for Chili Bar, Slab Creek and Union
Valley Reservoirs in the spring and summer, similar to the modeling results for the proposed Project (Post-
Construction). Therefore, impacts to recreation at Chili Bar, Slab Creek and Union Valley Reservoirs under the
Reduced Season of Diversion Alternative would be the same as described in Section 4.16, “Recreation,” for the
proposed Project (Post-Construction). Small changes in reservoir elevation would not substantially affect the
ability of people to participate in shoreline fishing, swimming or other shoreline activities, non-motorized boating,
or motorized boating. In addition, changes in reservoir elevation would not affect the ability of recreationists to
participate in land-based activities such as picnicking, hiking, biking, and camping. Therefore, there would not be
a substantial adverse change to recreational uses and the impact to recreation would be less than significant at
Slab Creek, Chili Bar, and Union Valley Reservoirs.

Folsom Reservoir

Due to an additional 11 cfs diversion at the El Dorado Diversion Dam under the Reduced Season of Diversion
Alternative, additional streamflow decreases would occur, similar to the proposed Project (Post-Construction).
Therefore, South Fork flows into Folsom Reservoir would be slightly lower under the Reduced Season of
Diversion Alternative, which could affect the elevation of Folsom Reservoir. Impacts to recreation at Folsom
Reservoir under the Reduced Season of Diversion Alternative would be the same as those described in Section
4.16, “Recreation,” for the proposed Project (Post-Construction). Potential changes in elevation at Folsom
Reservoir would be minimal and would not result in significant changes to reservoir elevation such that boaters
would not be able to use existing boat launches. The reservoir would remain accessible to fishing, swimming, and
boating. Changes in reservoir elevation would not affect the ability of recreationists to participate in land-based
activities such as picnicking, hiking, biking, horseback riding, and camping. Therefore, there would not be a
substantial adverse change to recreational uses and the impact to recreation would be less than significant at
Folsom Reservoir.

Rivers — Non-Whitewater Boating Uses
South Fork

Modeling results show that the Reduced Season of Diversion Alternative would result in the same changes in
streamflow in the South Fork as the proposed Project (Post-Construction) under baseline versus alternative and
future baseline versus future alternative conditions. The only exceptions are under future baseline versus future
alternative conditions downstream of Chili Bar and at Salmon Falls in critically dry years where there would be a
one cfs less decrease in streamflow in August and a one cfs less increase in streamflow in September. Impacts to
recreation for South Fork non-whitewater boating recreation uses under the Reduced Season of Diversion
Alternative would be the same as the impacts described for the proposed Project (Post-Construction). Lower
streamflow can sometimes result in more difficult conditions for recreation use (more exposed snagging hazards
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for fishing, congregated fish, less water to swim in) but can also make wading and swimming easier due to
weaker currents. Summer and fall streamflow decreases would be unlikely to substantially change river non-
whitewater boating recreation uses (fishing, swimming, gold panning, tubing, wading) as the river would be
within normal streamflow ranges and thus within normal conditions experienced by recreationists along the river
currently. Changes in streamflow would not change the ability of recreationists to participate in land-based uses
along the river such as camping, picnicking, birdwatching, wildlife viewing, hiking, horseback riding, biking, or
hunting. Therefore, there would not be a substantial adverse change to recreational uses affecting a substantial
number of people and the impact to recreation would be less than significant for South Fork non-whitewater
boating recreation uses.

Lower American River

Because the streamflow changes on the South Fork would be the same under the Reduced Season of Diversion
Alternative as the proposed Project (Post-Construction), the impacts to recreation uses on the Lower American
River under the Reduced Season of Diversion Alternative would be the same as those described for the proposed
Project (Post-Construction). Minor changes in streamflow would not be beyond the existing fluctuation of the
streamflow in the river and would not affect the ability of recreationists to boat or fish on the river. Changes in
streamflow would not change the ability of recreationists to participate in land-based uses along the river such as
camping, picnicking, bicycling, and walking. Therefore, there would not be a substantial adverse change to
recreational uses and the impact to recreation would be less than significant for recreation uses on the Lower
American River.

Whitewater Boating on the South Fork

Based on modeling results, the changes to the monthly average number of boatable days on each South Fork
whitewater run under both baseline versus alternative and future baseline versus future alternative conditions for
the Reduced Season of Diversion Alternative would be the same as those described for the proposed Project
(Post-Construction). Therefore, impacts to whitewater boating for each run on the South Fork under the Reduced
Season of Diversion Alternative would be the same as the impacts described in Section 4.16, “Recreation,” for the
proposed Project (Post-Construction). Overall, the changes to boatable days on each of the South Fork whitewater
runs would not substantially change whitewater boating opportunities for that run and the impact to recreation
would be less than significant.

CONSTRUCTION

The Reduced Season of Diversion Alternative includes infrastructure improvements to the El Dorado Canal
between the El Dorado Diversion Dam and the Hazel Creek Tunnel inlet, and improvements to the channel that
conveys water from the outfall of the Hazel Creek Tunnel to Jenkinson Lake. These improvements are the same
as the proposed Project and would require implementation of the same mitigation measures as described for the
proposed Project (i.e., prohibit construction activities from occurring within the Sly Park Recreation Area during
the peak recreation season, from Memorial Day weekend to Labor Day weekend). Therefore, impacts to
recreation during construction would be less-than-significant impact with mitigation incorporated.
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G3.1.4 EXISTING INFRASTRUCTURE ALTERNATIVE

The Existing Infrastructure Alternative is the same scenario as the proposed Project (Existing Infrastructure) and
has the same physical infrastructure constraints as the Baseline scenario, but with operations allowing the
diversion of up to 15,000 AF of Permit 21112 water at the El Dorado Diversion Dam. Permit 21112 water may be
delivered to Forebay Reservoir for immediate delivery to the Reservoir 1 WTP and/or to Jenkinson Lake for
either storage or immediate delivery to the Reservoir A WTP.

OPERATION
Reservoirs
District Reservoirs

The Existing Infrastructure Alternative would have an increased minimum end of month reservoir elevation at
Jenkinson Lake and increased average end of month reservoir elevation, similar to the proposed Project (Post-
Construction). These increases would continue to occur in the future operations phase of the Existing
Infrastructure Alternative (i.e., operations with future water demands). The increases in the minimum end of
month reservoir elevation of Jenkinson Lake would result in a fuller reservoir throughout the year (i.e., increased
reservoir elevation), providing more shoreline length for bank fishing and other shoreline uses, less distance to
walk to the water’s edge, less exposure of in-water hazards, as well as more surface area for boating. The
reservoir can close to additional boaters when the maximum boating capacity is reached; with more surface area
for boating, the boating capacity could remain at higher levels. Therefore, there would be beneficial impacts to
recreation at Jenkinson Lake.

Under the Existing Infrastructure Alternative, less water would continue down the El Dorado Canal to Forebay
Reservoir for power generation similar to the proposed Project (Post-Construction). Modeling results show that
even with slight changes in end of month reservoir elevations under the Existing Infrastructure Alternative,
Forebay Reservoir elevations would remain within the existing range of operations as dictated by demands for
consumptive use and hydropower generation similar to baseline conditions. These slight changes in end of month
reservoir elevation would continue to occur in the future operations phase of the Existing Infrastructure
Alternative. Swimming and boating are not allowed at the reservoir and thus these activities would not be
affected. Under the Existing Infrastructure Alternative, the reservoir would still be accessible to fishing and land-
based recreation uses at the reservoir (picnicking, bird watching) would not be substantially affected by continued
fluctuation in reservoir elevation within the existing operational range. Therefore, there would not be a substantial
adverse change to recreational uses and the impact to recreation would be less than significant at Forebay
Reservoir.

SMUD Reservoirs

Modeling results for the Existing Infrastructure Alternative show small changes (1-2 feet increase or decrease) to
end of month reservoir elevations in some critically dry years for Chili Bar, Slab Creek and Union Valley
Reservoirs in the spring and summer, similar to the modeling results for the proposed Project (Post-Construction).
Therefore, impacts to recreation at these reservoirs would be similar between the Existing Infrastructure
Alternative with current operations and the proposed Project and would continue in the future operations phase of
the Existing Infrastructure Alternative. The small changes in reservoir elevation would not substantially affect the
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ability of people to participate in shoreline fishing, swimming or other shoreline activities, non-motorized boating,
or motorized boating. Changes in reservoir elevation would not affect the ability of recreationists to participate in
land-based activities such as picnicking, hiking, biking, and camping. Therefore, there would not be a substantial
adverse change to recreational uses and the impact to recreation would be less than significant at Slab Creek,
Chili Bar, and Union Valley Reservoirs.

Folsom Reservoir

The Existing Infrastructure Alternative would change river diversions upstream of Folsom Reservoir on the South
Fork, resulting in a change in inflow to Folsom Reservoir from the South Fork that could affect the elevation of
Folsom Reservoir. However, the changes in inflow to Folsom Reservoir would be relatively minor. Impacts to
recreation at Folsom Reservoir under the Existing Infrastructure Alternative would be as described in Section
4.16, “Recreation,” for Operational Impacts (Existing Infrastructure) and would continue into the future
operations phase of the Existing Infrastructure Alternative. Potential changes in elevation at Folsom Reservoir
would be minimal and would not result in significant changes to reservoir elevation such that boaters would not
be able to use existing boat launches. The reservoir would remain accessible to fishing, swimming, and boating.
Changes in reservoir elevation would not affect the ability of recreationists to participate in land-based activities
such as picnicking, hiking, biking, horseback riding, and camping. Therefore, there would not be a substantial
adverse change to recreational uses and the impact to recreation would be less than significant at Folsom
Reservoir.

Rivers — Non-Whitewater Boating Uses
South Fork

In the future operations phase of the Existing Infrastructure Alternative, there would be no increase in diversions
at the El Dorado Diversion Dam that would occur under the proposed Project (Post-Construction). Therefore,
there would be no change in South Fork streamflow between the El Dorado Diversion Dam and El Dorado
Powerhouse under the Existing Infrastructure Alternative in the future operations phase. Modeling results show
that under the Existing Infrastructure Alternative, streamflow decreases in the South Fork from the El Dorado
Powerhouse to Folsom Reservoir would be similar, but generally smaller, than under the proposed Project (Post-
Construction), particularly in February and March of dry and critically dry years. However, streamflow decreases
in the South Fork would be higher under the Existing Infrastructure Alternative than the proposed Project (Post-
Construction) in April, August and September of critically dry years.

Lower streamflow can sometimes result in more difficult conditions for recreation use, but can also make wading
and swimming easier due to weaker currents. However, fishing is not allowed upstream of the Highway 49 bridge
until late April and there is likely much less recreation use of the river in the winter for fishing (below Highway
49 bridge), gold panning, swimming, tubing, etc. due to colder river and air temperatures. Therefore, any changes
to non-whitewater boating river recreation uses from lower stream flows during the winter would not affect a
substantial number of people and would not have a substantial effect on non-whitewater boating river recreation
uses. Summer and fall streamflow increases or slight decreases would be unlikely to substantially change river
non-whitewater boating recreation uses as the river would be within normal streamflow ranges and thus within
normal conditions experienced by recreationists along the river under baseline conditions. Changes in streamflow
would not change the ability of recreationists to participate in land-based uses along the river. Therefore, there
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would not be a substantial adverse change to recreational uses affecting a substantial number of people and
impacts to recreation would be less than significant for South Fork non-whitewater boating recreation uses.

Lower American River

As described above, streamflow decreases in the South Fork under the Existing Infrastructure Alternative would
be similar, but generally smaller than under the proposed Project (Post-Construction) except in a few months of
critically dry years. Based on the magnitude of the Existing Infrastructure Alternative’s streamflow changes to the
South Fork and the relative size of the Lower American River (downstream of Folsom Reservoir), the decrease in
South Fork streamflow entering Folsom Reservoir would likely result in minor changes to streamflow primarily in
the winter and spring on the Lower American River (downstream of Nimbus Dam). Impacts to recreation on the
Lower American River under the Existing Infrastructure Alternative would be the same as described in Section
4.16, “Recreation,” under Operational Impacts (Existing Infrastructure) and these impacts would continue into the
future operations phase. Minor changes in streamflow would not be beyond the existing fluctuation of the
streamflow in the river and would not affect the ability of recreationists to boat or fish on the river. Changes in
streamflow would not change the ability of recreationists to participate in land-based uses along the river such as
camping, picnicking, bicycling, and walking. As described in Section 4.16, “Recreation,” there would not be a
substantial adverse change to recreational uses and the impact to recreation would be less than significant for
recreation uses on the Lower American River.

Whitewater Boating on the South Fork

As described above, there would be no change in South Fork streamflow between the El Dorado Diversion Dam
and El Dorado Powerhouse under the Existing Infrastructure Alternative in the future operations phase. Thus,
there would be no change in the boatable days on the Kyburz to Riverton (at either flow level), Riverton to
Peavine, and Golden Gate runs compared to the proposed Project (Post-Construction). There would be less
reduction in the number of boatable days on average on the Chili Bar run (700 to 1,750 cfs) and Coloma to
Greenwood run under the Existing Infrastructure Alternative in the future operations phase compared to the
proposed Project (Post-Construction). The changes to the average number of boatable days on the Slab Creek run
and Chili Bar run (1,750-10,000 cfs) would be the same under the Existing Infrastructure Alternative in the future
operations phase as the proposed Project (Post-Construction). On the Gorge run at the lower flow level, there
would be less reduction in boatable days on average in wet years and February and March of critically dry years,
however, there would be on average a one boatable day reduction in April of critically dry years under the
Existing Infrastructure Alternative in the future operations phase compared to the proposed Project (Post-
Construction). On the Gorge run at the higher flow level, there would be less reduction in boatable days on
average in above normal years, but on average an additional boatable day in March in below normal years under
the Existing Infrastructure Alternative in the future operations phase compared to the proposed Project (Post-
Construction). Impacts to recreation from changes in the monthly average number of boatable days under the
Existing Infrastructure Alternative would be similar to those described for the proposed Project (Post-
Construction), but with less effect on recreation due to less reduction in the number of boatable days on average
in the winter and spring (January through April). Reductions in the average number of boatable days from January
to April would not substantially affect whitewater use of the runs as use is lower in these months due to colder
weather and water conditions. Overall, the changes to boatable days on the Chili Bar, Coloma to Greenwood and
Gorge runs would not substantially change whitewater boating opportunities on these runs and the impact to
recreation would be less than significant.
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CONSTRUCTION

Because the Existing Infrastructure Alternative would maintain the same physical infrastructure as the current
baseline scenario, it would not involve construction of improvements to the El Dorado Canal and the channel that
conveys water from the outfall of the Hazel Creek Tunnel to Jenkinson Lake. Therefore, it would have no impact
on recreation from construction.

G3.1.5 REDUCED DIVERSION ALTERNATIVE

The Reduced Diversion Alternative allows the diversion of up to 15,000 AF of Permit 21112 water at the El
Dorado Diversion Dam for consumptive use. This alternative limits the maximum rate of diversion of Permit
21112 water to 85 cfs at the El Dorado Diversion Dam, with up to 45 cfs conveyed to Jenkinson Lake via the
Hazel Creek Tunnel and up to 40 cfs conveyed to Reservoir 1 WTP. Only 9,000 AF of Permit 21112 water is
allowed to pass through Hazel Creek Tunnel each year under this scenario.

OPERATION
Reservoirs
District Reservoirs

Under the Reduced Diversion Alternative, Jenkinson Lake would have an increased minimum end of month
reservoir elevation and increased average end of month reservoir elevation. A fuller reservoir results in more
shoreline length for bank fishing and other shoreline uses, less distance to walk to the water’s edge, less exposure
of in-water hazards, as well as more surface area for boating. The reservoir can close to additional boaters when
the maximum boating capacity is reached; with more surface area for boating, the boating capacity could remain
at higher levels compared to baseline conditions. Therefore, there would be beneficial impacts to recreation at
Jenkinson Lake.

Due to water being routed through the Hazel Creek Tunnel to Jenkinson Lake for consumptive purposes under the
Reduced Diversion Alternative, less water would continue down the El Dorado Canal to Forebay Reservoir for
power generation. Forebay Reservoir is a re-regulating reservoir that routinely fluctuates in reservoir elevation.
Modeling results show that even with slight changes in end of month reservoir elevations under the Reduced
Diversion Alternative, Forebay Reservoir elevations would remain within the existing range of operations as
dictated by demands for consumptive use and hydropower generation similar to baseline conditions. Swimming
and boating are not allowed at the reservoir and thus these activities would not affected by the alternative. Under
the Reduced Diversion Alternative, the reservoir would still be accessible to fishing and land-based recreation
uses at the reservoir (picnicking, bird watching) would not be substantially affected by continued fluctuation in
reservoir elevation within the existing operational range. Therefore, there would not be a substantial adverse
change to recreational uses and the impact to recreation would be less than significant at Forebay Reservoir.

SMUD Reservoirs

Under the Reduced Diversion Alternative, modeling results show small changes (1 foot increase or decrease) to
end of month reservoir elevations in some critically dry years for Chili Bar, Slab Creek and Union Valley
Reservoirs in April, July, August and September. These small changes in reservoir elevation would not
substantially affect the ability of people to participate in shoreline fishing, swimming or other shoreline activities,
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non-motorized boating, or motorized boating. Changes in reservoir elevation would not affect the ability of
recreationists to participate in land-based activities such as picnicking, hiking, biking, and camping. Therefore,
there would not be a substantial adverse change to recreational uses and the impact to recreation would be less
than significant at Slab Creek, Chili Bar, and Union Valley Reservoirs.

Folsom Reservoir

The Reduced Diversion Alternative would change river diversions upstream of Folsom Reservoir on the South
Fork, resulting in a change in inflow to Folsom Reservoir from the South Fork that could affect the elevation of
Folsom Reservoir. However, the changes in inflow to Folsom Reservoir would be relatively minor. Impacts to
recreation at Folsom Reservoir under the Reduced Diversion Alternative would be as described in Section 4.16,
“Recreation,” for proposed Project (Post-Construction). Potential changes in elevation at Folsom Reservoir would
be minimal and would not result in significant changes to reservoir elevation such that boaters would not be able
to use existing boat launches. The reservoir would remain accessible to fishing, swimming, and boating. Changes
in reservoir elevation would not affect the ability of recreationists to participate in land-based activities such as
picnicking, hiking, biking, horseback riding, and camping. Therefore, there would not be a substantial adverse
change to recreational uses and the impact to recreation would be less than significant at Folsom Reservoir.

Rivers — Non-Whitewater Boating Uses
South Fork

Under the Reduced Diversion Alternative, there would be no increase in diversions at the El Dorado Diversion
Dam that would occur under the proposed Project (Post-Construction). Therefore, there would be no change in
South Fork streamflow between the El Dorado Diversion Dam and El Dorado Powerhouse under the Reduced
Diversion Alternative. Modeling results show that under the Reduced Diversion Alternative, streamflow
decreases in the South Fork from the El Dorado Powerhouse to Folsom Reservoir would be similar, but generally
smaller, than under the proposed Project (Post-Construction), particularly in February and March of dry and
critically dry years. However, under baseline versus alternative conditions streamflow decreases in the South Fork
would be higher under the Reduced Diversion Alternative than the proposed Project (Post-Construction) in April
of critically dry years and there would be less increase in streamflow from May to September in critically dry
years. Under future baseline versus future alternative conditions, the Reduced Diversion Alternative would have
less decrease in streamflow in February and March and less increase in streamflow in June in dry and critically
dry years compared to the proposed Project (Post-Construction). However, the Reduced Diversion Alternative
would also have a decrease (or larger decrease) in streamflow in July, August and September in dry and critically
dry years compared to the proposed Project (Post-Construction).

Lower streamflow can sometimes result in more difficult conditions for recreation use, but can also make wading
and swimming easier due to weaker currents. However, fishing is not allowed upstream of the Highway 49 bridge
until late April and there is likely much less recreation use of the river in the winter for fishing (below Highway
49 bridge), gold panning, swimming, tubing, etc. due to colder river and air temperatures. Therefore, any changes
to non-whitewater boating river recreation uses from lower stream flows during the winter would not affect a
substantial number of people and would not have a substantial effect on non-whitewater boating river recreation
uses. Summer and fall streamflow increases or slight decreases would be unlikely to substantially change river
non-whitewater boating recreation uses as the river would be within normal streamflow ranges and thus within
normal conditions experienced by recreationists along the river under baseline conditions. Changes in streamflow
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would not change the ability of recreationists to participate in land-based uses along the river. Therefore, there
would not be a substantial adverse change to recreational uses affecting a substantial number of people and
impacts to recreation would be less than significant for South Fork non-whitewater boating recreation uses.

Lower American River

As described above, streamflow decreases in the South Fork under the Reduced Diversion Alternative would be
similar, but generally smaller than under the proposed Project (Post-Construction) except in a few months of dry
and critically dry years. Based on the magnitude of the Reduced Diversion Alternative’s streamflow changes to
the South Fork and the relative size of the Lower American River (downstream of Folsom Reservoir), the
decrease in South Fork streamflow entering Folsom Reservoir would likely result in minor changes to streamflow
primarily in the winter and spring on the Lower American River (downstream of Nimbus Dam). Impacts to
recreation on the Lower American River from the Reduced Diversion Alternative would be the same as described
in Section 4.16, “Recreation,” under the proposed Project (Post-Construction). Minor changes in streamflow
would not be beyond the existing fluctuation of the streamflow in the river and would not affect the ability of
recreationists to boat or fish on the river. Changes in streamflow would not change the ability of recreationists to
participate in land-based uses along the river such as camping, picnicking, bicycling, and walking. Therefore,
there would not be a substantial adverse change to recreational uses and the impact to recreation would be less
than significant for recreation uses on the Lower American River.

Whitewater Boating on the South Fork

Because the Reduced Diversion Alternative does not include any changes to the capacity of the El Dorado Canal,
there would be no changes in South Fork streamflow (from baseline conditions) between the El Dorado Diversion
Dam and El Dorado Powerhouse. Thus, the Reduced Diversion Alternative would not change the monthly
average number of boatable days (under baseline versus alternative or future baseline versus future alternative) on
the Kyburz to Riverton, Riverton to Peavine and Golden Gate runs, which are located between the El Dorado
Diversion Dam and El Dorado Powerhouse. Modeling results also show the Reduced Diversion Alternative would
not change the monthly average number of boatable days under baseline versus alternative conditions on the Chili
Bar run (1,750-10,000 cfs), and Gorge run (2,000-10,000 cfs).

Modeling results show limited changes to the monthly average number of boatable days by water year type on the
runs below the El Dorado Powerhouse as shown in Table G3.1-2. A one day reduction in the number of boatable
days on average between January and April would not substantially affect whitewater boating use on these runs
and would not affect a substantial number of people as use is lower in these months due to colder weather and
water conditions. The reduction of one boatable day on average between May and September may reduce
recreational use slightly as this day would occur during the most popular use season. An additional boatable day
on average may slightly increase potential recreational use in the month in which the additional day occurred.

Overall, the changes to boatable days on the Slab Creek, Chili Bar, Coloma to Greenwood and Gorge runs would
not substantially change whitewater boating opportunities on these runs and the impact to recreation would be less
than significant.
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Table G3.1-2. Changes in Monthly Average Number of Boatable Days (by Water Year Type) by Run -
Baseline versus Alternative Conditions, Reduced Diversion Alternative.

Run Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sept

Slab Creek -1 (BN)

Chili Bar (700-1,750 -1 (Dry, |+1(BN) -1 (Dry) +1 (Dry) |+1(Dry)

cfs) CD)

Coloma to -1(Dry, [-1(CD) [-1(Dry)

Greenwood CD)

Gorge (800-2,000 -1 (BN, -1(CD)

cfs) Dry)

Notes:

Information in parentheses is to denote the water year type that shows this change in the monthly average number of boatable
days on this run. Modeling does not show any wet water year type with changes to the monthly average number of boatable
days on any of the runs.

AN — above normal

BN — below normal

Dry — dry

CD - critically dry

Table G3.1-3. Changes in Monthly Average Number of Boatable Days (by Water Year Type) by Run -
Future Baseline versus Future Alternative Conditions, Reduced Diversion Alternative.

Run Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sept
Slab Creek -1 (BN)
Chili Bar (700- -1 (Dry, -1 (AN) -1 (Dry)
1,750 cfs) CD)
Chili Bar (1,750- +1 +1 +1
10,000 cfs) (BN) | (Dry) | (BN)
Coloma to -1 (Dry, | -1 (Dry, | -1 (Dry)
Greenwood CD) CD)
Gorge (800-2,000 -1 (Dry) -1 (CD) | -1 (AN) -1 (BN) -1 (CD)
cfs)
Gorge (2,000- -1 (AN) +1 (AN,
10,000 cfs) Dry)
Notes:

Information in parentheses is to denote the water year type that shows this change in the monthly average number of boatable
days on this run. Modeling does not show any wet water year type with changes to the monthly average number of boatable
days on any of the runs.

AN — above normal

BN — below normal

Dry —dry
CD — critically dry

CONSTRUCTION

Because the Reduced Diversion Alternative would maintain the same physical infrastructure as the current
baseline scenario, it would not involve construction of improvements to the El Dorado Canal and the channel that
conveys water from the outfall of the Hazel Creek Tunnel to Jenkinson Lake. Therefore, it would have no impact
on recreation from construction.
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G3.2 SUPPORTING DATA FOR RECREATION
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Change in End of Month Jenkinson Lake Elevation, FT — Baseline vs Project, Alternatives (All Water Year Types)

Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Minimum
Proposed Project (Post-Construction) 0 0 0 0 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Maximum
Proposed Project (Post-Construction) 43 47 46 43 46 48 44 42 40 41 37 40
Direct Diversion Only 42 45 45 37 32 28 26 26 27 27 32 38
Reduced Season of Diversion 43 47 46 43 46 48 44 42 40 41 38 40
Existing Infrastructure 43 47 45 42 45 43 42 40 40 41 36 39
Reduced Diversion 42 45 45 41 43 37 37 36 37 35 35 38
Average
Proposed Project (Post-Construction) 7 7 7 8 10 10 9 8 7 7 6 6
Direct Diversion Only 4 5 5 4 4 3 2 2 2 2 3 4
Reduced Season of Diversion 7 7 7 8 10 10 9 8 7 7 6 6
Existing Infrastructure 7 7 7 8 9 8 8 7 6 6 6
Reduced Diversion 6 6 7 7 6 6 6 5 5 6
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Change in End of Month Jenkinson Lake Elevation, FT — Future Baseline vs Future Project, Alternatives (All Water Year Types)

Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Minimum
Proposed Project (Post-Construction) 0 0 0 0 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Maximum
Proposed Project (Post-Construction) 86 82 82 87 94 83 81 81 87 103 99 92
Direct Diversion Only 46 54 53 61 44 43 42 41 46 58 53 50
Reduced Season of Diversion 86 82 82 87 94 83 81 81 87 103 99 92
Existing Infrastructure 86 81 82 86 92 78 79 79 84 100 99 92
Reduced Diversion 71 66 69 74 77 61 58 58 63 77 86 78
Average
Proposed Project (Post-Construction) 18 18 18 19 21 19 17 15 14 16 18 18
Direct Diversion Only 9 8 7 6 5 4 4 3 3 5 7 9
Reduced Season of Diversion 18 18 18 19 21 19 17 15 14 16 18 18
Existing Infrastructure 18 18 18 18 19 17 16 14 14 15 17 18
Reduced Diversion 14 13 13 14 14 12 11 10 10 12 14 14
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Change in End of Month Forebay Reservoir Elevation, FT — Baseline vs Project, Alternatives (All Water Year Types)

Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Minimum
Proposed Project (Post-Construction) 0 0 0 -2 -2 -2 -4 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 -4 0
Reduced Season of Diversion 0 0 0 -2 -2 -2 -4 0 0 0 0
Existing Infrastructure 0 0 0 -2 -2 0 0 0 0
Reduced Diversion 0 0 -2 -2 -2 0 0 0 0 0 -2 0
Maximum
Proposed Project (Post-Construction) 0 0 0 0 0 0 0 0 4 14 16 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 4 0
Reduced Season of Diversion 0 0 0 0 0 0 0 0 4 14 16 0
Existing Infrastructure 0 0 0 0 0 0 0 0 2 14 16 0
Reduced Diversion 0 0 0 0 0 0 0 0 1 13 16 0
Average
Proposed Project (Post-Construction) 0 0 0 0 -1 0 0 0 0 1 1 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 0 -1 0 0 0 0 1 1 0
Existing Infrastructure 0 0 0 0 0 0 0 0 1 1 0
Reduced Diversion 0 0 0 0 0 0 0 0 1 0 0
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Change in End of Month Forebay Reservoir Elevation, FT — Future Baseline vs Future Project, Alternatives (All Water Year Types)

Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Minimum
Proposed Project (Post-Construction) 0 0 -2 -2 -3 -3 -4 0 0 0 -12 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 -2 -12 0
Reduced Season of Diversion 0 0 -2 -2 -3 -3 -4 0 0 0 -12 0
Existing Infrastructure 0 0 -2 -2 -2 0 0 -1 -12 0
Reduced Diversion 0 0 -2 -2 -2 0 0 0 0 -2 -12 0
Maximum
Proposed Project (Post-Construction) 0 0 0 0 0 0 0 0 3 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 1 0 0 0
Reduced Season of Diversion 0 0 0 0 0 0 0 0 3 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 3 0 0 0
Reduced Diversion 0 0 0 0 0 0 0 0 3 0 0 0
Average
Proposed Project (Post-Construction) 0 0 0 0 -1 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 -1 0
Reduced Season of Diversion 0 0 0 0 -1 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 -1 0
Reduced Diversion 0 0 0 0 0 0 0 0 0 -1 0
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Change in End of Month Slab Creek Reservoir Elevation, FT — Baseline vs Project, Alternatives (All Water Year Types)

Alternative
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Change in End of Month Slab Creek Reservoir Elevation, FT — Future Baseline vs Future Project, Alternatives (All Water Year Types)

Alternative

Oct
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Jan
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May
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Change in End of Month Chili Bar Reservoir Elevation, FT — Baseline vs Project, Alternatives (All Water Year Types)

Alternative

Oct
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Jan

Feb
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Change in End of Month Chili Bar Reservoir Elevation, FT — Future Baseline vs Future Project, Alternatives (All Water Year Types)

Alternative
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(=3 Rl Eel Jel N

S

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Bl N

(= el Nel N

Maximum

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

— =1~~~

(=3 Rl Eel Jel N

(=03 =l E=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

Average

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel R

(=3 =) E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Ewl Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR

El Dorado Irrigation District

Zanjero
Appendix G3



Change in End of Month Union Valley Reservoir Elevation, FT — Baseline vs Project, Alternatives (All Water Year Types)

Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Minimum

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Bl N

(=03 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

Maximum

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Kl Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Bl R

([N BN B el B

Uiy NS NS Nl B=

=l IR A E=2 I

([N N B Neoll B

Average

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel R

(=0 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel R

(=03 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel N

(=3 =) K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR

El Dorado Irrigation District

Zanjero
Appendix G3



Change in End of Month Union Valley Reservoir Elevation, FT — Future Baseline vs Future Project, Alternatives (All Water Year Types)

Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Minimum

Proposed Project (Post-Construction)

-1

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=)

o

o

Maximum

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Bl e

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(el BEN B el B

(el BN e Neoly B

(=3 =l E=l Rol N

Average

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel R

(=3 =) E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Ewl Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR

El Dorado Irrigation District
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 600 to 1,200 cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=)

oo =1=1-

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

ojofi=ij=-1-

o

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

o

(=0 Rl Kl Jel R

ojofi=i|=-1-

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Neoll Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =) E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nel Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 600 to 1,200 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=)

oo =1=1-

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

ojofi=ij=-1-

o

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

o

(=0 Rl Kl Jel R

ojofi=i|=-1-

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Neoll Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =) E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nel Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 1,200 to 3,000 cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl N

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Eel Jel R

(=)

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel e

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Bl R

(=03 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =) E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Neol Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Nl Neol Nl

(=0 Rl Eel Jel e

(=3 =l E=l Rol N

o

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl N

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 1,200 to 3,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl N

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Eel Jel R

(=)

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel e

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Bl R

(=03 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =) E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Neol Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Nl Neol Nl

(=0 Rl Eel Jel e

(=3 =l E=l Rol N

o

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl N

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
El Dorado Irrigation District 14 Appendix G3



Changes in Monthly Average Number of Boatable Days by Water Year Type for Riverton to Peavine Run, cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

o

(=0 Rl Kl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

o

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nel Nl

(=3 Rl Rl Rl e

(=)

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel e

S

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Rl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=3 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl e

(=0 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Riverton to Peavine Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

o

(=0 Rl Kl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

o

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nel Nl

(=3 Rl Rl Rl e

(=)

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel e

S

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Rl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=3 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl e

(=0 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Golden Gate Run, cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 =l K=l Rol N

—lol~1~1~

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=3 =) K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

(=) Nl Nell Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl e

(=3 =l K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Golden Gate Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 =l K=l Rol N

—lol~1~1~

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=3 =) K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

(=) Nl Nell Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl e

(=3 =l K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Slab Creek Run, cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Slab Creek Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
El Dorado Irrigation District 20 Appendix G3



Changes in Monthly Average Number of Boatable Days by Water Year Type for Chili Bar Run at 700 to 1,750 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

My QUi QUENS Bl T

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

(= Rl Bl Ne)

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

— =1~ lol~

My QUi QUENS Bl T

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl e

(=03 =l K=l Rol N

(=3 Rl Rl Jel e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl e

[N BN B Neoll B
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Chili Bar Run at 700 to 1,750 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

[N N B Neoll B

(=) Bl Nl Nl Nl

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nell Nl

(=3 Rl Eel Rl R

(=3 =l K=l Rol N

=)

(=3 =l K=l Rol N

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Nl Nl Nl Nl

(=0 Rl Rl Jel N

(=0 =l K=l Rol N

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Chili Bar Run at 1,750 to 10,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Chili Bar Run at 1,750 to 10,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nl Neoll Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Uiy QNS NS Nl B5

(=3 Rl Rl Jel R

[ I S el

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nel Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

My QU QUENS Bl T

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Coloma to Greenwood Run, cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=0 Rl Rl Jel e

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

(e}

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Neoll Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

(=3 Rl Rl Jel N

(=3 =l E=l Rol N

(el BEN B el B

(=3 Rl Rl Rl e

(=3 =) K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for Coloma to Greenwood Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=3 Rl Rl Bl e

(=3 =l K=l Rol N

(=3 Rl Rl Bl e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel e
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Changes in Monthly Average Number of Boatable Days by Water Year Type for the Gorge Run at 800 to 2,000 cfs - Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

(= Rl Bl Ne)

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

(e}

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=l Bl Nl Nel Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for the Gorge Run at 800 to 2,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

ojofi=ij=-1-

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=3 Rl Rl Jel e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

(=3 Rl Eel Jel N

(=3 =) K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Kl Bl R

(=3 =l K=l Rol N

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=3 =l K=l Rol N

(=) Bl Nell Nell Nl

(=3 Rl Rl Jel e

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Nl Nell Nl Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=0 Rl Rl Jel N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for the Gorge Run at 2,000 to 10,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Changes in Monthly Average Number of Boatable Days by Water Year Type for the Gorge Run at 2,000 to 10,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

— =1~~~

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

=N Ll =N E=l N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

Uiy QNS NS Nl B=

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 600 to 1,200 cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl N

(=3 Rl Eel Rl N

S

(=) Bl Neoll Nl N

o

(=)

(=0 Rl Kl Jel N

(=)

o

(=3 Rl Rl Jel R

(=03 =l K=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Rl Jel e

(=3 =l E=l Rol N

=)

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=)

(=3 Rl Rl Jel e

o

(=3 Rl Rl Rl e

(=03 =) E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =) E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l E=l Rol N

o

(=3 Rl Eel Rl R

(=)

(=) Bl Nl Nl Nl

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Nl Nell Nl Nl

(=3 Rl Rl Jel e

(=03 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=03 =l K=l Rol N

(=) Nl Nl Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 600 to 1,200 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl N

(=3 Rl Eel Rl N

S

(=) Bl Neoll Nl N

o

(=)

(=0 Rl Kl Jel N

(=)

o

(=3 Rl Rl Jel R

(=03 =l K=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Rl Jel e

(=3 =l E=l Rol N

=)

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=)

(=3 Rl Rl Jel e

o

(=3 Rl Rl Rl e

(=03 =) E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =) E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l E=l Rol N

o

(=3 Rl Eel Rl R

(=)

(=) Bl Nl Nl Nl

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Nl Nell Nl Nl

(=3 Rl Rl Jel e

(=03 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=03 =l K=l Rol N

(=) Nl Nl Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 1,200 to 3,000 cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl N

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel N

(=3 =) K=l Rol N

o

o

(=3 Rl Rl Jel R

(=03 =l K=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Bl N

(=03 =l E=l Rol N

(=) gl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l K=l Rol N

(=0 Rl Rl Jel R

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

=)

S

S

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl R

(=03 =l E=l Rol N

o

=)

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=03 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Rl Bl N

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 1,200 to 3,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl N

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel N

(=3 =) K=l Rol N

o

o

(=3 Rl Rl Jel R

(=03 =l K=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Bl N

(=03 =l E=l Rol N

(=) gl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l K=l Rol N

(=0 Rl Rl Jel R

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

=)

S

S

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl R

(=03 =l E=l Rol N

o

=)

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=03 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Rl Bl N

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Riverton to Peavine Run, cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl N

(=3 Rl Eel Rl N

(=3 =l E=l Rol N

o

o

(=)

(=0 Rl Kl Jel N

(=3 =l K=l Rol N

o

o

(=03 =l K=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Bl N

(=03 =l E=l Rol N

(=) gl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l K=l Rol N

(=0 Rl Rl Jel R

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

o

(=3 Rl Eel Jel N

S

(=3 Rl Rl Jel N

(=) Bl Neoll Nl Nl

(=3 Rl E=l Jel N

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=)

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl R

(=03 =l E=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Rl Rl e

(=03 =l K=l Rol N

(=) Nl Nl Nl Nl

(=3 Rl Eel Rl e

(=3 =) E=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
El Dorado Irrigation District 35 Appendix G3



Minimum Change in Monthly Number of Boatable Days by Water Year Type for Riverton to Peavine Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl N

(=3 Rl Eel Rl N

(=3 =l E=l Rol N

o

o

(=)

(=0 Rl Kl Jel N

(=3 =l K=l Rol N

o

o

(=03 =l K=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Bl N

(=03 =l E=l Rol N

(=) gl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l K=l Rol N

(=0 Rl Rl Jel R

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

o

(=3 Rl Eel Jel N

S

(=3 Rl Rl Jel N

(=) Bl Neoll Nl Nl

(=3 Rl E=l Jel N

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=)

(=) Bl Neoll Nl Nl

(=3 Rl Rl Rl R

(=03 =l E=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Rl Rl e

(=03 =l K=l Rol N

(=) Nl Nl Nl Nl

(=3 Rl Eel Rl e

(=3 =) E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Golden Gate Run, cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Direct Diversion Only 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Reduced Season of Diversion 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 0 -1 0 -3 0 -1 0 0 0
Direct Diversion Only 0 0 0 0 -1 0 -3 0 -1 0 0 0
Reduced Season of Diversion 0 0 0 0 -1 0 -3 0 -1 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 -1 0 -3 0 -1 0 0 0
Below Normal
Proposed Project (Post-Construction) 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Direct Diversion Only 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Reduced Season of Diversion 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Dry
Proposed Project (Post-Construction) 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Direct Diversion Only 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Reduced Season of Diversion 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Critically Dry
Proposed Project (Post-Construction) 0 0 0 0 0 -1 -1 2 0 0 0 0
Direct Diversion Only 0 0 0 0 0 -1 -1 -2 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 -1 -1 -2 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 -1 -1 -2 0 0 0 0
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Golden Gate Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Direct Diversion Only 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Reduced Season of Diversion 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 -1 -1 -1 -2 -2 0 0 -1 -1 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 0 -1 0 -3 0 -1 0 0 0
Direct Diversion Only 0 0 0 0 -1 0 -3 0 -1 0 0 0
Reduced Season of Diversion 0 0 0 0 -1 0 -3 0 -1 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 -1 0 -3 0 -1 0 0 0
Below Normal
Proposed Project (Post-Construction) 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Direct Diversion Only 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Reduced Season of Diversion 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 -1 -1 -1 -1 0 -1 0 0 0
Dry
Proposed Project (Post-Construction) 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Direct Diversion Only 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Reduced Season of Diversion 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 -1 -1 -1 -1 -1 0 0 0
Critically Dry
Proposed Project (Post-Construction) 0 0 0 0 0 -1 -1 2 0 0 0 0
Direct Diversion Only 0 0 0 0 0 -1 -1 -2 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 -1 -1 -2 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 -1 -1 -2 0 0 0 0
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Slab Creek Run, cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=l Bl Nl Nel Nl

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Slab Creek Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

(=]

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Bl R

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nl

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Nl Nell Nl Nl

(=0 Rl Rl Rl e

(=0 =l E=l Rol N

(=) Nl Nl Nl Nl

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 700 to 1,750 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) 0 0 0 -2 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 -2 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 -2 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 -1 0 0 0 0 0 0 0 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 0 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Below Normal
Proposed Project (Post-Construction) 0 0 0 -1 0 0 0 -1 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 -1 0 0 0 -1 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 -1 -1 0 0 0
Reduced Diversion 0 0 0 -1 0 0 0 -1 -1 0 0 0
Dry
Proposed Project (Post-Construction) 0 0 0 0 2 -2 -1 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 -1 0 0 0 -1
Reduced Season of Diversion 0 0 0 0 -2 -2 -1 0 0 0
Existing Infrastructure 0 0 0 0 -2 -1 -1 0 -1 0 0
Reduced Diversion 0 0 0 -2 0 -1 -1 0 0 0 0
Critically Dry
Proposed Project (Post-Construction) 0 0 -1 -3 -3 -11 -2 -1 0 0 0
Direct Diversion Only 0 0 -1 0 0 0 0 0 0 0 -2
Reduced Season of Diversion 0 0 -1 -3 -3 -11 -2 -1 0 0
Existing Infrastructure 0 0 -3 -2 -5 -2 -1 -1 0 0
Reduced Diversion 0 0 -2 -2 -2 0 -1 0 0 0 -1
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 700 to 1,750 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) -1 0 0 -2 0 0 0 0 0 0 0 0
Direct Diversion Only -1 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion -1 0 0 -2 0 0 0 0 0 0 0 0
Existing Infrastructure -1 0 0 -2 0 0 0 0 0 0 0 0
Reduced Diversion -1 0 0 -1 0 0 0 0 0 0 0 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 0 -1 0 0 -1 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 -1 0 0 0 0
Reduced Season of Diversion 0 0 0 0 -1 0 0 -1 0 0 0 0
Existing Infrastructure 0 0 0 0 -1 0 0 -1 0 0 0 0
Reduced Diversion 0 0 0 0 -1 0 0 -1 0 0 0 0
Below Normal
Proposed Project (Post-Construction) -1 0 0 -3 -1 0 -1 -1 -1 0 0 0
Direct Diversion Only -1 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion -1 0 0 -3 -1 0 -1 -1 -1 0 0 0
Existing Infrastructure -1 0 0 -2 -1 0 -1 -1 0 0 0
Reduced Diversion -1 0 0 -1 -2 0 -1 -1 0 0 0
Dry
Proposed Project (Post-Construction) 0 0 0 -2 -5 -2 -2 -3 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 -1 0 0 -2 -1 -1
Reduced Season of Diversion 0 0 0 -2 -5 -2 -2 -3 0 0
Existing Infrastructure 0 0 0 -3 -4 -1 -2 -3 0
Reduced Diversion 0 0 0 -2 -2 0 -1 -3 0 -2 0
Critically Dry
Proposed Project (Post-Construction) 0 0 -1 -3 -3 -12 -2 -2 0 0 0 0
Direct Diversion Only 0 0 -1 0 0 0 0 0 0 0 -2
Reduced Season of Diversion 0 0 -1 -3 -3 -12 -2 -2 0 0 0
Existing Infrastructure 0 0 -1 -3 -2 -5 -1 -2 -1 0 0 -1
Reduced Diversion 0 0 0 -2 -2 -2 -1 -2 0 0 0 -2
Modification of Water Right Permit 21112 Project Draft EIR Zanjero
El Dorado Irrigation District 42 Appendix G3



Minimum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 1,750 to 10,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Slololo

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=3 Rl Rl Jel N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

(=]

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 =l K=l Rol N

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

(=) Eel Rl Re]

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=) Bl Nl Nl Nl

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl N

(=3 =l E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 1,750 to 10,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

(=3 Rl Rl Jel R

=)

(= =) K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nel Nl

(=3 Rl Rl Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 =l K=l Rol N

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Rl Jel R

(=3 =l E=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Nl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=l Bl Nl Nel Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Coloma to Greenwood Run, cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) 0 0 0 -2 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 -2 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 -2 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 -1 0 0 0 0 0 0 0 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 0 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Below Normal
Proposed Project (Post-Construction) 0 0 0 -5 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 -5 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 -3 0 -1 0 0 0 0 0 0
Reduced Diversion 0 0 0 -2 -1 -1 0 0 0 0 0 0
Dry
Proposed Project (Post-Construction) 0 0 0 -3 -1 -4 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 -1
Reduced Season of Diversion 0 0 0 -3 -1 -4 0 0 0 0 0
Existing Infrastructure 0 0 0 -3 -1 -3 0 0 0 0 0
Reduced Diversion 0 0 0 -2 -1 -2 0 0 0 0 0
Critically Dry
Proposed Project (Post-Construction) 0 0 0 -6 -5 -4 -7 -1 0 0 0 0
Direct Diversion Only 0 0 0 0 -1 0 -1 0 0 0 -1 -1
Reduced Season of Diversion 0 0 0 -6 -5 -4 -7 -1 0 0
Existing Infrastructure 0 0 0 -6 -5 -4 -4 -2 0 0
Reduced Diversion 0 0 0 -6 -5 -2 -2 0 0 0
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for Coloma to Greenwood Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) -1 0 -2 -2 0 0 0 0 0 0 0 0
Direct Diversion Only -1 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion -1 0 -2 -2 0 0 0 0 0 0 0 0
Existing Infrastructure -1 0 -2 -2 0 0 0 0 0 0 0 0
Reduced Diversion -1 0 -2 -1 0 0 0 0 0 0 0 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 -1 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 -1 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 -1 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 -1 0 0 0 0 0 0 0 0
Below Normal
Proposed Project (Post-Construction) -1 0 0 -5 -1 -1 0 0 0 0 0 0
Direct Diversion Only -1 0 0 0 0 0 0 0 0 -1 0 0
Reduced Season of Diversion -1 0 0 -5 -1 -1 0 0 0 0 0
Existing Infrastructure -1 0 0 -3 -1 -1 0 0 0 0 0 0
Reduced Diversion -1 0 0 -2 -1 -1 0 0 0 -1 0 0
Dry
Proposed Project (Post-Construction) 0 0 0 -5 -6 -4 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 -1 0 -2
Reduced Season of Diversion 0 0 0 -5 -6 -4 0 0 0 0 0
Existing Infrastructure 0 0 0 -5 -3 -3 0 0 0 0
Reduced Diversion 0 0 0 -1 -2 -2 0 0 0 -1 0
Critically Dry
Proposed Project (Post-Construction) 0 0 -1 -6 -6 -6 -6 2 0 0 -1 0
Direct Diversion Only 0 0 0 0 -1 0 0 0 0 -1 -1 -2
Reduced Season of Diversion 0 0 -1 -6 -6 -6 -6 -2 0 0 -1 0
Existing Infrastructure 0 0 -1 -6 -5 -4 -4 2 0 -1 -1 -1
Reduced Diversion 0 0 -1 -6 -5 -2 -1 0 0 -1 -1 -2
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 800 to 2,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) 0 0 0 -2 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 -2 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 -2 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 -1 0 0 0 0 0 0 0 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 0 0 0 0 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 0 0 0 0 0 0 0
Below Normal
Proposed Project (Post-Construction) 0 0 0 -2 0 0 -1 -1 -1 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 -1 0 0 0 0
Reduced Season of Diversion 0 0 0 -2 0 0 -1 -1 -1 0 0 0
Existing Infrastructure 0 0 0 -2 0 0 -1 -1 -1 0 0 0
Reduced Diversion 0 0 0 -2 0 0 -1 -1 -1 0 0 0
Dry
Proposed Project (Post-Construction) 0 0 -1 0 -1 -2 -1 0 0 0 0 0
Direct Diversion Only 0 0 -1 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 -1 0 -1 -2 -1 0 0 0 0 0
Existing Infrastructure 0 0 0 -1 -1 0 0 0 0 0 0
Reduced Diversion 0 0 0 -3 0 -1 -1 0 0 0 0 0
Critically Dry
Proposed Project (Post-Construction) 0 0 0 -3 -3 -9 -1 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 -3 -1
Reduced Season of Diversion 0 0 0 -3 -3 -9 -1 0 0
Existing Infrastructure 0 0 0 -3 -1 -7 -3 -1 0 0
Reduced Diversion 0 0 0 -1 -1 -4 -2 -1 0 0 -3
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 800 to 2,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Wet
Proposed Project (Post-Construction) -1 0 -4 0 0 0 0 0 0 0 0
Direct Diversion Only -1 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion -1 0 -4 0 0 0 0 0 0 0 0
Existing Infrastructure -1 0 -1 -4 0 0 0 0 0 0 0 0
Reduced Diversion -1 0 -1 -2 0 0 0 0 0 0 0 0
Above Normal
Proposed Project (Post-Construction) 0 0 0 0 0 0 -1 0 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 0 0 0 0
Reduced Season of Diversion 0 0 0 0 0 0 -1 0 0 0 0 0
Existing Infrastructure 0 0 0 0 0 0 -1 0 0 0 0 0
Reduced Diversion 0 0 0 0 0 0 -1 0 0 0 0 0
Below Normal
Proposed Project (Post-Construction) -1 0 0 -4 0 -1 -1 -1 -2 0 0 0
Direct Diversion Only -1 0 0 -1 0 0 0 0 -1 0 0 0
Reduced Season of Diversion -1 0 0 -4 0 -1 -1 -1 -2 0 0 0
Existing Infrastructure -1 0 0 -4 0 -1 -1 -1 -2 0 0 0
Reduced Diversion -1 0 0 -2 -2 -2 -1 -1 -1 0 0 0
Dry
Proposed Project (Post-Construction) 0 0 -1 -5 -2 -1 -3 -1 0 0 0 0
Direct Diversion Only 0 0 -1 0 0 0 0 0 0 0 -1 -2
Reduced Season of Diversion 0 0 -1 -5 -2 -1 -3 -1 0 0
Existing Infrastructure 0 0 -5 -1 -2 -1 0 0
Reduced Diversion 0 0 0 -4 -1 -1 -1 0 0
Critically Dry
Proposed Project (Post-Construction) 0 0 0 -3 -3 -6 -2 0 0 0 0
Direct Diversion Only 0 0 0 0 0 0 0 0 -1 -3 -2
Reduced Season of Diversion 0 0 0 -3 -3 -6 -2 0 0
Existing Infrastructure 0 0 0 -3 -1 -4 -2 -1 0 -1
Reduced Diversion 0 0 0 -1 -1 -1 -1 0 0 0 -2
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 2,000 to 10,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl N

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=0 Rl Eel Jel R

(=)

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Eel Jel N

(=3 =l K=l Rol N

(=3 Rl Rl Jel e

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Bl R

(=03 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =) E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l E=l Rol N

(=3 =l E=l Rol N

(=0 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Neoll Nl Nen)

(=0 Rl Eel Jel R

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Nl Neoll Nl Nl

(=3 Rl Rl Bl e

(= =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl R

(=3 =l E=l Rol N
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Minimum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 2,000 to 10,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

o

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

(=3 Rl Eel Jel N

(=)

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl N

(=3 Rl Eel Jel N

(=3 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Kl Bl R

(=3 =l K=l Rol N

(=3 =l K=l Rol N

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nell Nl

(=3 Rl Rl Jel e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

(=]

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Rl e

(=3 =) K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 600 to 1,200 cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

oo =1=1-

(=0 Rl Eel Rl N

ojof=ij=-1-

j=0 K=l § SN BN § ]

(=N Rl B\SN B\SN NS

ojofi=ij=-1-

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

([l Neoll BECN BEEN B

SO

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

ojofi=i=-1=-

oo =1=1-

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N

Modification of Water Right Permit 21112 Project Draft EIR Zanjero
El Dorado Irrigation District 51 Appendix G3



Maximum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 600 to 1,200 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

oo =1=1-

(=0 Rl Eel Rl N

ojof=ij=-1-

j=0 K=l § SN BN § ]

(=N Rl B\SN B\SN NS

ojofi=ij=-1-

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

([l Neoll BECN BEEN B

SO

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

ojofi=i=-1=-

oo =1=1-

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 1,200 to 3,000 cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

[l Neoll BECN BECN B

ojofi=ij=-1-

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Kyburz to Riverton Run at 1,200 to 3,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

[l Neoll BECN BECN B

ojofi=ij=-1-

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Riverton to Peavine Run, cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Riverton to Peavine Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Golden Gate Run, cfs — Baseline vs Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

— o~~~

—lol~1~1~

— o~~~ 1-

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

— o~~~

— o~~~

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

— o~~~

—lol~1~1~

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Golden Gate Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

— o~~~

—lol~1~1~

— o~~~ 1-

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

— o~~~

— o~~~

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

— o~~~

—lol~1~1~

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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El Dorado Irrigation District 58 Appendix G3



Maximum Change in Monthly Number of Boatable Days by Water Year Type for Slab Creek Run, cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

— =1~ lol~

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Slab Creek Run, cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=N Eoll Eel Neol Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

—_l=—=] =1~

— o~~~ 1-

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

My QU QUENS Bl T

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

— =1~ lol~

(=0 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 700 to 1,750 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

NN ON

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

oo =1=1-

[l Neoll BECN BECN B

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

=l E=2 k=2 k=1 k=]

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(el BEN B el B

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

My QUi QUENS Bl T

[ I S el

oo =1=1-

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

— =1~ lol~

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Reoll I \SJ Neolll B S

SN Bl el Reol) Neo)

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

=l Bl B=2 B=2 =

(=3 =l E=l Rol N

NN O

My QUi QUENS Bl T

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=N Bl §\SN Rl 8]

== k=N L= k=N =

(el BN e Neoly B

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

il INSH BSE E=2 B\
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 700 to 1,750 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

\Sl RS B\SN Nl NS

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

[ I S el

—_ =1~ lol~

(=3 Rl Rl Jel R

[N N B Neoll B

==l INSH A =2 I

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

([l BN N Neoly B

= =l NN =N BV

— =1~~~

(=3 Rl Eel Jel e

—_l ===~

(el BEl B el B

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

NS B\SN B\SN Rl B8]

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

=l B2 k=2 k=1 K=

(=N RN Ll Rl N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=N Bl §\SN Rl 8]

=l Bl E=2 E=2 K=}

(=0 Rl Rl Jel R

[ I I el

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

([N N B el B
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 1,750 to 10,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

ojof=ij=-1-

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

—_—l ===

My QU QUENS Bl T

[ I S el

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

SIpWlWwW]o W

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

([N BN B el B

(=l Rl Bl Nl

SN B\SN B\SN Rl 8]

([N BN B Neoll B

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Chili Bar Run at 1,750 to 10,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

ojof=ij=-1-

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

NN O

(=0 Rl Ll el N

[ I S el

(=) Bl Nl Nl Nen)

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

NS B\SN B\SN Rell 8]

(=N RN B\l Rl § 8]

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=N RN Ll K=l N

(el BEN BE el B

(=N Bl B\SN Rl 8]

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

(=3 =l K=l Rol N
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Coloma to Greenwood Run, cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(el BEN B el B

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

([l BN N Neoly B

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

— =1~ lol~

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

— =1~ lol~

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=l Rl Nl Bl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(el BN e Neoly B

(=3 =l K=l Rol N

— W IW IO W

SOpWlWwWlow

il INSH BSE E=2 B\
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for Coloma to Greenwood Run, cfs - Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Rl Jel N

(=0 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

—_—l ===

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

(=0 Rl Rl Jel e

(=3 =l K=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl N

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel R

([N BN B Neoll B

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

([N N B el B
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 800 to 2,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=3 =l E=l Rol N

—_—l ===

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

(=3 =l E=l Rol N

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(el BEN B el B

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

=l Bl B=2 B=2 =

(=N RN Ll K=l N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

— =1~ lol~

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

[\l BE I Nl IE

(=N B\ B\ Nl B8]

(el BEN BE el I

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

— =1~ lol~

My QUi QUENS Bl T

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

— =1~

(=0 Rl Rl Rl N

(=3 BN L K=l N

(=) Bl Nl Nl Nl

(el BN e Neoly B

(=3 =l K=l Rol N

(=) Nl Nl Neoll Nl

(=0 Rl Rl Jel N

il INSH BSE E=2 B\
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 800 to 2,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr

May

Jun

Jul

Aug

Sep

Wet

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Neoll Nl Nl

(=0 Rl Eel Rl e

(=N RN Ll K=l N

— N l—=l—=1-

(=0 Rl Eel Rl N

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=0 Rl Eel Jel N

(=3 =l E=l Rol N

(=) Bl Nell Nl Nl

(=3 Rl Kl Jel N

ojofi=ij=-1-

Above Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nen)

(=3 Rl Kl Jel R

(=3 =l K=l Rol N

(=) Bl Neoll Nl Nl

(=3 Rl Rl Jel R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel R

(=3 =l E=l Rol N

(=) Bl Nl Nl Nl

(=0 Rl Rl Jel N

(=3 =l E=l Rol N

Below Normal

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel N

(=03 =l K=l Rol N

(=) Bl Nl Nl Nl

=3 Lol K= =l e

(=N RN Ll K=l N

(=) Bl Nl Nl Nl

(=3 Rl Eel Jel e

(=3 =l K=l Rol N

(el BEl B el B

(=3 Rl Eel Jel e

(=03 =l E=l Rol N

Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=3 Rl Rl Bl R

(=3 =l K=l Rol N

(=) Bl Nl Nl Nen)

NS B\SN B\SN Rl B8]

(=3 =l K=l Rol N

[l Rl B Nl

(=0 Rl Rl Jel R

(=3 =l E=l Rol N

(el BEN B el I

(=0 Rl Rl Rl e

(=3 =l K=l Rol N

Critically Dry

Proposed Project (Post-Construction)

Direct Diversion Only

Reduced Season of Diversion

Existing Infrastructure

Reduced Diversion

(=) Bl Nl Nl Nl

(=0 Rl Rl Rl R

(=3 =l K=l Rol N

— =1~

(=0 Rl Rl Rl N

(=3 BN L K=l N

=l E=2 k=2 k=1 k=]

=N Lol K= =l R

[ I I el

— =1~

(=0 Rl Rl Jel N

([N N B el B
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 2,000 to 10,000 cfs — Baseline vs Project, All Alternatives.

Water Year Type/Alternative

Oct

Nov

Dec

Jan

Feb

Mar

Apr
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Aug
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Maximum Change in Monthly Number of Boatable Days by Water Year Type for the Gorge Run at 2,000 to 10,000 cfs — Future Baseline vs Future Project, All Alternatives

Water Year Type/Alternative
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Feb
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